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With the success and superior performance it obtained in its sector, KYM KABLO has become one of the leading
cable companies in our country and KYM KABLO has achieved to become a brand known throughout the world.
Since 1996 and with more than 19 years of experience and knowledge, our company adopting the principle of
“Quality, Honesty, Reliability, Flexibility, Responsibility, Creativity, Focus on client, Competitor ship, Permanent
development, Responsibility to environment”, aims to provide its customers with the best service by means of
both the high technology it uses and its superior service understanding.

Our production is carried out by using the machines compatible with the latest technological developments in
accordance with the world standards by the highly experienced personnel and qualified teams, who have extensive
knowledge and experience in their fields; in our facility located in Tuzla Istanbul, Turkey on a 5,600 m2 closed and
2.400 m2 open covered areas. The products, in all stages of the production, especially at the stage of final controls
are controlled using modern test devices. By this way, it is guaranteed to provide the customers with high quality
products.

KYM KABLO is at the customers’ disposal starting from the first day of its establishment and committed to provide
the total quality of excellence of products and services.

Our product range includes all kinds of low voltage energy cables including XLPE cables and halogen free cables.
Besides its reliable name in the domestic market, KYM KABLO has also carried the competition to the abroad in the
globalizing world and become a strong brand in consequence of its export sales to the European countries in
particular as well as to the Middle East countries, African countries and Central Asia countries. With its high quality
understanding, professional working approach, dynamic employees and modern production facilities, our company
has achieved to take its place among the leading establishments in its sector.

KYM KABLO is proud of achieving noticeable progress by using the most advanced modern technology and the
equipment. With its extensive product and system certificates (TSE and ISO 9001:2000 CERTIFICATE OF QUALITY
MANAGEMENT SYSTEM), the company creates confidence for its customers.

KYM KABLO sektoriinde elde edilen basari ve tsttin performansi ile, Glkemizin 6nde gelen kablo sirketlerinden biri
haline gelmistir ve KYM KABLO diinya gapinda bilinen bir marka olmayi basarmistir.

1996 yilinda kurulan KYM KABLO yillari askin tecriibe ve bilgi birikimi ile musteri odakli, stirekli gelisimi ve cevre
sorumlulugunu ilke edinen firmamiz "Kalite, Dirustluk, Guvenilirlik, Esneklik, Sorumluluk, Yaraticilk" idealleri ile
misterilerine en iyi hizmeti vermeyi amaglamaktadir.

Kullandigi yiiksek teknoloji ve Ustiin hizmet anlayisi sayesinde musterilerine en iyi hizmeti vermeyi amaglamaktadir.
Kendi alaninda engin bilgi ve deneyime sahip, son derece deneyimli personel ve nitelikli ekipleri, diinya
standartlarina uygun en son teknolojik gelismeler ile uyumlu makineleri kullanarak tretim gergeklestirilir; Tesisimiz
Tuzla istanbul’da, 5.600 m2 kapali alana ve 2.400 m2 agik alana sahiptir. Uretimin tiim asamalarinda ve ézellikle
son kontroller asamasinda modern test cihazlari kullanilarak kontrol edilir ve bu sekilde, yiiksek kaliteli Grinler elde
edilerek musterilerimizin begenisine sunulur.

KYM KABLO miisterilerinin hizmetine, kuruldugu ilk gtinden itibaren, Griinlerin kalitesini ve hizmetlerin
mikemmelligini saglamak igin kararhdir.

Uriin yelpazemiz her tiirlii algak gerilim enerji kablolarini igerir. Buna ilaveten XLPE ve Halojensiz kablolarda riin
yelpazemiz igindedir.

KYM KABLO, i¢ pazarda giivenilir bir isim olmasinin yani sira, ayni zamanda globallesen diinyada, yurt disina
rekabet tasidi ve 6zellikle de Avrupa lkelerinin yani sira Orta Dogu, Afrika ve Orta Asya Ulkelerine ihracat satis
sonucu olarak giiglii bir marka haline gelmistir. Yiiksek kalite anlayisi, profesyonel galisma yaklagimi, dinamik
calisanlar ve modern uretim tesisleri ile firmamiz, sektériinde 6nde gelen kuruluslar arasinda yerini almayi
basarmistir.

KYM KABLO, en gelismis, modern teknoloji ve ekipman kullanarak gézle gorulir bir ilerleme ile gurur duyar.

Kapsamli {iriin ve sistem sertifikalari (TSE ve ISO 9001:2000 KALITE YONETIM SISTEMi BELGESI), sirket musterileri
icin gliven olusturur.
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YORK STANDARDLARI ENSTITUSD. TORK STANDARDLARI ENSTITUSU
TORK STANDARDLARINA UVCUNLUK BELGESI TURK STANDARDLARINA U¥CURLIK BELGES!
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SERTIFIKA
CERTIFICATE

KALITE YONETIM ¢ QUALITY MANAGEATENT
KYMKABLO SAN. VE TIC. AS
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INDEKS

TEK DAMARLI KABLOLAR/SINGLE CORE WIRE
HOTV-U/R, NYA

HOS/HOTV-K, NYAF

HOS/HOTV2-U/R

HOS/HOTV2-K ,
BUKGLGEN KABLOLAR/FLEX CABLE
HOSVY-F, HOSVVF-F, HO3VVH2-F
HOSV2V2-F (HR FLEX)

HOSWS-F

WELDING CABLES

TWINFLEX
HOS/HOTVVH6-F

W .

500V KABLOLAR 7 500 V CABLES
NYM .. .

TWIN & EARTH (6242Y)

[111) .

XMVK

NYIF ..

BS 6004 FLAT CABLES

0.6/1 KV GUC KABLOLARI / 0.6/1 KV POWER CABLES
NYY . .
NYY-K

N2XY

XVB-F2.. ...

01000 R2v

N2XY-K

EXVB .

YMVK-mb

TIRHLI KABLOLAR 7 ARMOURED CABLES

NYRY

NYFGbY

NYCY

N2xcY

NYBY

N2XBY. ...

SWA (M2XRY)

NZXFGBY ...

HALOJENSIZ YANGINA DAYANIKLI KABLOLAR / LOW SMOKE HALOGEN FREE FLAME RETARDANR CABLES
HALOJENSIZ ALEV ILETMEYEN KABLOLAR / HALOGEN FREE SINGLE WIRES
HO5/HOTZ-U/R

HO7Z1-U/R

HO5/H07Z-K

HOS/HD7ZIK ...

TESISAT KABLOLARI 7 INSTALLATION CABLES

NHMH

NHXMH ...

LSF TWIN & EARTH

61818

BUKLGEN KABLOLAR / FLEXIBLE CABLES
HO3/HOSZIZI-F
o 6/1 KV GG KABLOLARI / 0.6/1 KV POWER CABLES

ZIRHI.I KABLOLAR / ARMOURED CABLES
N2XFGbH

N2XCH

N2XBH

LSF SWA

www.kymkablo.com
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Olkianizs

Farkl Olmak Ayricaliktir...
It is a privilege to be diferrent...
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HOTV-U/R, NYA

SABi_T TESiS_AT iGIN TEK DAMARLI
PVC IZOLELI KILIFSIZ KABLOLAR

TiP

HOTV-U, HOTV-R, NYA

STANDART

HD.21.3 TS EN 50525-2-31

YAPISI

1) Iletken: EN 60228 Sinif 1-2

2) Izole: PVC, CENELEC HD 211 S3 TS 9756 i1
KULLANIM

Bina icinde, kuru yerlerde sabit olarak baglanti
ve dagitim tesislerinde kullanilr.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C

Anma Gerilimi: 450/750 V HOTV-U, HOTV-R

SINGLE CORE PVC INSULATED
CABLES

TYPE

HOTV-U, HOTV-R, NYA

STANDARDS

VDE 281, CENELEC HD.21.3, BS6004, BS EN 50525-2-31
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: PVC, CENELEC HD 211 S3 TS 9756 Th
APPLICATIONS

In dry rooms, in apparatus, switch and distrubution
boards, for laying in conduits on and under plaster
and on insulating supports above plaster
TECHNICAL DATA

Max. Operating Temperature: +10°C

Rated Voltage: 450/750 V HOTV-U, HOTV-R

RATED CROSS SECTION o REPROL (VL DELIVERY LENGTH APPROX. WEIGHT
HO5V-U 300/500 V
0.50 0.60 2.00 100 8.9
0.75 0.60 2.20 100 18
1 0.60 2.35 100 143
HO7V-U 450/750 V
15 0.70 2.80 100 21
25 0.80 340 100 32
4 0.80 380 100 46
6 0.80 430 100 65
www_kymkablo.com
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HOTV-U/R, NYA

NOMINAL KESIT {ZOLASYON ET KALINLIGI ORTALAMA DIS CAP SEVK UZUNLUGU YAKLASIK AGIRLIK
(mm') (') (mm) (m) (kg)

RATED CROSS SECTION AN REPAIL (AL DELIVERY LENGTH APPROX. WEIGHT
HO7V-R 450/750 V
15 0.70 3.00 100 22
25 0.80 3.60 100 34
4 0.80 410 100 49
6 0.80 470 100 59
10 1.00 590 100 m
16 1.00 7.00 100 170
25 120 8.40 1000 266
3 120 940 1000 352
50 140 10.90 1000 4
70 140 12.60 1000 612
95 1.60 15.20 1000 943
120 1.60 16.20 1000 1139
150 180 18.10 1000 1442
185 2.00 20.60 1000 1782
240 2.20 2350 1000 2322
300 240 25.90 500 2890
400 2.60 30.20 500 3748

www.kymkablo.com
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HO5/HO7V-K, NYAF

SABIT TESISAT iCiN TEK DAMARLI PVC
{ZOLELI KILIFSIZ BUKULGEN KABLOLAR

TiP

HO5V-K, HOTV-K, NYAF

STANDART

TS EN 50525-2-31

YAPISI

1) lletken: EN 60228 Sinif 5

2) Izole: PVC, CENELEC HD 211 S3 TS 9756 i1
KULLANIM

Bina icinde, kuru yerlerde, hareketli cihazlarin
baglantilarinda, boru icinde, siva alti veya siva

{izerinde baglanti ve dagitim tesislerinde kullanilir.

TEKNIK BILGILER
Maksimum Calisma Sicakligi: +70°C

SINGLE CORE PVC INSULATED
CABLES

TYPE

HO5V-K, HOTV-K, NYAF

STANDARDS

TS EN 50525-2-31

CONSTRUCTION

1) Conductor: EN 60228 Class 5

2) Insulation: PVC, CENELEC HD 211 S3 Tt
APPLICATIONS

Flexible wire, for protected installation in equipment
and lighting fitting conduit or under plaster
TECHNICAL DATA

Max. Operating Temperature: +70°C

Rated Voltage: 450/750 V HOTV-K

Anma Gerilimi: 450/750 V HOTV-K 300/500 V HOV-K
300/500 V HOV-K
OMiNA OLASYO A ORTALAMA D
RATED CROSS SECTION o REPROL (VL DELIVERY LENGTH APPROX. WEIGHT
HO5V-K 300/500 V
0.50 0.50 190 100 8.1
0.75 0.60 230 100 19
1 0.60 240 100 141
HO7V-K 450/750 V
15 0.70 290 100 20
25 0.80 350 100 32
4 0.80 410 100 46
6 0.80 480 100 66
www_kymkablo.com

. 5



@I(Y M

HO5/HO7V-K, NYAF

NOMINAL KESIT {ZOLASYON ET KALINLIGI ORTALAMA DIS CAP SEVK UZUNLUGU YAKLASIK AGIRLIK
(mm') (') (mm) (m) (kg)

RATED CROSS SECTION AN REPAIL (AL DELIVERY LENGTH APPROX. WEIGHT
10 1.00 6.00 100 1l
16 1.00 120 100 169
25 1.20 8.80 1000 262
35 120 9.70 1000 345
50 140 1150 1000 501
170 140 13.30 1000 686
95 1.60 15.40 1000 928
120 1.60 17.20 1000 1156
150 1.80 18.60 1000 1397
185 2.00 21.00 1000 1778
240 2.20 2540 1000 2213
300 240 2180 500 2193

www_kymkablo.com
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H05/HO7V2-U/R

SABIT TESISAT iCIN TEK DAMARLI PVC

{Z0LELT KILIFSIZ ISIYA DAYANIKLI KABLOLAR tos-c
TiP

HOBY2-U/R, HOTV2-U/R

STANDART

TS EN 50525-2-31

YAPISI

1) Iletken: EN 60228 Sinif 1-2

2) Izole: PVC, CENELEC HD 211 S3 TS 9756 TI3
KULLANIM

Ortam sicakiginda 90°C'ye kadar olan cihazlarin
i¢ kisminda ve aydinlatma fitinglerinin icinde
veya iizerinde sabit korunmus tesisatta, kontrol
devrelerinde kanal igerisinde gomilii tip tesisatta
TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C (105°C)

SINGLE CORE PVC INSULATED
CABLES, HEAT RESISTANT 1os°c

TYPE

HOBV2-U/R, HOTV2-U/R

STANDARDS

TS EN 50525-2-31

CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: PVC, CENELEC HD 211 S3 TI3
APPLICATIONS

Installation above the ground, in conduits
or smilar closed systems. Suitable for fixed
protevted wiring for lighting and controllers
TECHNICAL DATA

Max. Operating Temperature: +90°C (105°C)
Rated Voltage: 300/500 V H05V2-U

Anma Gerilimi: 300/500 V H05V2-U 450/750 V HOTV2-U/R
450/750 V HOTV2-U/R
OMiNA OLASYO A ORTALAMA D
RATED CROSS SECTION eATON RHAIL (L DELIVERY LENGTH APPROX. WEIGHT
HOSVZ-U 300/500 ¥
0.50 0.60 2.00 100 8.9
0.75 0.60 2.20 100 18
1 0.60 2.35 100 143
HO5V2-R 300/500 V
050 0.60 210 100 94
0.75 0.60 230 100 124
1 0.60 250 100 15.0
www_kymkablo.com
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HO5/HO7V2-U/R
— O
NONINAL KESIT TZOLASYON ET KALINLIGI | ORTALAMA DIS GAP SEVK UZUNLUGU YAKLASIK AGIRLIK
(mm') (mm’) (mm) (m) (L)
RATED CROSS SECTION RN RITAIL VR DELIVERY LENGTH APPROX. WEIGHT
HO5V2-U, HOTV2-U
450/750V

15 0.70 2.80 100 20.0
25 0.80 340 100 312

4 0.80 3.80 100 451

6 0.80 430 100 63.8

HO7V2-R 450/750V

15 070 3.00 100 215
25 0.80 3.60 100 329
4 080 410 100 a7

6 0.80 470 100 678
10 1.00 590 100 109.2
16 1.00 7.00 100 167.6
25 120 8.40 1000 2623
3 120 940 1000 348.1
50 140 10.90 1000 4116
170 140 12.60 1000 666.1
95 1.60 15.20 1000 935.0
120 1.60 16.20 1000 129.7
150 1.80 18.10 1000 1431.0
185 2.00 20.60 1000 1768.2
240 2.20 2350 1000 2304.0
300 240 25.90 500 2869.0
400 2.60 30.20 500 31216

www.kymkablo.com
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HO5/HOTV2-K

SABIT TESISAT iCiN TEK DAMARLI PVC

{ZOLELI KILIFSIZ ISIYA DAYANIKLI

ESNEK KABLOLAR 105°c

TiP

HO5V2-K, HOTV2-K

STANDART

CENELEC HD.21.3 TS EN 50525-2-31

YAPISI

1) lletken: EN 60228 Sinif 5

2) Izole: PVC, CENELEC HD 21.1 S3 TS 9756 TI3
KULLANIM

Ortam sicakiginda 90°C'ye kadar olan cihazlarin
ic kisminda ve aydinlatma fitinglerinin iginde
veya iizerinde sabit korunmus tesisatta, kontrol
devrelerinde kanal icerisinde gomilii tip tesisatta
TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C (105°C)
Anma Gerilimi: 300/500 V HO5V2-K

SINGLE CORE PVC INSULATED FLEX
CABLES HEAT RESISTANT tos=c

TYPE

HO5V2-K, HOTV2-K

STANDARDS

CENELEC HD.21.3 TS EN 50525-2-31 BS EN 50525-2-31
CONSTRUCTION

1) Conductor: CENELEC HD 383 S2 Class 5

2) Insulation: PVC, CENELEC HD 2113 TI3
APPLICATIONS

Suitable for use in power current installation switch
cabinets, motors and transformers, which are subject
to direct contact with high temperatures, also suitable
for inside wiring of electrical equipments such as
lighting and heating apparatus.

TECHNICAL DATA

Max. Operating Temperature: +90°C (105°C)

450/750 V HOTV2-K Rated Voltage: 300/500 V HO5V2-K
450/750 V HOTV2-K
OMiNA OLASYO ORTALAMA D
RATED CROSS SECTION eATON RHAIL (L DELIVERY LENGTH APPROX. WEIGHT
HO5V2-K 300/500 V
0.50 0.50 190 100 9.0
0.75 0.60 230 100 nr
1 0.60 240 100 139
HO7V2-K 450/750 V
15 0.70 290 100 20
25 0.80 350 100 31
4 0.80 410 100 46
www.kymkablo.com
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HO5/HOTV2-K

NOMNAL KESiT ZOLASYON ET KALINLIGI | ORTALAMA DI§ AP SEVK UZUNLUGU YAKLASIK AGIRLIK
(mm') (') (mm) (m) (kg)
RATED CROSS SECTION AN REPAIL (AL DELIVERY LENGTH APPROX. WEIGHT
6 0.80 480 100 66
10 1.00 6.00 100 109
16 1.00 120 100 168
25 120 8.80 1000 260
35 1.20 910 1000 343
50 140 1150 1000 498
70 140 13.30 1000 683
95 1.60 15.40 1000 923
120 1.60 1720 1000 1151
150 180 18.60 1000 1390
185 2.00 21.00 1000 1170
240 2.20 2540 1000 2262
300 240 2780 500 2180
www.kymkablo.com
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HO5VV-F, HO3VV-F, HO3VVH2-F

— —
PVC iZOLELI PVC KILIFLI BUKULGEN FLEXIBLE CABLES
KABLOLAR (KORDONLAR)
TiP TYPE
HO5VV-F, HO3VVH2-F, HO3VV-F HO5VV-F, HO3VVH2-F, HO3VV-F
STANDART STANDARDS
TS EN 50525-2-11 (CENELEC HD.21.5) VDE 281, BS 6500, CENELEC HD.21.5 TS EN 50525-2-11
YAPISI CONSTRUCTION
1) Iletken: EN 60228 Sinif 5 1) Conductor: EN 60228 Class 5
2) izole: PVC, CENELEC HD 21153 TS 9756 Ti2 2) Insulation: PVC, CENELEC HD 211 S3 Ti2
3)Kilif: PVC, CENELEC HD 21.1 S3 TS 9756 TM2 3)Sheath: PVC CENELEC HD 21.1 §3 TM2
KULLANIM APPLICATIONS
Mekanik zorlanmalarin bulundugu kapal For household applications, under medium
ve kuru yerlerde, ev aletlerinde, buharli ve mechanical stresses, also in damp wet locations.
rutubetli ortamlarda kullanilir. TECHNICAL DATA
TEKNIK BILGILER Max. Operating Temperature; +70°C
Maksimum Calisma Sicakligi +70°C Rated Voltage: 300/500 V
Anma Gerilimi: 300/500 V
0 A OLASYO A D ORTALAMAD
RATED CROSS SECTION AT AP IEIE APPROKTVERALL 1 pELeRY LENGTH | APPROX. WEIGHT
HO3VV-F 300/300 V
2050 0.50 0.60 500 100 40
2075 0.50 0.60 540 100 49
3x0.50 0.50 0.60 540 100 48
3x0.75 0.50 0.60 580 100 59
4x0.50 0.50 0.60 5.80 100 58
4X0.75 050 0.60 6.30 100 13
HO3VVH2-F 300-300V
2050 0.50 0.60 310x5.00 100 R
2075 0.50 0.60 3.30x5.40 100 39
www_kymkablo.com
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HO5VV-F, HO3VV-F, HO3VVH2-F

NDMiNALZKESiT IZOLASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DIS CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm’) (mm) (mm) (mm) (m) (kg)

RATED CROSSSECTION (INSULATION THIKNES () | SHEATH THcKess mm) | APPRUR: SERALL | ppyvegy T | aperor. weiH
HO5VV-F 300/500V
2x0.75 0.60 0.80 6.20 100 60
Padl 0.60 0.80 6.40 100 61
2x1.5 0.70 0.80 740 100 90
225 0.80 1.00 9.00 100 135
2x4 0.80 110 1040 100 186
3X0.75 0.60 0.80 6.60 100 1
3 0.60 0.80 6.80 100 79
3x15 0.70 090 810 100 12
325 0.80 110 9.80 100 169
3x4 0.80 120 130 100 234
4x0.75 0.60 0.80 120 100 87
41 0.60 0.90 7.60 100 101
415 0.70 1.00 9.00 100 142
425 0.80 110 10.70 100 208
4x4 0.80 140 12.10 100 302
5%0.75 0.60 0.90 8.10 100 104
5x1 0.60 0.90 8.30 100 118
5x1.5 0.70 110 10.10 100 170
5%2.5 0.80 1.20 1190 100 249
5x4 0.80 140 1390 100 354

www.kymkablo.com
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HO5VV-F, HO3VV-F, HO3VVH2-F

NOMINAL KESIT | IZOLASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm’) (mm) (mm) (mm) (m) ((0)]
RATED CROSSSECTION (INSULATION THCKNESS (m) | SHEATH THcKess mm) | APPRUR SERALL | op yegy ey | approx. wech
5x6 0.80 140 15.80 1000 481
510 1.00 140 2020 1000 864
5x16 1.00 140 2350 1000 1212
6x0.75 0.60 0.90 8.70 1000 120
6x1 0.60 1.00 9.20 1000 140
6x1.5 0.70 110 10.90 1000 196
6x2.5 0.80 120 1290 1000 287
x0.75 0.60 1.00 8.90 1000 136
Xl 0.60 1.00 9.20 1000 154
1x1.5 0.70 120 1110 1000 202
25 0.80 130 13.10 1000 326
8x0.75 0.60 1.00 10.00 1000 153
8xl 0.60 1.00 10.30 1000 174
8x1.5 0.70 120 1250 1000 251
8125 0.80 130 1470 1000 368
10x0.75 0.60 110 1140 1000 194
10x1 0.60 110 11.80 1000 220
10x1.5 0.70 130 1420 1000 316
10x2.5 0.80 150 17.00 1000 412
12x0.75 0.60 110 11.80 1000 22
12x1 0.60 120 1240 1000 257
12x15 0.70 130 14.70 1000 361
12x2.5 0.80 150 17.60 1000 h41
14x0.75 0.60 120 12.60 1000 259
14x1 0.60 120 13.00 1000 294
14x15 0.70 140 15.60 1000 422
14x2.5 0.80 1.60 18.70 1000 630
19x0.75 0.60 130 14.10 1000 339
19x1 0.60 130 14,60 1000 387
19x1.5 0.70 150 1750 1000 554
19x2.5 0.80 180 2110 1000 840
20x0.75 0.60 130 1490 1000 357
20x1 0.60 140 15.60 1000 415
www.kymkablo.com
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HO5VV-F, HO3VV-F, HO3VVH2-F

NOMINAL KESIT {ZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (L))

RATED CROSS SECTION (INSULATION THICKNESS (mm) | - SHEATH THICKNESS (mm) ‘”'5‘,"’,"21"{:‘“ DELIVERY LENGTH | APPROX. WEIGHT
20x1.5 0.70 160 18.70 1000 591
20x2.5 0x80 1.80 22.30 1000 883
2x0.75 0.60 150 16.80 1000 435

2 0.60 1.50 1740 1000 495
2x15 0.70 170 2080 1000 105
2525 0.80 2.00 25.00 1000 1065

30x0.75 0.60 150 17.80 1000 521

30x1 0.60 1.60 18.60 1000 606
30x1.5 0.70 180 22.20 1000 862
30x2.5 0.80 210 26.10 1000 1302

www.kymkablo.com
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HO5V2V2-F (HR FLEX)

ISIYA DAYANIKLI BUKULGEN
KABLOLAR

TiP

HO5V2V2-F, HO5V2V2H2-F

STANDART

CENELEC (TS) HD.21.12 TS EN 50525-2-T1

YAPISI

1) iletken: EN 60228 Sinif 5

2) Izole: PVC, CENELEC HD 21.1 S3 TS 9756 TI3

3) Kilif: PVC, CENELEC HD 21.1 S3 TS 9756 TM3
KULLANIM

Ev cihazlarimin, hareketli cihazlarin badlantisinda,
endiistriyel uygulamalarda esneklik ve normalden
fazla 1stya dayaniminin 90°C gerekli oldugu yerlerde
kullanilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 300/500 V

INSULATION

HEAT RESISTANT FLEXIBLE
CABLE

TYPE

HO5V2V2-F, HO5V2V2H2-F

STANDARDS

CENELEC TS HD.21.12 BS 6141 TS EN 50525-2-11
CONSTRUCTION

1) Conductor: EN 60228 Class 5

2) Insulation: PVC, CENELEC HD 211 S3 TI3
3) Sheath: PVC CENELEC HD 21.1S3 TM3
APPLICATIONS

For household and portable appliances and
industrial applications where flexibility, and
heat resistance 90°C are required.
TECHNICAL DATA

Max. Operating Temperature: +90°C

Rated Voltage: 300/500 V

APPROX. OVERALL

RATED CROSS SECTION A RPRIL IR L DELIVERY LENGTH | APPROX. WEIGHT
HO3V2V2-F 300/300 V
2%0.50 050 0.60 5.00 100 39
2X0.75 0.50 0.60 540 100 41
3x05 050 0.60 540 100 47
3x0.75 050 0.60 580 100 58
4x05 050 0.60 580 100 58
4x0.75 050 0.60 6.30 100 n
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HO5V2V2-F (HR FLEX)

NDMiNALZKESiT | IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMA DI§ CAP | SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm’) (mm) (mm) (mm) (m) ((0)]
RATED CROSSSECTION (INSULATION THICKNESS ()| SHEATH THcKEsS mm) | APPRUR: ERALL | op yemy ey | apphox. wech
HO3V2V2H2-F
300/300v
2x0.50 050 0.60 3.10x5.00 100 3
2%0.75 050 0.60 3.30x5.40 100 38
HO3V2V2H2-F
300/500V
2X0.75 0.60 0.80 6.20 100 60
pal 0.60 0.80 6.40 100 66
215 0.70 0.80 740 100 89
2x2.5 0.80 1.00 9.00 100 134
x4 0.80 110 1040 100 185
3%0.75 0.60 0.80 6.60 100 170
3 0.60 0.80 6.80 100 8
3x1.5 0.70 0.90 8.10 100 m
325 0.80 110 9.80 100 167
x4 0.80 120 1130 100 23
4x0.75 0.60 0.80 120 100 85
41 0.60 0.90 7.60 100 100
415 070 1.00 9.00 100 141
425 0.80 110 10.70 100 206
4x4 0.80 140 12.70 100 299
5%0.75 0.60 0.90 8.10 100 103
51 0.60 090 830 100 116
5x1.5 0.70 110 10.10 100 168
5x2.5 0.80 120 1190 100 247
5x4 0.80 140 13.90 100 351
Ozel Tipler
300/500v
26 0.80 140 12.10 1000 265
210 1.00 120 15.60 1000 445
2x16 1.00 120 18.00 1000 629
3X1.25 0.70 0.90 8.20 1000 102
3x6 0.80 140 13.50 1000 325
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HO5V2V2-F (HR FLEX)

NDMiNALZKESiT | IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMA DI§ CAP | SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm’) (mm) (mm) (mm) (m) ((0)]
RATED CROSSSECTION (INSULATION THCKNES () | SHEATH TcKess mm) | APPRCR: SERALL | opyemy ey | approx. wech
3x10 1.00 120 16.80 1000 552
3x16 1.00 140 19.80 1000 809

4x6 0.80 140 14.80 1000 405
4x10 1.00 140 19.00 1000 5
4x16 1.00 140 2180 1000 1022
56 0.80 140 16.20 1000 476
5%10 1.00 140 2070 1000 858
516 1.00 140 24,00 1000 1204
6x0.75 0.60 0.90 910 1000 118
6x1 0.60 1.00 9,60 1000 138
6x1.5 070 110 1130 1000 194
6x2.5 0.80 120 1330 1000 284
1%0.75 0.60 1.00 9,30 1000 134
Xl 0.60 1.00 9,60 1000 152
x1.5 0.70 120 1150 1000 219
x2.5 0.80 130 13.50 1000 32
8x0.75 0.60 1.00 10.40 1000 151
Bx1 0.60 1.00 10.80 1000 m
8x1.5 0.70 120 1290 1000 247
8x2.5 0.80 130 15.20 1000 364
10x0.75 0.60 110 1190 1000 191
10x1 0.60 110 12.30 1000 207
10x1.5 0.70 130 14.70 1000 32
10x2.5 0.80 150 1750 1000 466
12x0.75 0.60 110 12.30 1000 218
12x1 0.60 120 12.90 1000 253
12x15 0.70 130 15.20 1000 356
12x2.5 0.80 150 18.10 1000 534
14x0.75 0.60 120 13.10 1000 255
14x1 0.60 120 13.60 1000 290
14x15 0.70 140 16.20 1000 416
14x2.5 0.80 1.60 19.20 1000 623
19x0.75 0.60 130 14.70 1000 334
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HO5V2V2-F (HR FLEX)

NDMiNALZKESiT {Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMA DI CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) (L0)]

RATED CROSSSECTION (INSULATON THICKNES () | SHEATH THcKess mm) | APPRUR. SERALL | g yegy T | appro. weishr
19x1 0.60 130 15.20 1000 381
19x15 0.70 150 18.10 1000 546
19x2.5 0.80 180 2110 1000 829

20x0.75 0.60 130 15.50 1000 351
20x1 0.60 140 16.30 1000 409
20x1.5 0.70 160 19.30 1000 583
20x2.5 0.80 180 2290 1000 812
24x0.75 0.60 150 1750 1000 428
24x1 0.60 150 18.10 1000 488
24x15 0.70 170 2150 1000 696
24x25 0.80 2.00 25.70 1000 1052
30x0.75 0.60 150 18.50 1000 513
30x1 0.60 1.60 19.40 1000 591
30x1.5 0.70 180 23.00 1000 851
30x2.5 0.80 210 2140 1000 1285
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HO5VVS-F

YAGA DAYANIKLI BUKULGEN
KABLOLAR

TiP

HOSVV5-F-TS EN 50525-2-51

STANDART

TSHD.211381

YAPISI

1) Bakir iletken

2) PVCizole

3) Ozel PVC dis kilf

KULLANIM

Mekanik zorlanmalarin bulundugu hareketli
cihazlarin baglantisinda, endistriyel uygulama-
larda, daha fazla esneklik, madeni yaglara
benzin ve mazota dayaniklilik isteyen ortamlarda.
TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C

Anma Gerilimi: 300/500 V

OIL RESISTANT FLEXIBLE CABLES

TYPE

HO5VV5-F -TS EN 50525-2-51
STANDARDS

CENELEC HD.2113 §1

CONSTRUCTION

1) Copper conductor

2) PVC insulation

3) Special PVC sheath

APPLICATIONS

For portable appliances and industrial
applications where flexibility, resistance to
oils, lubricants, grease etc, are required.
TECHNICAL DATA

Max. Operating Temperature: +70°C
Rated Voltage: 300/500 V

RATED CROSS SECTION LRI P L APPROKVERALL | DELIVERY LENGTH | APPROL. WEIGHT
2X0.75 0.60 0.80 6.20 1000 60
21 0.60 0.80 6.40 1000 67
215 0.70 0.80 140 1000 90
225 0.80 1.00 9.00 1000 135
x4 0.80 110 10.40 1000 186
2X6 0.80 140 1240 1000 267
2x10 1.00 120 15.20 1000 448
2x16 1.00 1.20 17.60 1000 633
www.kymkablo.com

. 15—



@I(Y M

HO5VVS-F

NDMiNALjKESiT 1Z0LASYON ET KALINLIGI | IS KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm) (mm) (mm) (mm) (m) (L))

RATED CROSS SECTION  (INSULATION THICKNESS (mm) |  SHEATH THICKNESS (mm) ‘”'5‘,"","21"{:‘“ DELIVERY LENGTH | APPROX. WEIGHT
3x0.15 0.60 0.80 6.60 1000 1l
I 0.60 0.80 6.80 1000 ]
3x15 0.70 0.90 8.10 1000 112
325 0.80 110 9.80 1000 169
x4 0.80 120 11.30 1000 234
3x6 0.80 140 13.20 1000 328
3x10 1.00 120 1640 1000 556
3x16 1.00 140 1940 1000 814
4x0.75 0.60 0.80 120 1000 87
Il 0.60 0.90 760 1000 101
415 0.70 1.00 9.00 1000 142
425 0.80 110 10.70 1000 208
4x4 0.80 140 1270 1000 302
4x6 0.80 140 1440 1000 408
4x10 1.00 140 18.50 1000 [
416 1.00 140 2140 1000 1028
5%0.75 0.60 0.90 8.10 1000 104
5x1 0.60 0.90 8.30 1000 118
515 0.70 110 10.10 1000 170
5x25 0.80 120 11.90 1000 249
x4 0.80 140 13.90 1000 354
5%6 0.80 140 15.80 1000 481
9x10 1.00 140 20.20 1000 864
5x16 1.00 140 2350 1000 1212
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WELDING CABLES

OZEL PVC KAYNAK KABLOLAR

TiP

BDL-vg (PVC NBR - PVC NBR)

STANDART

TS 9767'ye benzer

YAPISI

1) iletken: CENELEC HD 22.6

2) Iz0le: Ekstra Flexible Kaucuklu PVC

3) Kili; Ekstra Flexible Kaucuklu PVC
KULLANIM

Kaynak kablosu olarak giic kaynaklarinda,
sekonder baglantilarda, motor, jeneratdr,
transformatdr badlantilarinda esneklik, agir
yiik ve dayanim, yagli ortamlarda kullanimin
gerekli oldugu yerlerde kullanilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi:

A) +90°C (Kaynak kablosu olarak kullanildiginda)
B) +70°C (Gii¢ tasimada kullanildiginda

Anma Gerilimi:

A) 100V (Kaynak kablosu olarak kullanildiginda
B) 300/500V (Giic tasimada kullanildiginda)
Not: istendii takdirde AWG kesitlerde imalat yapilir.

SPECIAL PVC WELDING CABLES

TYPE

Extra flexible special PVC insulated

welding cable (PVC NBR - PVC NBR)
STANDARDS

Based upon HD.22.6 |EC 245

CONSTRUCTION

1) Conductor: CENELEC HD 22.6

2) Insulation: Extra flexible PVC

3) Sheath: Extra flexible PVC

APPLICATIONS

For welding applications, secondary side
connection of power sources where heavy duty
portable supply in dry wet and oil enviroment.
Motors generators transformers all kinds of flexible
connections are applicable.

TECHNICAL DATA

Max. Operating Temperature:

A) +90°C (used as a welding cable)

B) +70°C (used as a power transmission)

Rated Voltage

A) 100V (used as a welding cable)

B) 300/500V (used as a power transmission)
Note: Can be supplied in AWG sizes if required.

RATED CROSS SECTION ALY RERIL IR APPROKTVERALL 1 pELeRY LENGTH | APPROX. WEIGHT
XI5 1.00 1.00 5.60 1000 43
x2.5 1.00 1.00 6.00 1000 5
1x4 1.00 1.00 6.60 1000 73
1x6 1.00 1.00 120 1000 9%
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WELDING CABLE

S

NOMINALKESIT | Z0LASYON EF KALINLIEL | DIS KILIF ETKALINUGH | ORTALAMADISCAP | SEVK UZUNLUGU | YAKLASIK AGRLIK
(mm) (mm) (mm) (mm) (W] (kg)

RATED CROSSSECTION (INSULATION THICKNES () | SHERTH THcKess mm) | APPRUR. SVERALL | opyeny T | approx. wershr
1X10 1.00 140 8.90 1000 156
1x16 1.00 140 10.10 1000 225
1x25 120 140 170 1000 314
1x35 120 140 12.60 1000 418
1x50 140 1.60 14.80 1000 566
1x70 140 180 17.00 1000 808
1X95 1.60 2.00 19.50 1000 1045
X120 1.60 2.00 2130 1000 1321
1x150 1.80 2.20 2310 1000 1625
1x185 2.00 2.60 26.30 1000 2009
1x240 2.20 2.80 3110 1000 2652
1x300 240 3.00 3390 1000 3304
1x400 240 3.00 37190 1000 4241
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TWIN FLEX

AK{J AKTARMA KABLOSU

TiP

TWIN FLEX

STANDART

KYM dzel

YAPISI

1) letken: IEC 60228, KYM izel
2) lzole: Flexible PVC

3) Kilif: Seffaf flexible
KULLANIM

Akii aktarma kablosu olarak kullanilir.
TEKNIK BILGILER

Calisma Sicakhigr: +70°C
Anma Gerilimi: 100 V

TWIN FLEX / BATTERY CABLES

TYPE

TWIN FLEX

STANDARDS

KYM Special

CONSTRUCTION

1) Conductor: EC 60228, extra flexible
2) Insulation: Flexible PVC

3) Sheath: Transparent flexible PVC
APPLICATIONS

Is used as the battery jumper cables.
TECHNICAL DATA

Operating Temperature: +10°C

Rated Voltage: 100 V

RATED CROSS SECTION AT RPRIL IR APPROKTVERALL 1 DELIERY LENGTH | APPROX WEIGHT
215 1.00 0.50 470x9.80 100 64
%25 1.00 0.50 5.10x10.60 100 85

x4 1.00 0.50 5.70x11.70 100 1
2X6 1.00 0.50 6.30x12.90 1000 161
210 1.00 0.50 7.20x14.80 1000 240
2x16 1.00 0.50 8.40x17.20 1000 367
225 12 0.60 10.20x20.80 1000 539
2x35 12 0.60 11.10x22.60 1000 139
2x50 14 0.60 12.90x26.20 1000 993
210 14 0.60 14.70x29.80 1000 1428
2x95 16 070 17.00x34.40 1000 1851
2120 16 0.70 18.80x38.00 500 2380
2x150 18 070 20.20x40.80 500 2928
2x185 20 0.70 22.60x45.60 500 3562
2x240 2.2 070 27.00x54.40 500 4108
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HO5/HOTVVH6-F

YASSI ASANSOR VE DALGIC POMPA KABLOLARI

TiP

HOSVVH6-F, HOTVVH6-F

STANDART

CENELEC 359 TS HD 359-TS EN 50214

YAPISI

1) lletken: EN 60228 Sinif 5

2) Izole: PVC CENELEC HD 21.1 3 TS 9756 TI2

3) Kilif: PVC CENELEC HD 21.1S3 TS 9756 TM2

KULLANIM

Asansr ve vinclerde kontrol kablosu dalgi

dalgig pompa kablosu olarak kullanilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C

Anma Gerilimi; HOSVVH6-F: 300/500V
HOTVVHe-F: 450/750V

APPROX. OVERALL

FLAT LIFT AND SUBMERSIBLE PUMP CABLES

TYPE

HO5VVHe6-F, HOTVVHe-F

STANDARDS

CENELEC 359-BS EN 50214

CONSTRUCTION

1) Conductor: EN 60228 Class 5

2) Insulation: PVC CENELEC HD 21.1 S3TI2

3) Sheath: PVC CENELEC HD 21.1 3 TM2

APPLICATIONS

Specially for use in lifts, elevators cranes

and submersible pumps.

TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: HOSVVH6-F: 300/500V
HOTVVHG-F: 450/750V

RATED CROSS SECTION L3RI Ao o APPROCTVERALL 1 DELIERY LENGTH | APPROX WEIGHT
3x0.75 0.60 0.90-1.50 410x9.90 1000 80
3 0.60 0.90-1.50 420x10.20 1000 88
4x0.75 0.60 0.90-1.50 410x12.20 1000 100
i 0.60 0.90-1.50 420x12.60 1000 1|
5%0.75 0.60 0.90-1.50 410x14.50 1000 121
5 0.60 0.90-1.50 420x15.00 1000 134
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HO5/HOTVVH6-F

NOMINAL KESIT IZOLASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DIS CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm) (mm) (mm) (mm) (m) (ky)
RATED CROSSSECTION (INSULATON THICKNESS () | SHEATH THcKess mm) | APPRUR. SVERALL | opyyemy T | approx. wershr
3x15 0.70 1.00-150 490x11.70 1000 120
325 0.80 1.00-1.80 5.50x14.10 1000 1
3x4 0.80 1.20-1.80 6.50x15.90 1000 231
3x6 0.80 1.20-1.80 1.20x18.00 1000 316
3x10 1.00 140-1.80 8.80x21.60 1000 493
3x16 1.00 150-2.00 10.20x25.60 1000 121
415 0.70 1.00-150 4x90x14.60 1000 152
425 0.80 1.00-1.80 5.50x17.60 1000 218
4x4 0.80 1.20-1.80 6.50x20.00 1000 305
4x6 0.80 1.20-1.80 1.20x22.80 1000 408
4x10 1.00 140-1.80 8.80x27.60 1000 642
4x16 1.00 150-2.00 10.20x32.80 1000 941
5x1.5 0.70 1.00-150 490x17.50 1000 185
5%2.5 0.80 1.00-1.80 550x21.10 1000 264
5x4 0.80 1.20-1.80 6.50x24.10 1000 3n
5x6 0.80 1.20-1.80 1.20x27.60 1000 500
510 1.00 140-1.80 8.80x33.60 1000 790
516 1.00 150-2.00 10.20x40.00 1000 1160
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PVC iZOLELI PVC KILIFLI BUKULGEN
KONTROL KABLOLARI

TiP

Y

STANDART

CENELEC HD 21.5 TS EN 50225-2-11E Benzer
YAPISI

1) letken: EN 60228 Sinif 5

2) Izole: PVC CENELEC HD 21.1 $3 TS 9756 TI2
3) Kilif: PVC CENELEC HD 21.1 S3 TS 9756 TM2
KULLANIM

Sinyalizasyon sistemlerinde ve elektronik
cihazlarin kumanda sistemlerinde kullanilir.
TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C

Anma Gerilimi: 300/500V

APPROX. OVERALL
DIAMETER

PVC INSULATED PVC SHEATHED FLEXIBLE
CONTROL CABLES (NUMBERED CORES)

TYPE

i

STANDARDS

CENELEC HD 21.5, BS 6500, VDE 0250
CONSTRUCTION

1) Conductor: EN 60228 Class 5

2) Insulation: PVC CENELEC HD 211 $3 TI2

3) Sheath: PVC CENELEC HD 21.1 §3 TM2
APPLICATIONS

Used as connecting cable for measuring controlling
or regulation in plant engineering for production
and assembly lines. Suitable for fixed installation
on for flexible use of light mechanical stress.
TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 300/500V

RATED CROSS SECTION o APPROKTVERALL 1 pEwERY LENGTH | APPROX. WEIGHT
2x0,50 0.50 05 480 100 36
20,75 0.50 05 5.20 100 43

i 050 05 540 100 49
215 0.50 0.6 6.20 100 66
225 0.60 08 780 100 107
3x0,5 0.50 05 5.20 100 44
3x0.75 050 05 5.60 100 55

3 0.50 0.6 6.00 100 65
3x1.5 050 0.6 6.60 100 85
3x25 0.60 1 8.70 100 144
405 050 05 5.60 100 )
40,75 0.50 0.6 6.30 100 m

I 050 0.6 6.60 100 81
415 0.50 038 170 100 113
425 0.60 1 950 100 178
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NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMA DIS CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm') (mm) (mm) (mm) (m) (k)
RATED CROSSSECTION (INSULATION THICKNES () | SHEATH THcKess mm) | APPRUR. SVERALL | opyegy T | appro. wershr
5%0,5 050 06 6.40 100 67
5%0,75 0.50 08 130 100 9

5l 050 08 7.60 100 103
5x1,5 050 10 8.80 100 142
5%2,5 0.60 11 10.60 100 215
%05 0.50 08 130 100 88
x0,75 0,50 038 190 100 10

Xl 0.50 038 8.20 100 121
x15 0,50 10 950 100 175
1x2,5 0.60 13 1190 100 219
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SABIT TESISAT iCIN PVC iZOLELI
PVC KILIFLI KABLOLAR

TiP

NYM

STANDART

CENELEC HD 21.4 TS 9759

YAPISI

1) letken: EN 60228 Sinif 1-2

2) izole: PVC CENELEC HD 211 S3 TS 9756 Tl
3) Dolgu: PVC

4) Kilif: PVC CENELEC HD 211 S3 TS 9756 TMI
KULLANIM

Kuru ve rutubetli yerlerde yanqin ve patlama
tehlikesi olan atdlye, fabrika ve her tiirlii
isyeriile depolarda ve acikta kullanilir.
Toprak altina ddsenmez sabit olarak siva
{izeri ve siva altinda kullamilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C

Anma Gerilimi: 300/500V

PVC/PVC MULTICORE
CABLES (500V)

TYPE

NYM

STANDARDS

CENELEC HD 214, VDE 250-204

CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: PVC CENELEC HD 211 S3 i1

3) Filler: PVC

4) Sheath: PVC CENELEC HD 21.1 S3 TM2
APPLICATIONS

Indry and damp rooms locations and store rooms
subject to fire and explosions hazards as well as for
outdoor use but not for underground laying. For
pergamenent installation clear from or on plaster/in
and under plaster.

TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 300/500V

RATED CROSS SECTION AT RPRIL I APPROKVERALL 1 DELIERY LENGTH | APPROX WEIGHT
215 070 120 8.90 100 19
225 0.80 120 10.10 100 162

x4 0.80 120 1.00 100 207

26 0.80 120 12.00 100 264

2x10 1.00 140 15.80 1000 463

2x16 1.00 140 18.00 1000 644

2x25 120 140 21.00 1000 938
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NDMiNALZKESiT IZOLASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DIS CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm’) (mm) (mm) (mm) (m) ((0)]
RATED CROSSSECTION (INSULATION THCKNES (nm) | SHEATH THckess mm) | APPRUR. SVERALL | g yeny T | apero. wershr
2x35 1.20 1.60 2340 1000 1209
3x1.5 0.70 120 940 100 142
325 0.80 120 10.70 100 195
3x4 0.80 120 170 100 255
36 0.80 140 13.20 1000 343
3x10 1.00 140 17.00 1000 514
3x16 1.00 140 19.40 1000 809
3x25 120 160 2280 1000 1212
3x35 1.20 1.60 25.00 1000 1542
415 0.70 120 10.10 100 170
425 0.80 120 1160 100 237
4x4 0.80 120 13.00 100 320
4x6 0.80 140 14.30 1000 47
410 1.00 140 18.50 1000 710
4x16 1.00 140 21.20 1000 1011
4x25 120 1.60 2550 1000 1560
4x35 120 1.60 2190 1000 1984
5x1.5 0.70 120 1110 100 204
5x2.5 0.80 120 12.10 100 286
5x4 0.80 140 1440 100 397
56 0.80 140 15.70 1000 517
5x10 1.00 140 2040 1000 865
516 1.00 160 2380 1000 1231
5x25 120 160 28.00 1000 1906
5x35 120 160 3070 1000 2433
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TWIN & EARTH (6242Y)
—/777 .
_—
BS TiPi YASSI TESISAT KABLOLARI TWIN & EARTH CABLES
TiP TYPE
6242Y 6242y
STANDART STANDARDS
BS 6004 BS 6004
YAPISI CONSTRUCTION

1) lletken: BS EN 60228 Sinif 1-2

2) izole: PVC TIPTIH

3) Kilif: PVC TIP 6 BS 7655-4-2
KULLANIM

Kuru ve rutubetli yerlerde, sabit
aydinlatma tesisatlarinda boru
icerisinde. Toprak altina désenmez
sabit olarak siva iizeri ve siva
altinda kullamilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligr: +70°C
Anma Gerilimi: 300/500V

1) Conductor: BS EN 60228 Class 1-2

2) Insulation: PVC TYPE T

3) Sheath: PVC TYPE 6 BS 7655-4-2
APPLICATIONS

In dry and damp rooms locations and store rooms
where subject to fire and explosions hazards,
but not for underground laying. For permanent
installation clear from or in and under

plaster

TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 300/500V

RATED CROSS SECTION o e L APPROKVERALL | DELIVERY LENGTH | APPRO. WEIGHT
21+ 0.60 0.90 440x7.90 100 5
2X1.5+1 070 0.90 4.80x8.80 100 94
2x2.5+15 0.80 1.00 5.60x10.40 100 136
2x4+15 0.80 1.00 6.30x11.80 100 182
2X6+2.5 0.80 110 710x13.60 1000 251
2x10+4 1.00 120 8.50x16.90 1000 395
2X16+6 1.00 130 9.80x19.90 1000 576
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TWIN & EARTH (6242Y)

NOMINAL KESIT IZOLASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DIS CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm) (mm) (mm) (mm) (m) (kg)
RATED CROSSSECTION (INSULATION THICKNES () | SHEATH THcKess mm) | APPRUR. SVERALL | opyeny T | aeprox. wershr
X1+ 0.60 090 435x10.30 100 99
3x1.5+1 0.70 0.90 480x11.70 100 126
3x2.5+1 0.80 1.00 5.60x13.70 100 179
3x4+15 0.80 110 6.50x16.20 100 258
3X6+2.5 0.80 110 7.10x18.40 1000 346
3x10+4 1.00 120 8.50x22.90 1000 542
3x16+6 1.00 130 9.80x27.00 1000 793
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CiFT_ iZOLELi TEK DAMARLI
TESISAT KABLOSU

TiP

6181Y

STANDART

BS 6004

YAPISI

1) iletken: BS EN 60228 Sinif 1-2
2) lzole: PYCTIPTI

3) Kilif: PVC TiP 6 BS 7655-4-2
KULLANIM

Kuru ve rutubetli yerlerde, sabit
tesisatlarda kullanilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C
Anma Gerilimi: 300/500V

DOUBLE INSULATED SURFACE
WIRING CABLES

TYPE
o181y

STANDARDS

BS 6004

CONSTRUCTION

1) Conductor: BS EN 60228 Class 1-2

2) Insulation: PVC TYPE TIT

3) Sheath: PVC TYPE 6 BS 7655-4-2
APPLICATIONS

Fixed installation in dry or damp conditions
for domestic and light industrial wiring.
TECHNICAL DATA

Max.Operating Temperature: +70°C
Rated Voltage: 300/500V

RATED CROSS SECTION LIE RrHL I APPROKTVERALL 1 DELIERY LENGTH | APPROX WEIGHT
X1 0.60 0.80 420 1000 28
1X15 0.70 0.80 460 1000 36
x25 0.80 0.80 5.20 1000 50
1x4 0.80 0.90 6.10 1000 73
1x6 0.80 0.90 6.70 1000 9%
1x10 1.00 0.90 790 1000 146
1x16 1.00 1.00 920 1000 215
1x25 120 110 10.70 1000 323
1x35 120 110 1180 1000 47
www.kymkablo.com

. = I ——



@I(Y M

GIFT {Z0LELI TEK DAMARLI
TESISAT KABLOSU (HLPE IZOLEL)

TiP

XMvK

STANDART

KEMA K42C-1-4-D

YAPISI

1) Iletken: TS EN 60228 Sinif 1

2) Izole: XLPE KEMA K42C-1-4-D

3) PVC Dolqu

4) Kilif: PVC KEMA K42C-1-4-D

KULLANIM

Kuru ve rutubetli yerlerde yanqin ve patlama
tehlikesi olan atdlye, fabrika ve her tiirlii
isyeriile depolarda ve acikta kullanilir.
Toprak altina ddsenmez sabit olarak siva
{izeri ve siva altinda kullamilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C
Anma Gerilimi: 450/750V

DOUBLE INSULATED SURFACE
WIRING CABLES (XLPE INSULATED)

TYPE
XMvK

STANDARDS

KEMA K42C-1-4-D

CONSTRUCTION

1) Conductor: EN 60228 Class 2

2) Insulation: XLPE KEMA K42C-1-4-D

3) Filler: PVC

4) Sheath: PVC TYPE 9 BS 7655-4-2

APPLICATIONS

In dry and damp rooms locations and store rooms
subject to fire and explosions hazards as well as for
outdoor use but not for underground laying. For
pergamenent installation clear from or on plaster/in
and under plaster

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 450/750V

RATED CROSS SECTION AT REPRIL I APPROKTVERALL 1 pELIERY LENGTH | APPROX. WEIGHT
215 06 14 890 1000 149
225 06 14 970 1000 222
3x1.5 06 14 940 1000 134
325 06 14 10,20 1000 174
4x15 06 14 10,10 1000 159
425 06 14 11,000 1000 209
51,5 06 14 10,80 1000 189
x2,5 06 14 1190 1000 252
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SABIT TESISAT iCiN PVC iZOLELI MULTICORE PVC INSULATED
PVC KILIFLI YASSI KABLOLAR PVC SHEATED FLAT CABLES
TiP TYPE
NYIFY NYIFY
STANDART STANDARDS
DIN VDE 0250-201 DIN VDE 0250-201
YAPISI CONSTRUCTION
1) lletken: EN 60228 Sinif 1-2 1) Conductor: EN 60228 Class 2
2) [zole: PVC, Y11 DIN VDE 0207-4 2) Insulation: PVC Y11 DIN VDE 0207-4
3) Kilif: PVC, YM1 DIN VDE 0207-5 3) Sheath: YMI DIN VDE 0207-5
KULLANIM APPLICATIONS
Kuru ve rutubetli yer|e|’de yanqin ve pa“ama In dry and damp rooms locations and store rooms
tehlikesi olan atdlye, fabrika ve her subject to fire and explosions hazards. but not for
tirli isyeri ile depolarda kullanilr. underground laying. For pergamenent installation
Toprak altina dosenmez sabit olarak clear from or in under plaster
siva altinda kullanilr. TECHNICAL DATA
TEKNIK BILGILER Max.Operating Temperature: +70°C
Maksimum Calisma Sicakligr: +70°C Rated Voltage: 300/500
Anma Gerilimi: 300/500V
OMINA OLASY0 A D ORTALAMA D
RATED CROSS SECTION e RPRIL IR APPROK TVERALL 1 pEweRY LENGTH | APPROX. WEIGHT
2 040 0.70 350x11.0 100 51
2x15 040 0.80 3.90x11.8 100 65
%25 050 090 470x134 100 9%
2x4 0.60 090 5.3x14.6 100 131
2x6 0.70 1.00 6.2x16.4 1000 184
3x1 040 0.70 34x15.2 1000 [
3x15 040 0.80 3.9x16.7 1000 97
325 050 090 47x19.1 1000 142
3x4 0.60 090 5.3x209 1000 196
3x6 0.70 1.00 6.2x23.6 1000 206
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PVC iZOLELI PVC KILIFLI
YASSI KABLOLAR (6192Y, 6193Y)

BS 6004 FLAT CABLE

TiP

FLAT TWIN

STANDART

BS 6004

YAPISI

1) lletken: BS EN 60228 Sinif 1-2
2) izole: PVC, Tip T

3) KIlif: PVC, Tip 6 BS 7655-4-2
KULLANIM

Bina ici tesisatlarda, siva iistii
uygulamalarda kullanilir,
TEKNIK BILGILER

Maksimum Calisma Sicakhigr: +70°C
Anma Gerilimi: 300/500V

INSULATION

PVC/PVC FLAT CABLES WITHOUT CIRCUIT
PROTECTIVE CONDUCTOR (6192Y, 6193Y)

TYPE
FLAT TWIN

STANDARDS

BS 6004

CONSTRUCTION

1) Conductor: BS EN 60228 Class 1-2
2) Insulation: PVC Type Til

3) Sheath: PVC Type 6 BS 7655-4-2
APPLICATIONS

Used as surface wiring where there is little
mechanical damage risk or in conduit
TECHNICAL DATA

Max.Operating Temperature: +70°C
Rated Voltage: 300/500V

APPROX. OVERALL

RATED CROSS SECTION b, e L L DELIVERY LENGTH | APPROX. WEIGHT
il 0.6 0.90 430x6.70 100 60
2X15 071 090 490x8.00 100 84
22,5 08 1.00 5.70x9.40 100 120
2x4 08 1.00 6.20x10.40 100 157
26 08 110 7.00x11.80 1000 214
2x10 10 120 8.40x14.40 1000 30
2x16 10 130 9.70x16.80 1000 476
3 0.6 0.90 430x9.20 100 83
3x15 01 0.90 490x11.10 100 118
325 038 1.00 5.70x13.10 100 170
3x4 08 110 6.40x14.80 100 233
3X6 038 110 7.00x16.60 1000 308
3x10 10 120 8.40x20.40 1000 474
3x16 10 130 9.70x29.90 1000 693
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PVC iZOLELI PVC KILIFLI 0.6/1 KV PVC INSULATED PVC SHEATHED

YER ALTI KABLOLARI (ZIRHSIZ) UNDERGROUND CABLES

TiP TYPE

Y NYY

STANDART STANDARDS

TS IEC 60502-1 IEC 60502-1 VDE 0276-603

YAPISI CONSTRUCTION

1) lletken: EN 60228 Sinif 1-2 1) Conductor: EN 60228 Class 1-2

2) Iz0le: PVC, IEC 60502-1 PVC/A 2) Insulation: PVC EC 60502-1 PVC/A

3) Dolgu: PVC 3) Filler: PVC

4) Kilif: PVC, IEC 60502-1 ST1 4) Sheath: PVC IEC 60502-1 ST

KULLANIM APPLICATIONS

Enerji, sebeke ve aydinlatma kablosu For installation indoors and outdoors as

olarak haricte kablo kanallarinda, toprak underground or in cable ducts, installation

altinda mekanik hasar riskinin olmadigi with additional protection where mechanical

yerlerde kullanilr. damage is unexpected.

TEKNIK BILGILER TECHNICAL DATA

Maksimum Calisma Sicakligi: +70°C Max.Operating Temperature: +70°C

Anma Gerilimi: 0.6/1 KV Rated Voltage: 0.6/1 KV

0 A OLASYO A D ORTALAMAD

RATED CROSS SECTION LRI APPROK OVERALL | APPROL OVERALL 1 prueRy LenGr | APpRox. WEIGHT
1x1.5 0.80 140 6.00 1000 54
125 0.80 140 6.40 1000 67
x4 1.00 140 120 1000 9
1x6 1.00 140 110 1000 1K}
1x10 1.00 140 8.90 1000 169
1x16 1.00 140 10.00 1000 236
1x25 120 140 1130 1000 341
1x35 120 140 1240 1000 a1
1x50 140 140 13.90 1000 573
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NOMINAL KESIT {ZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS GAP | SEVK UZUNLUEU | YAKLASIK AGIRLIK
(1)) (mm) (mm) (mm) (m) (k)

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
1x70 140 140 15.60 1000 182
1x95 1.60 150 18.40 1000 1083
X120 1.60 150 19.40 1000 1287
1x150 180 160 2150 1000 1618
1X185 2.00 170 2420 1000 1993
1x240 2.20 180 2130 1000 2574
1x300 240 190 29.90 500 3182
1x400 2.60 2.00 3440 500 4104
1x500 2.80 210 39.00 250 5181
1x630 2.80 2.20 4520 250 6610
2x1.5 0.80 180 1050 1000 157
2%2.5 0.80 180 1130 1000 193
2x4 1.00 180 13.00 1000 267
26 1.00 180 14.00 1000 329
2x10 1.00 180 16.60 1000 498
2x16 1.00 180 18.80 1000 684
%25 120 180 21.60 1000 965
2x35 120 180 2380 1000 1217
2x50 140 180 26.80 1000 1583
2x70 140 190 3040 1000 231
2x95 1.60 2.00 36.20 1000 2995
2120 1.60 210 3840 500 3518
2x150 180 220 4240 500 4315
2x185 2.00 240 48.00 500 5458
2x240 2.20 2.60 54.20 500 17028
2x300 240 2.10 59.40 250 8626
3x15 0.80 180 11.00 1000 158
325 0.80 180 11.90 1000 182
3x4 1.00 180 13.70 1000 228
3x6 1.00 180 14.80 1000 320
3x10 1.00 180 17.80 1000 401
3x16 1.00 180 20.20 1000 6l
3x25 1.20 180 23.00 1000 1204
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NDMiNALZKESiT 1Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP | SEVKUZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) (%))

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
3x35 120 180 2540 1000 1534
3x50 140 180 28.80 1000 2026
3x70 140 2.00 32.10 1000 2159
3x95 1.60 210 3890 1000 3856
3x120 1.60 2.20 4130 1000 4562
3x150 180 230 4130 500 51T
3x185 2.00 250 51.80 500 7099
3x240 2.20 2.10 58.40 500 9150
3x300 240 290 63.80 250 11225
3x16+10 1.00/1.00 180 2150 1000 1001
3x25+16 1.20/1.00 180 2490 1000 1405
3x35+16 120/1.00 180 2690 1000 1720

3x50+25 140120 190 30.60 1000 2309
3x70+35 140120 2.00 36.10 1000 3165
3x95+50 160/140 2.20 4120 1000 4344
3x120+70 160140 230 44.00 500 5262
3x150+70 180/140 240 4730 500 6372
3x185+95 2.00/1.60 2.60 5450 500 8031
3x240+120 2.20/1.60 2.80 60.70 250 10220
3x300+150 2401180 3.00 66.60 250 12620
415 0.80 180 11.80 1000 215
425 0.80 180 12.80 1000 213
4x4 1.00 180 1480 1000 380
4x6 1.00 180 16.00 1000 482
410 1.00 180 19.30 1000 151
4x16 1.00 180 22.00 1000 1057
4x25 1.20 180 25.70 1000 1535
4x35 120 180 28.30 1000 1959
4x50 140 190 32.20 1000 2611
470 140 210 3110 1000 3591
4x95 1.60 2.20 4350 1000 4978
4x120 1.60 230 46.10 500 5893
4x150 1.80 250 51.10 500 1384
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NDMiNALZKESiT 1Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP | SEVKUZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) (%))

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
4x185 2.00 2.10 57190 500 9143
4x240 2.20 290 65.30 500 11821
4x300 240 310 7150 250 14551
5x1.5 0.80 180 12.80 1000 255
5%2.5 0.80 180 13.90 1000 325
5x4 1.00 180 16.30 1000 468
5x6 1.00 180 17.60 1000 595
510 1.00 180 2120 1000 910
516 1.00 180 2420 1000 1257
5x25 120 180 2810 1000 1826
5x35 120 190 3130 1000 2358
5%50 140 2.00 3550 1000 3142
5%70 140 2.20 40.90 1000 4329
5%95 1.60 240 48.40 500 6002
5x120 1.60 250 5130 500 1149
5x150 180 2.10 56.80 500 8958
5185 2.00 290 64.30 250 11076
5x240 2.20 310 12,60 250 14318
5%300 240 330 19.40 250 17632
6x1.5 0.80 180 13.00 1000 2n
6x2.5 0.80 180 1420 1000 352
6x4 1.00 180 16.70 1000 504
x1.5 0.80 180 13.70 1000 299
x2.5 0.80 180 1490 1000 388
8x1.5 0.80 180 15.10 1000 340
8x2.5 0.80 180 16.50 1000 442
9x1.5 0.80 180 16.20 1000 314
9x2.5 0.80 180 17.10 1000 487
10x1.5 0.80 180 16.80 1000 408
10x2.5 0.80 180 18.40 1000 534
12x15 0.80 180 17.30 1000 462
12x2.5 0.80 180 19.00 1000 6l
14x1.5 0.80 180 18.10 1000 520
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NDMiNALZKESiT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (L))

RATED CROSS SECTION (INSLATION THICKNESS () | SHEATH THICKNESS (m) | APPRo CVERALL | op vy Lewer | appRo. WeGHT
14x2.5 0.80 180 19.90 1000 691
16x15 0.80 180 19.00 1000 518
16x2.5 0.80 180 2090 1000 m
19x1.5 0.80 180 2010 1000 671
19x2.5 0.80 180 2210 1000 899
21x15 0.80 180 2120 1000 132
21x2.5 0.80 180 2330 1000 984
24x15 0.80 180 2320 1000 828
24x2.5 0.80 180 25.60 1000 14
21x15 0.80 180 23.70 1000 903
2125 0.80 180 26.20 1000 1222
30x15 0.80 180 2450 1000 989
30x2.5 0.80 180 2110 1000 1343
31x15 0.80 180 26.30 1000 1181
3x25 0.80 180 29.30 1000 1628
40x1.5 0.80 180 2140 1000 1268
40x2.5 0.80 180 3050 1000 1750
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PVC iZOLELI PVC KILIFLI BUKOLGEN
0.6/1 KV YER ALTI KABLOLARI

TiP

NYY-K

STANDART

IEC 605021 VDE 0276-603 TS IEC 60502-1
YAPISI

1) lletken: EN 60228 Sinif 5

2) Izole: PVC, IEC 60502-1 PVC/A

3) Dolgu: PVC

4) Kilif: PVC, IEC 60502-1 ST1

KULLANIM

Enerji, sebeke ve aydinlatma kablosu
olarak haricte kablo kanallarinda, hareketli
ortamlarda toprak altinda mekanik hasar
riskinin olmadiqi yerlerde kullanilir.
TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C
Anma Gerilimi: 0.6/1 KV

PVC INSULATED PVC SHEATHED
FLEXIBLE 0.6/1 KV UNDERGROUND CABLES

TYPE

NYY-K

STANDARDS

IEC 60502-1 VDE 0276-603 TS IEC 60502-1
CONSTRUCTION

1) Conductor: EN 60228 Class 5

2) Insulation: PVC IEC 60502-1 PVC/A

3) Filler: PVC

4) Sheath: PVC IEC 60502-1 ST
APPLICATIONS

For installation indoors and outdoors as
underground or in cable ducts, installation
with additional protection where mechanical
damage is unexpected.

TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 0.6/1 KV

RATED CROSS SECTION LB RrHL I APPROKTVERALL 1 DELIERY LENGTH | APPROX WEIGHT
1X1.5 08 14 590 1000 5
25 08 14 6.30 1000 61

x4 10 14 130 1000 93
1X6 10 14 8.00 1000 19
1x10 10 14 8.80 1000 169
1X16 10 14 10.00 1000 231
1x25 12 14 11.60 1000 342
1x35 12 14 1250 1000 432
1x50 14 14 14.30 1000 603
%70 14 14 16.10 1000 801
1X95 16 15 18.40 1000 1069
1x120 16 15 20.20 1000 1312
1x150 18 16 21.80 1000 1576
1x185 2.0 17 2440 1000 1992
1x240 22 18 29.00 500 2544
1x300 24 19 31.60 500 3105
1x400 2.6 2.0 3320 250 3203
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XLPE iZOLELI PVC KILIFLI 0.6/1 KV PVC INSULATED PVC SHEATHED

YER ALTI KABLOLARI (ZIRHSIZ) UNDERGROUND CABLES

TiP TYPE

XV N2XY

STANDART STANDARDS

TS IEC 60502-1 IEC 60502-1 VDE 0276-603

YAPISI CONSTRUCTION

1) Iletken: EN 60228 Sinif 1-2 1) Conductor: EN 60228 Class 1-2

2) izole: XLPE, IEC 60502-1 2) Insulation: XLPE IEC 60502-1

3) Dolgu: PVC 3) Filler: PVC

4) Kilf: PVC, IEC 60502-1 STI 4) Sheath: PVC IEC 605021 STI

KULLANIM APPLICATIONS

Bina icinde, boru icinde ve endistriyel fabrika For indoor and outdoor in cable ducts and

ya da mekanik hasar beklenmeyen dagitim in industrial plants or switching stations

merkezlerinde kullanim icindir.Yiiksek calisma where mechanical damage is not anticipated.

sicakliklarina uyum gdsterir. Kisa siireli ani Suitable for comparatively high ambient

sicaklik artislarina dayaniklidir ve daha uzun temperature due to high maximum permissible

omilrlidir. conductor temperature.

TEKNIK BILGILER TECHNICAL DATA

Maksimum Calisma Sicakligi: +90°C Max.Operating Temperature: +90°C

Anma Gerilimi: 0.6/1 KV Rated Voltage: 0.6/1 KV

OMINA OLASY0 A D ORTALAMA D

RATED CROSS SECTION LRI RrRIL IR APPROKTVERALL 1 DELIERY LENGTH | APPROX WEIGHT
1x15 0.70 140 510 1000 4
1x25 0.70 140 6.10 1000 59
1x4 0.70 140 6.50 1000 15
1x6 0.70 140 7.00 1000 96
1x10 0.70 140 8.20 1000 147
1x16 0.70 140 9.30 1000 21
1x25 090 140 10.60 1000 310
1x35 090 140 11.70 1000 401
1x50 1.00 140 13.00 1000 524
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NOMINAL KESIT {ZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS GAP | SEVK UZUNLUEU | YAKLASIK AGIRLIK
(1)) (mm) (mm) (mm) (m) (k)

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
1x70 110 140 1490 1000 131
1x95 110 150 1790 1000 1004
1x120 120 150 18.50 1000 1209
1x150 140 160 20.60 1000 1525
1X185 1.60 1.60 2310 1000 1868
1x240 170 170 26.00 500 2415
1x300 180 180 2840 500 2989
1x400 2.00 190 3290 250 3869
1x500 2.20 2.00 3150 250 4900
1x630 240 2.20 4430 250 6333
2x1.5 0.70 180 10.10 100 141
2%2.5 0.70 180 10.90 100 174
2x4 0.70 180 11.80 100 221
26 0.70 180 12.80 1000 218
2x10 0.70 180 15.40 1000 434
2x16 0.70 180 17.60 1000 609
%25 0.90 180 2040 1000 876
2x35 0.90 180 2260 1000 18
2x50 1.00 180 2520 1000 1440
2x70 110 180 29.00 1000 1998
2x95 110 2.00 34.00 1000 2037
2120 120 210 36.60 500 3215
2x150 140 220 40.60 500 4093
2x185 1.60 230 46.20 500 5151
2x240 170 250 52.00 250 6619
2x300 180 2.10 56.80 250 8075
3x15 0.70 180 10.60 100 162
325 0.70 180 1150 100 205
3x4 0.70 180 1240 100 264
3x6 0.70 180 1350 100 340
3x10 0.70 180 16.50 1000 534
3x16 0.70 180 18.90 1000 161
3x25 0.90 180 21.70 1000 1096
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NDMiNALZKESiT 1Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP | SEVKUZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) (%))

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
3x35 0.90 180 2410 1000 1413
3x50 1.00 180 2690 1000 1835
3x70 110 190 31.20 1000 2584
3x95 110 2.00 36.30 500 3544
3x120 120 210 39.10 500 4262
3x150 140 230 4710 500 5420
3x185 1.60 240 49.60 250 6679
3x240 170 2.60 55.90 250 8603
3x300 180 2.80 61.00 250 10583
3x16+10 0.70/0.70 180 2010 1000 947
3x25+16 0.90/0.70 180 2350 1000 1415
3x35+16 0.90/0.70 180 2550 1000 1

3x50+25 100/0.90 180 28.60 1000 2331
3x70+35 110/0.90 190 3590 1000 3218
3x95+50 110/1.00 210 41.00 1000 4432
3x120+70 120A110 2.20 42.00 500 5538
3x150+70 140110 230 4710 500 6598
3x185+95 160/110 250 52.20 250 8366
3x240+120 170120 2.10 58.20 250 10628
3x300+150 180140 290 63.80 250 13164
415 0.70 180 1130 100 189
425 0.70 180 1230 100 243
4x4 0.70 180 1340 100 314
4x6 0.70 180 14,60 1000 408
410 0.70 180 1790 1000 655
4x16 0.70 180 2050 1000 944
4x25 090 180 2420 1000 1397
4x35 0.90 180 26.90 1000 1806
4x50 1.00 190 30.20 1000 2369
470 110 2.00 3540 1000 3365
4x95 110 210 4090 500 4586
4x120 120 230 4420 500 5516
4x150 140 240 49.00 500 6940
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NDMiNALZKESiT 1Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP | SEVKUZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) (%))

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
4x185 1.60 2.60 55.80 250 8645
4x240 170 2.80 62.70 250 11126
4x300 180 3.00 68.40 250 13688
5x1.5 0.70 180 1230 100 223
5%2.5 0.70 180 1340 100 289
5x4 0.70 180 14,60 100 384
5x6 0.70 180 16.00 1000 502
510 0.70 180 19.60 1000 793
516 0.70 180 2260 1000 1125
5x25 0.90 180 26.50 1000 1663
5x35 0.90 180 29.50 1000 2115
5%50 1.00 2.00 3340 1000 2858
5%70 110 210 39.10 1000 4059
5%95 110 230 4550 500 5539
5x120 120 240 4890 500 6699
5x150 140 2.60 5440 500 8421
5185 1.60 2.80 62.00 250 10477
5x240 170 3.00 69.70 250 13487
5%300 180 3.20 76.00 250 16604
1x1.5 0.70 180 13.10 1000 259
x2.5 0.70 180 1430 1000 341
9x1.5 0.70 180 15.50 1000 322
925 0.70 180 17.00 1000 428
10x1.5 0.70 180 16.00 1000 349
10x2.5 0.70 180 17.60 1000 465
12x15 0.70 180 16.50 1000 392
12x2.5 0.70 180 18.20 1000 529
14x15 0.70 180 17.20 1000 438
14x25 0.70 180 19.00 1000 596
15x1.5 0.70 180 18.10 1000 465
15x2.5 0.70 180 20.00 1000 633
19x15 0.70 180 18.90 1000 550
19x2.5 0.70 180 20.90 1000 758
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NOMINAL KESIT | 1Z0LASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm') (mm) (mm) (mm) (m) (ko)
RATED CROSSSECTION (INSULATION THCKNESS (nm) | SHEATH THcKess mm) | APPRUR. ERALL | o yemy T | Appmor. weisT
21x15 0.70 180 19.90 1000 599
21x2.5 0.70 180 22.00 1000 827
24x15 0.70 180 2180 1000 676
24x2.5 0.70 180 24.20 1000 935
2115 0.70 180 22.30 1000 734
2125 0.70 180 24.10 1000 1021
30x1.5 0.70 180 23.00 1000 800
30x2.5 0.70 180 25.60 1000 1m9
32X15 0.70 180 2390 1000 845
32425 0.70 180 26.60 1000 1183
3x15 0.70 180 2470 1000 948
3x25 0.70 180 2150 1000 1334
40x1.5 0.70 180 25.70 1000 1014
40x2.5 0.0 180 28.80 1000 1444
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SABIT TESISAT ICIN GEG ALEV
ALAN KABLOLAR

TiP

XVB-F2

STANDART

NBN IEC 502-NAD

YAPISI

1) lletken: NBN € 30-228 Sinif 1-2

2) izole: XLPE NBN IEC 502-NAD

3) Dolgu: PVC

4) Kilif: PVC, St2 NBN EC 502-NAD (NBN € 30-004)

Kuru ve rutubetli yerlerde yanqin ve patlama
tehlikesi olan atdlye, fabrika ve her

tiirlii isyeri ile depolarda ve acikta kullanilir.
Toprak altina ddsenmez sabit olarak

siva iizeri ve altinda kullanilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 600/1000V

INSULATION

MULTICORE XLPE INSULATED, PVC SHEATHED
FIRE RETARDANT CABLES

TYPE

XVB-F2

STANDARDS

NBN IEC 502-NAD

CONSTRUCTION

1) Conductor: NBN C 30-228 Class 1-2

2) Insulation: XLPE NBN IEC 502-NAD

3) Filler: PVC

4) Sheath: PVC ST2 NBN EC 502-NAD (N8N € 30-004)

APPLICATIONS .
In dry and damp rooms locations and store rooms

subject to fire and explosions hazards as well as for
outdoor use but not for underground laying. For
pergamenent installation clear from or on plaster/in
and under plaster

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 600/1000V

APPROX. OVERALL

RATED CROSS SECTION K SHEATH THICKNESS (mm) DIANETER DELIVERY LENGTH |  APPROX. WEIGHT
1x15 0.70 140 5.80 1000 48
1X25 0.70 140 6.20 1000 60
1x4 0.70 140 6.60 1000 16
1x6 0.70 140 710 1000 98
1x10 0.70 140 190 1000 140
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NOMINAL KESIT {ZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS GAP | SEVK UZUNLUEU | YAKLASIK AGIRLIK
(1)) (mm) (mm) (mm) (m) (k)

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
X6 0.70 140 940 1000 131
x25 0.90 140 10.70 1000 1004
1x35 0.90 140 11.80 1000 1209
1x50 1.00 140 13.10 1000 1525
1X70 110 140 15.00 1000 1868
1x95 110 150 1740 500 2415
1x120 1.20 150 18.60 500 2989
1x150 140 160 20.70 500 3869
1x185 160 160 2320 500 4900
1x240 170 170 2610 250 6333
1x300 170 180 2850 250 141
215 0.70 140 930 100 174
225 070 140 10.10 100 221
x4 0.70 140 11.00 100 218
2X6 0.70 140 12.00 1000 434
2x10 010 140 13.80 1000 609
2x16 0.70 140 16.80 1000 876
225 090 160 20.00 1000 18
2x35 0.90 160 22.20 1000 1440
3x1.5 010 140 9.80 100 1998
325 070 140 10.70 100 2037
3x4 0.70 140 11.60 1000 3215
3x6 010 140 1270 1000 4093
3x10 0.70 140 1480 1000 5151
3x16 010 150 18.30 1000 6619
3x2h 0.90 160 2130 1000 8075
3x35 0.90 170 2390 1000 162
415 0.70 140 1050 100 205
425 0.70 140 1150 100 264
4x4 0.70 140 12.60 100 340
4x6 0.70 140 13.80 1000 534
4x10 010 150 16.30 1000 161
4x16 0.70 150 19.90 1000 1096
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NOMINALKESTT | FZOLASYON ET KALINUIG | DISKILF ETKALINIG | ORTALAWADISCAP |~ SEVKUIUNLUGU | YAKLASIKAGIRIK
(mm’) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | APPRo RERALL | op vy Lewer | appRo. WeGHT
4x25 0.90 170 24.00 1000 1335
4x35 090 180 26.90 1000 1749
5x1.5 0.70 140 1150 100 200
525 0.70 140 12.60 100 263
5x4 0.70 140 13.80 100 357
56 0.70 140 15.20 1000 412
510 0.70 150 1790 1000 16
5x16 0.70 1.60 22.20 1000 1085
5x2h 0.90 170 26.30 1000 1595
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U 1000 RO2V

XLPE IZOLELI PVC KILIFLI 0.6/1 KV
YER ALTI KABLOLARI (ZIRHSIZ)

TiP

U1000 R2v

STANDART

NF € 32-321

YAPISI

1) Iletken: Som veya biikli bakir

2) lzole: XLPE yalitim

3) Dolgu: PVC

4) Dis Kilf: PVC

KULLANIM

Bina icinde, boru icinde ve endilstriyel fabrika
ya da mekanik hasar beklenmeyen dagitim
merkezlerinde kullamm icindir.Yiiksek calisma
sicakliklarina uyum gdsterir. Kisa siireli ani
sicaklik artislarina dayaniklidir ve daha uzun
omirlidir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 0.6/1 KV

PVC INSULATED PVC SHEATHED
UNDERGROUND CABLES

TYPE

U1000 R2v

STANDARDS

NF C 32-321

CONSTRUCTION

1) Conductor: Solid or stranded copper

2) Insulation: XLPE

3) Filler: PVC

4) Sheath: PVC

APPLICATIONS

For indoor and outdoor in cable ducts and

in industrial plants or switching stations
where mechanical damage is not anticipated.
Suitable for comparatively high ambient
temperature due to high maximum permissible
conductor temperature.

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 0.6/1 KV

RATED CROSS SECTION LRI RrRIL IR APPROKTVERALL 1 DELIERY LENGTH | APPROX WEIGHT
XI5 01 14 510 1000 47
x2.5 0.1 14 6.10 1000 59
1x4 01 14 6.50 1000 7
1X6 01 14 7.00 1000 9%
1x10 01 14 8.20 1000 147
1X16 01 14 930 1000 21
1x25 09 14 10.60 1000 310
1x35 09 14 1.70 1000 401
1x50 10 14 13.00 1000 524
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U 1000 RO2V

NOMINAL KESIT {Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMA DIS CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (m) (kg)

(1))

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
1x70 11 14 1490 1000 131
1x95 11 15 1730 1000 1004
1x120 12 15 18,50 1000 1209
1x150 14 16 20,60 1000 1525
1X185 16 16 2310 500 1868
1x240 17 17 26,00 500 2415
1x300 18 18 28,40 500 2989
1x400 2,0 19 3290 250 3869
1x500 22 2,0 3150 250 4900
1x630 2.4 22 4430 250 6333
2x1.5 07 18 10,10 1000 141
2%2.5 07 18 10,90 100 174
2x4 071 18 1180 100 221
26 01 18 12,80 1000 218
210 07 18 15,40 1000 434
2x16 07 18 17,60 1000 609
225 09 18 20,40 1000 876
2x35 09 18 22,60 1000 18
2x50 10 18 25,20 1000 1440
2x70 1] 18 29,00 1000 1998
2x95 11 20 3400 500 2037
2120 12 21 36,60 500 3215
2x150 14 22 40,60 500 4093
2x185 16 23 46,20 250 5151
2x240 17 25 52,00 250 6619
2x300 18 21 56,80 250 8075
3x15 071 18 10,60 100 162
325 07 18 1150 100 205
3x4 071 18 1240 100 264
3x6 07 18 13,50 100 340
3x10 071 18 16,50 1000 534
3x16 07 18 18,90 1000 161
3x25 09 18 21.70 1000 1096
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U 1000 RO2V

NOMINAL KESIT | 1Z0LASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(1)) (mm) (mm) (mm) (m) (k)

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
3x35 09 18 2410 1000 1413
3x50 10 18 2690 1000 1835
3x70 11 19 31.20 1000 2584
3x95 11 20 36.30 500 3544
3x120 12 21 39.10 500 4262
3x150 14 2.3 4710 500 5420
3x185 16 24 49.60 250 6679
3x240 17 2.6 55.90 250 8603
3x300 18 2.8 61.00 250 10583
3x16+10 07/07 18 2010 1000 947
3x25+16 09/07 18 2350 1000 1415
3x35+16 09/01 18 2550 1000 mr

3x50+25 10/09 18 28.60 1000 2331
3x70+35 11/09 19 3590 1000 3218
3x95+50 1110 21 41.00 1000 4432
3x120+70 12011 2.2 42.00 500 5538
3x150+70 14011 23 4710 500 6598
3x185+95 16/11 25 52.20 250 8366
3x240+120 17012 21 58.20 250 10628
3x300+150 18/14 29 63.80 250 13164
415 071 18 130 100 189
425 01 18 1230 100 243
4x4 07 18 1340 100 314
4x6 01 18 14,60 1000 408
410 071 18 1790 1000 655
4x16 01 18 2050 1000 944
4x25 09 18 2420 1000 1397
4x35 09 18 26.90 1000 1806
4x50 10 19 30.20 1000 2369
470 11 2.0 3540 1000 3365
4x95 11 21 4090 500 4586
4x120 12 2.3 4420 500 5516
4x150 14 24 49.00 500 6940
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U 1000 RO2V

NOMINAL KESIT | 1Z0LASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(1)) (mm) (mm) (mm) (m) (k)

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
4x185 1.60 2.60 55.80 250 8645
4x240 170 2.80 62.70 250 11126
4x300 180 3.00 68.40 250 13688
5x1.5 0.70 180 1230 100 223
5%2.5 0.70 180 1340 100 289
5x4 0.70 180 14,60 100 384
5x6 0.70 180 16.00 1000 502
510 0.70 180 19.60 1000 793
516 0.70 180 2260 1000 1125
5x25 0.90 180 26.50 1000 1663
5x35 0.90 180 29.50 1000 2115
5%50 1.00 2.00 3340 1000 2858
5%70 110 210 39.10 1000 4059
5%95 110 230 4550 500 5539
5x120 120 240 4890 500 6699
5x150 140 2.60 5440 500 8421
5185 1.60 2.80 62.00 250 10477
5x240 170 3.00 69.70 250 13487
5%300 180 3.20 76.00 250 16604
1x1.5 0.70 180 13.10 1000 259
x2.5 0.70 180 1430 1000 341
9x1.5 0.70 180 15.50 1000 322
925 0.70 180 17.00 1000 428
10x1.5 0.70 180 16.00 1000 349
10x2.5 0.70 180 17.60 1000 465
12x15 0.70 180 16.50 1000 392
12x2.5 0.70 180 18.20 1000 529
14x15 0.70 180 17.20 1000 438
14x25 0.70 180 19.00 1000 596
15x1.5 0.70 180 18.10 1000 465
15x2.5 0.70 180 20.00 1000 633
19x15 0.70 180 18.90 1000 550
19x2.5 0.70 180 20.90 1000 758
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U 1000 RO2V

NOMiNALZKESiT {Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMA DI CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) ((0)]

RATED CROSSSECTION (INSULATION THCKNES () | SHEATH THcKess mm) | APPRUR. SERALL | o yemy T | aepror. wershr
2115 0.70 180 19.90 1000 599
21x2.5 0.70 180 22.00 1000 821
24x15 0.70 180 2180 1000 676
24x2.5 0.70 180 2420 1000 935
2115 0.70 180 22.30 1000 134
2125 0.70 180 24.10 1000 1021
30x1.5 0.70 180 23.00 1000 800
30x2.5 0.70 180 25.60 1000 1m9
32X15 0.70 180 2390 1000 845
32X25 0.70 180 26.60 1000 1183
31xX15 0.70 180 24.70 1000 948
325 0.70 180 2150 1000 1334
40x15 0.70 180 25.70 1000 1014
40x2.5 0.0 190 28.80 1000 1444
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XLPE iZOLELI PVC KILIFLI BUKULGEN
0.6/1 KV YER ALTI KABLOLARI

TiP

N2XY-K

STANDART

IEC 60502-1 UNE 21123-2 DIN VIDE 0276-603
YAPISI

1) iletken: EN 60228 Sinif 2

2) lzole: XLPE IEC 60502-1

3) Dolgu: PVC

4) Kilif: PVC IEC 60502-1 ST1

KULLANIM

Bina icinde, boru icinde ve endilstriyel fabrika
ya da mekanik hasar beklenmeyen dagitim
merkezlerinde kullanim icindir.Yiiksek calisma
sicakliklarina uyum gdsterir. Kisa siireli ani
sicaklik artislarina dayaniklidir ve daha uzun
omirludir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 0.6/1 KV

APPROX. OVERALL

XLPE INSULATED PVC SHEATHED FLEXIBLE
0.6/1 KV UNDERGROUND CABLES

TYPE

N2XY-K

STANDARDS

IEC 60502-1 UNE 21123-2 DIN VDE 0276-603
CONSTRUCTION

1) Conductor: EN 60228 Class 2

2) Insulation: XLPE IEC 60502-1

3) Filler: PVC

4) Sheath: PVC IEC 60502-1 STI
APPLICATIONS

For indoor and outdoor in cable ducts and

in industrial plants or switching stations
where mechanical damage is not anticipated.
Suitable for comparatively high ambient
temperature due to high maximum permissible
conductor temperature.

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 0.6/1KV

APPROX. OVERALL

RATED CROSS SECTION LRI o e R DELIVERY LENGTH | APPROX. WEIGHT
XI5 01 14 5.80 1000 47
x2.5 0.1 14 6.20 1000 59
1x4 01 14 6.80 1000 76
1X6 01 14 750 1000 100
1x10 01 14 8.30 1000 145
1X16 01 14 950 1000 209
1x25 09 14 1110 1000 305
1x35 09 14 12.00 1000 391
1x50 10 14 13.60 1000 345
www_kymkablo.com
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NDMiNALZKESiT 1Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP | SEVKUZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) (%))

RATED CROSSSECTION (INSULATION THCKNES (nm) | SHEATH THcKess mm) | APPRCR. SERALL | o yegy exgTh | Apemor. weisHT
1x70 1] 14 15,60 1000 4
1x95 11 15 1750 1000 981
1x120 12 15 19,50 1000 1221
1x150 14 16 2110 1000 1470
1X185 16 16 2350 500 1851
1x240 17 17 2790 500 2354
1x300 18 18 3030 250 2876
1x400 2,0 19 3190 250 2970
215 07 18 990 1000 133
2.5 07 18 10,70 1000 166
2x4 07 18 1190 1000 216
26 07 18 13,30 1000 283
2x10 07 18 1490 1000 403
2x16 01 18 1730 1000 519
225 09 18 2140 1000 893
2x35 09 18 2320 1000 1115
2x50 10 18 26,40 1000 1521
2x70 1] 18 30,60 1000 201
2x95 11 20 3440 1000 2109
2120 12 21 38,60 500 3393
2x150 14 22 4160 500 4035
2x185 16 2.3 4720 500 5165
2x240 17 25 56,00 250 6757
2x300 18 21 60,60 250 8131
3x15 07 18 10,40 1000 153
325 07 18 1130 1000 194
3x4 071 18 12,60 1000 258
3x6 07 18 1410 1000 342
3x10 071 18 15,80 1000 489
3x16 07 18 18,40 1000 3
3x25 09 18 22,80 1000 1101
3x35 09 18 2470 1000 1395
3x50 10 18 2820 1000 1921
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NDMiNALZKESiT 1Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP | SEVKUZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) (%))

RATED CROSS SECTION INSULATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey LewGr | ApPRox. WEIGHT
3x70 1] 19 3290 1000 2654
3x95 11 20 31,00 1000 3490
3x120 12 21 4150 500 4369
3x150 14 23 4130 500 5217
3x185 16 24 50,70 500 6664
3x240 17 2,6 60,20 250 8616
3x300 18 28 65,30 250 10458
415 01 18 120 1000 180
425 07 18 1210 1000 231
4x4 07 18 13,60 1000 317
4x6 07 18 15,30 1000 423
4x10 07 18 17.20 1000 604
4x16 07 18 20,10 1000 890
4x25 09 18 25,50 1000 1398
4x35 09 18 21,60 1000 1178
4x50 10 19 3170 1000 2484
470 11 20 37130 1000 3449
4x95 11 21 4160 500 4509
4x120 12 23 46,60 500 5638
4x150 14 24 50,40 500 6761
4x185 16 2,6 57,00 250 8615
4x240 17 2.8 67,50 250 11090
4300 18 30 1320 250 13463
5%1.5 07 18 12,00 1000 213
525 071 18 13,10 1000 218
5x4 07 18 1470 1000 3
5x6 01 18 16,60 1000 509
510 07 18 18,80 1000 743
5x16 071 18 22,00 1000 1075
5x25 09 18 2190 1000 1657
5x35 09 18 30,50 1000 2137
5%50 10 2,0 35,00 1000 2991
70 11 21 4120 1000 4150
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NOMINAL KESIT [Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMANDIS CAP |  SEVK UZUNLUGU
(mm') (mm) (mm) (mm) (m)

YAKLASIK AGIRLIK
(L0)]

RATED CROSS SECTION INSLATION THICKNESS () | SHEATH THICKNESS (m) | PPRo RERALL | opvey Lewer | ApPRo. WeKGHT
5%95 1] 23 46,00 500 5436
5120 12 24 51,80 500 6829
5x150 14 2,6 56,00 250 8191
5185 16 28 6330 250 10428
5x240 17 30 75,00 250 13311
5%300 18 32 81,30 250 16252
1x1.5 07 18 1290 1000 244
x2.5 01 18 1410 1000 324
9x1.5 07 18 15,30 1000 304
9x2.5 01 18 16,90 1000 407
10x1.5 07 18 15,90 1000 331
10x2.5 07 18 1750 1000 443
12x15 07 18 16,40 1000 n
12x2.5 01 18 18,10 1000 505
14x15 07 18 17.20 1000 419
14x2.5 01 18 18,90 1000 510
15x15 07 18 18,00 1000 444
15x2.5 07 18 19.90 1000 605
19x15 01 18 18,90 1000 528
19x2.5 07 18 2090 1000 129
21x15 071 18 19,90 1000 576
21x2.5 07 18 2210 1000 97
24x15 071 18 2190 1000 650
24x2.5 07 18 2430 1000 900
21x1.5 071 18 2240 1000 106
21x25 07 18 2490 1000 985
30x1.5 07 18 2320 1000 m
30x2.5 07 18 25,10 1000 1080
3215 07 18 24,00 1000 815
32x25 07 18 26,70 1000 1142
3x15 01 18 2490 1000 916
3x25 07 18 2110 1000 1291
40x15 071 18 2590 1000 981
40x2.5 01 18 2910 1000 1400
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XLPE [Z0LELI PVC KILIFLI
0.6/1 KV YER ALTI KABLOLARI

TiP

EXVB

STANDART

NBN C 33-322

YAPISI

1) letken: EN 60228 Sinif 1-2
2) izole: XLPE NBN C 33-322
3) Dolgu: PVC

4) Kilif: PVC NBN C 33-322
KULLANIM

Bina icinde, boru icinde ve endistriyel fabrika

ya da mekanik hasar beklenmeyen dagitim

merkezlerinde kullanim icindir Yiiksek calisma

sicakliklarina uyum gdsterir. Kisa siireli ani
sicaklik artislarina dayanikhidir ve daha uzun
Omirldddr.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 0.6/1 KV

XLPE INSULATED PVC SHEATHED
0.6/1 KV UNDERGROUND CABLES

TYPE

EXVB

STANDARDS

NBN € 33-322

CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: XLPE NBN  33-322

3) Filler: PVC

4) Sheath: PVC NBN C 33-322

APPLICATIONS

For indoor and outdoor in cable ducts and

in industrial plants or switching stations
where mechanical damage is not anticipated.
Suitable for comparatively high ambient
temperature due to high maximum permissible
conductor temperature.

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 0.6/1 KV

RATED CROSS SECTION ALY RePRIL I APPROKTVERALL 1 pELeRY LENGTH | APPROX. WEIGHT
IX15 0.7 17 6.40 1000 51
x2.5 0.1 17 6.80 1000 170
x4 071 17 120 1000 87
1x6 0.1 17 170 1000 109
1x10 071 18 8.10 1000 156
1X16 0.1 18 10.20 1000 220
1x25 09 19 1.70 1000 333
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NOMINAL KESIT {ZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (L))

RATED CROSS SECTION  (INSULATION THICKNESS (mm) |  SHEATH THICKNESS (mm) ‘”'5‘,"’,"21"{:‘“ DELIVERY LENGTH | APPROX. WEIGHT
1x35 0.9 19 12.80 1000 41
1x50 10 20 1430 1000 959
1x70 11 20 16.20 1000 1
1x95 11 21 18.60 1000 1049
1x120 12 21 19.80 1000 1257
1x150 14 22 2190 1000 1517
1x185 16 22 2440 1000 1921
1x240 17 23 21.30 500 219
1x300 18 24 29.10 500 3058
1x400 20 25 3420 250 3946
1x500 22 26 38.80 250 4986
15 0.7 20 10.50 1000 151
25 0.7 20 11.30 1000 185

x4 0.7 20 1220 1000 232
26 0.7 20 13.20 1000 9
2x10 0.7 20 15.00 1000 a
2x16 0.7 21 18.00 1000 612
25 0.9 22 21.00 1000 897
235 0.9 20 2340 1000 1157
3x15 0.7 20 11.00 1000 190
x5 0.7 20 11.90 1000 235
3xd 0.7 20 12.80 1000 276
3x6 0.7 20 1390 1000 353
3x10 0.7 21 16.00 1000 51
3x16 0.7 22 19.50 1000 174
325 0.9 23 2250 1000 1094
3x35 0.9 20 2510 1000 1422
415 0.1 20 11.70 1000 200
425 01 20 12.70 1000 25
4x4 0.7 20 13.80 1000 3
4x6 0.7 20 15.00 1000 423
4x10 0.7 21 1750 1000 636
410 01 21 2110 1000 958
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NDMiNALZKESiI 1ZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS AP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (W] (L]

RATED CROSSSECTION (INSULATION THCKNES () | SHEATH THcKess mm) | APPRUR. JERALL | opyeny x| aeprox. wershr
4x25 09 23 25.20 1000 1407
4x35 09 2.3 2190 1000 1816
5%1.5 071 20 12.70 1000 235
5%2.5 01 2.0 13.80 1000 302
5x4 071 20 15.00 1000 399
5x6 01 2.0 16.40 1000 518
5x10 071 21 19.10 1000 170
5x16 071 2.2 2340 1000 1151
5x25 09 23 2150 1000 1674
5x35 09 24 30.70 1000 2183
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YMvK-mb

SABIT TESISAT iCIN GEG ALEV
ALAN KABLOLARI

TiP
YMvK-mb
STANDART

CENELEC HD 604-4D, KEMA K42C EN 50226-2-4

YAPISI

1) letken: EN 60228 Sinif 1-2
2) [zole: XLPE HD 604-4D

3) Dolgu: PVC Dolgu

4) Kilif: PVC HD 604-4D PVC/ST

KULLANIM

Kuru ve rutubetli yerlerde yangin ve patlama
tehlikesi olan atdlye, fabrika ve her
tiirlii isyeri ile depolarda ve acikta kullanilir.

Toprak altina ddsenmez sabit olarak

siva iizeri ve altinda kullanilr.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 0.6/1 KV

XLPE INSULATED PVC SHEATHED
0.6/1 KV UNDERGROUND CABLES

TYPE

YMvK-mb

STANDARDS

CENELEC HD 604-4D, KEMA K42C EN 50226-2-4
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: XLPE HD 604-4D

3) Filler: PVC

4) Sheath: PVC HD 604-4D PVC/ST

APPLICATIONS

Indry and damp rooms locations and store rooms
subject to fire and explosions hazards as well as for
outdoor use but not for underground laying. For
pergamenent installation clear from or on plaster/in
and under plaster

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 0.6/1 KV

RATED CROSS SECTION AT REPRIL I APPROKTVERALL 1 pELERY LENGTH | APPROX. WEIGHT
IX15 071 14 510 1000 47
x25 0.1 14 6.10 1000 59
1x4 01 14 6.50 1000 7
1x6 0.1 14 7.00 1000 9%
1x10 01 14 8.20 1000 147
1X16 0.1 14 930 1000 21
1x25 09 14 10.60 1000 310
1x35 09 14 170 1000 401
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YMvK-mb

NOMINAL KESIT | 1ZOLASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DIS CAP | SEVK UZUNLUEU | YAKLASIK AGIRLIK

(mm)

(mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (INSULATION THICKNESS () | SHEATH THICKNESS (m) | PPRo OYERALL 1 op vy Lewer | appRo. weGHT
1x50 10 14 13.00 1000 524
X170 11 14 1490 1000 731
1x95 11 15 1730 1000 1004
1x120 12 15 18.50 1000 1209
1x150 14 16 20.60 1000 1525
1x185 16 16 2310 500 1868
1x240 17 17 26.00 500 2415
1x300 18 18 2840 250 2989
1x400 2.0 19 3290 250 3869
1x500 22 20 3150 250 4900
1x630 24 2.2 4430 250 6333
2X15 071 18 10.10 1000 41
2x2.5 01 18 1090 1000 174
2x4 071 18 11.80 1000 22
26 0.1 18 12.80 1000 218
2x10 071 18 15.40 1000 434
2x16 01 18 17.60 1000 609
225 09 18 2040 1000 876
2x35 09 18 2260 1000 18
2X50 10 18 25.20 1000 1440
270 11 18 29.00 1000 1998
2x95 11 20 34.00 1000 237
2120 12 21 36.60 500 32715
2150 14 2.2 40.60 500 4093
2x180 16 23 46.20 250 5151
2x240 17 25 52.00 250 6619
2x300 18 21 56.80 250 8075
3x1.5 01 18 10.60 1000 162
325 01 18 1150 1000 205
3x4 01 18 1240 1000 264
3x6 01 18 1350 1000 340
3x10 01 18 16.50 1000 534
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YMvK-mb

NOMINAL KESIT 1Z0LASYON ET KALINLIGI | IS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (W] (kg)

RATED CROSSSECTION (INSULATION THICKNES () | SHEATH THcKess mm) | APPRUR. SVERALL | g yegy e | appro. wershr
3x16 071 18 18,90 1000 161
325 09 18 2170 1000 1096
3x35 09 18 2410 1000 1413
3x50 10 18 26,90 1000 1835
3x70 11 19 3120 1000 2584
3x95 11 2,0 36,30 500 3544
3x120 12 21 3910 500 4262
3x150 14 23 4710 250 5420
3x185 16 24 49,60 250 6679
3x240 17 2,6 55,90 250 8603
3x300 18 28 61,00 250 10583

3x16+10 0.7/0.7 18 20,10 1000 947
3x25+16 09/0.1 18 2350 1000 1415
3x35+16 09/07 18 2550 1000 mr
3x50+25 10/09 18 28,60 1000 2331
3x70+35 11/09 19 3590 500 3218
3x95+50 1110 21 41,00 500 4432
3x120+70 12011 22 42,00 500 5538
3x150+70 1401 23 4710 250 6598
3x185+95 16/11 25 5220 250 8366
3x240+120 1712 21 58,20 250 10628
3x300+150 1814 29 63,80 250 13164
415 01 18 1130 1000 189
425 07 18 12,30 1000 243
4x4 01 18 13.40 1000 314
4x6 07 18 14,60 1000 408
4x10 01 18 1790 1000 655
4x16 07 18 20,50 1000 944
4x25 09 18 2420 1000 1397
4x35 09 18 2690 1000 1806
4x50 10 19 30,20 1000 2369
470 11 20 3540 500 3365
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YMvK-mb

NOMINAL KESIT 1Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP | SEVKUZUNLUGU | YAKLASIK AGIRLIK
(mm') (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION INSLATION THICKNESS () | SHEATH THICKNESS (m) | *PPRo RERALL | opvey Lewer | ApPRo. WeGHT
4x95 1] 21 4090 500 4586
4x120 12 23 4420 500 5516
4x150 14 24 49,00 500 6940
4x185 16 26 55,80 250 8645
4x240 17 2.8 62,70 250 11126
4x300 18 30 68,40 250 13688
5x1.5 07 18 1230 1000 223
525 071 18 13,40 1000 289

5x4 07 18 14,60 1000 384
56 071 18 16,00 1000 502
5%10 07 18 19,60 1000 793
5x16 01 18 22,60 1000 125
5x25 09 18 26,50 1000 1663
5x35 09 18 29,50 1000 2175
5%50 10 2,0 3340 1000 1858
5x70 11 21 39,10 500 4059
5%95 1] 23 4550 500 5539
5x120 12 24 4890 500 6699
5x150 14 2,6 5440 250 8421
5185 16 28 62,00 250 10477
5x240 17 30 69,70 250 13487
5x300 18 32 76,00 250 16604
x15 071 18 1310 1000 259
x2,5 07 18 1430 1000 34
9x1,5 07 18 15,50 1000 322
92,5 07 18 17,00 1000 428
10x1,5 01 18 16,00 1000 349
10x2,5 07 18 17,60 1000 465
12x15 071 18 16,50 1000 392
12x2.5 07 18 18,20 1000 529
14x15 071 18 1720 1000 438
14x2.5 07 18 19,00 1000 596
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YMvK-mb

NOMINAL KESIT 1ZOLASYON ET KALINLIGI | IS KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm) (mm) (mm) (mm) (m) (ky)

RATED CROSS SECTION INSLATION THICKNESS () | SHEATH THICKNESS (m) | APPRO CYERALL 1 op vy Lewer | appRo. weGHT
15x1.5 0.70 180 18,10 1000 465
15x2,5 0.70 180 20,00 1000 633
19x15 0.70 180 18,90 1000 550
19x2.5 0.70 180 2090 1000 758
2115 0.70 180 19.90 1000 599
21x2,5 0.70 180 22.00 1000 821
24x15 0.70 180 21.80 1000 676
24525 0.70 180 2420 1000 935
21x15 0.70 180 22.30 1000 734
21x2,5 0.70 180 24.70 1000 1021
30x1.5 0.70 180 23.00 1000 800
30x2.5 0.70 180 25.60 1000 19
32x15 0.70 180 2390 1000 845
3x25 0.70 180 26.60 1000 1183
3x15 0.70 180 2470 1000 948
3x25 0.70 180 2150 1000 1334
40x15 0.70 180 25.10 1000 1014
40x2.5 070 190 28.80 1000 1444
www.kymkablo.com
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PVC iZOLELI PVC KILIFLI ZIRHLI
0.6/1KV YER ALTI KABLOLARI

TiP

Yz2v

STANDART

TS IEC 60502-1

YAPISI

1) Iletken: EN 60228 Sinif 1-2

2) izole: PVC IEC 60502-1 PVC/A

3) Dolgu: PVC

4) Yuvarlak galvanizli celik tel zirh

5) Kilif: PVC, IEC 60502-1 STI

KULLANIM

Uzerinde yuvarlak galvanizli celikten yapilmis
zrh sayesinde mekanik dis tesirlere karsi ok
mukavemetlidir. Agir isletme montaj sartlarina
uygundur,

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C

Anma Gerilimi: 0.6/1 KV

INSULATION

PVC INSULATED PVC SHEATHED ARMOURED
0.6/1 KV UNDERGROUND CABLES

TYPE

NYRY

STANDARDS

VDE 0276-603, IEC 60502-1
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: PVC IEC 60502-1 PVC/A

3) Filler: PVC

4) Galvanised round steel wire armour

5) Sheath: PVC, IEC 60502-1 ST1
APPLICATIONS

For installation underground, outdoor, indoor
inducts and in the open where mechanical
protection is required or for higher tensile
stresses during installation and operation.
TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 0.6/1 KV

APPROX. OVERALL

RATED CROSS SECTION HSATIA RPRL IR e DELIVERY LENGTH | APPROX. WEIGHT
2x1.5 0.80 180 13.30 1000 346
225 0.80 180 1410 1000 397
x4 1.00 180 16.50 1000 598
26 1.00 180 1750 1000 692
2x10 1.00 180 19.90 1000 904
2x16 1.00 180 2210 1000 1143
3x1.5 0.80 180 13.80 1000 318
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(mm’) (mm) (mm) (mm) ()] (kg)

NOMINAL KESIT | 1Z0LASYON ET KALINLIGI | DI KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

RATED CROSS SECTION (INSULATION THICKNESS () | SHEATH THICKNESS (m) | PPRo NERALL | opvey LewGr | ApPRox. WeIGHT
325 0.80 180 14.70 1000 439
3x4 1.00 180 17.20 1000 667
3x6 1.00 180 18.30 1000 9
3x10 1.00 180 2090 1000 1029
3x16 1.00 180 24.00 1000 1459
415 0.80 180 14,60 1000 426
425 0.80 180 16.40 1000 603
4x4 1.00 180 18.30 1000 165
4x6 1.00 180 19.50 1000 900
4x10 1.00 180 2310 1000 1326
4x16 1.00 180 25.80 1000 1129
5x1.5 0.80 180 16.30 1000 581
5%2.5 1.00 180 1740 1000 613
5x4 1.00 180 19.60 1000 869
5x6 1.00 180 2090 1000 1027
510 1.00 180 24.80 1000 1537
5x16 1.00 180 2820 1000 2009
1x1.5 0.80 180 17.20 1000 652
x2.5 0.80 180 18.44 1000 3
8x1.5 0.80 180 18.64 1000 126
8x2.5 0.80 180 20.04 1000 Ll
9x1.5 0.80 180 19.74 1000 192
925 0.80 180 21.24 1000 949
10x1.5 0.80 180 2034 1000 845
10x2.5 0.80 180 22.60 1000 1125
12x15 0.80 180 20.84 1000 909
12x2.5 0.80 180 2320 1000 1233
14x15 0.80 180 2230 1000 1108
14x25 0.80 180 2410 1000 1330
16x15 0.80 180 2320 1000 199
16x2.5 0.80 180 25.10 1000 1444
19x15 0.80 180 2410 1000 1298
19x2.5 0.80 1.80 26.10 1000 1590
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NOMiNALZKESiT IZ0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP | SEVKUZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) ()] (%))

RATED CROSSSECTION (INSULATION THCKNESS () | SHEATH THcKess am) | APPRUR. SERALL | o yegy T | Apemor. weisHT
2115 0.80 180 25,20 1000 1392
2125 0.80 180 2130 1000 1723
24x15 0.80 180 2120 1000 1553
24x2.5 0.80 180 29,80 1000 1935
2115 0.80 180 21,70 1000 1641
2125 0.80 180 3040 1000 2055
30x1.5 0.80 180 28,70 1000 1173
30x2.5 0.80 180 3130 1000 2205
3x15 0.80 180 3050 1000 2023
325 0.80 180 34,26 1000 2173
40x15 0.80 180 3180 1000 2151
40x2.5 0.80 180 35,66 1000 2961
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NYFGbY

PVC IZOLELI PVC KILIFLI ZIRHLI
0.6/1 KV YER ALTI KABLOLARI

TiP

YWI3V

STANDART

TS IEC 60502-1

YAPISI

1) letken: EN 60228 Sinif 1-2

2) izole: PVC IEC 60502-1 PVC/A

3) Dolgu: PVC

4) Yassi galvanizli celik tel zirh

5) Galvanizli celik bant

6) Kilif: PVC, IEC 60502-1 STI

KULLANIM

Uzerinde yassi galvanizli celikten yapilmis
zrh sayesinde mekanik dis tesirlere karsi gok
mukavemetlidir. Agir isletme montaj sartlarina
uygundur,

TEKNIK BILGILER

Maksimum Calisma Sicaklig. +70°C

Anma Gerilimi: 0.6/1 KV

INSULATION

PVC INSULATED PVC SHEATHED ARMOURED
0.6/1 KV UNDERGROUND CABLES

TYPE

NYFGbY

STANDARDS

VDE 0276-603, IEC 60502-1
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: PVC IEC 60502-1 PVC/A

3) Filler: PVC

4) Galvanised flat steel wire armour

5) Galvanised steel tape armour

6) Sheath: PVC, IEC 60502-1 ST1
APPLICATIONS

For installation underground, outdoor, indoor
inducts and in the open where mechanical
protection is required or for higher tensile
stresses during installation and operation.
TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 0.6/1 KV

APPROX. OVERALL

RATED CROSS SECTION HSATIA RPRL IR e DELIVERY LENGTH | APPROX. WEIGHT
1x240 2.20 190 31.60 500 327
1x300 240 190 34.00 500 3800
1x400 2.60 210 38.70 250 4824
1x500 2.80 2.20 4330 250 5989
1x630 2.80 230 4990 250 7604
2x10 1.00 180 19.70 1000 166
2x16 1.00 180 2190 1000 1003
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NYFGbY

NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (INSLATION THICKNESS () | SHEATH THICKNESS (m) | PPRo RERALL | opvey Lewer | ApPRo. WEIGHT
225 120 180 2450 1000 1348
235 120 180 26.70 1000 1640
2x50 140 180 29.70 1000 2093
270 140 190 3330 1000 2ne
2x95 1.60 210 38.90 1000 3612
2x120 1.60 2.20 4110 1000 4243
2x150 180 230 4510 500 5235
2x185 2.00 240 50.70 500 6440
2x240 2.20 2.60 56.90 250 8162
2x300 240 2.80 62.10 250 9920
3x10 1.00 180 20.70 1000 894
3x16 1.00 180 2310 1000 167
325 120 180 2590 1000 1619
3x35 120 180 28.30 1000 1992
3x50 140 190 3170 1000 2560
3x70 140 2.00 35.60 1000 3395
3x95 1.60 2.20 4160 500 4583
3x120 160 230 4390 500 5353
3x150 180 240 48.20 500 6605
3x185 2.00 2.60 5440 250 8132
3x240 2.20 2.80 6110 250 10359
3x300 240 290 66.50 250 12601
3x16+10 100/1.00 180 2420 1000 1298
3x25+16 120/1.00 180 2120 1000 1791

3x35+16 1.20/1.00 180 2920 1000 2160
3x50+25 140120 190 3290 1000 2823
3x710+35 140120 210 31.00 1000 3129
3x95+50 160140 2.20 42.80 500 5037
3x120+70 160/140 230 4580 500 6029
3x150+70 180/1.40 240 4950 500 791
3x185+95 2.00/1.60 2.60 56.30 500 9018
3x240+120 2.20/1.60 2.80 62.60 250 11366
3x300+150 2.40/1.80 3.00 68.50 250 13886
www.kymkablo.com
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NYFGbY

NDMiNALZKESiT {ZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (L))

RATED CROSS SECTION (INSLATION THICKNESS () | SHEATH THICKNESS (m) | PPRo DRERALL | op vy Lewer | appRo. weGHT
4x10 1.00 180 22.20 1000 1061
4x16 1.00 180 24.80 1000 1400
4x25 120 180 28.00 1000 1963
4x35 1.20 190 30.80 1000 2453
4x50 140 2.00 34.60 1000 3183
470 140 210 3890 1000 231
4x95 1.60 230 45.60 500 5754
4x120 1.60 240 4820 500 6749
4x150 180 2.60 5320 500 8331
4x185 2.00 210 59.80 250 10268
4x240 2.20 3.00 6740 250 13103
4x300 240 3.20 73.60 1000 16068
510 1.00 180 2390 1000 1231
5x16 1.00 180 26.80 1000 1617
5x25 120 180 3040 1000 2303
5x35 120 190 3350 1000 2901
5%50 140 210 38.00 1000 3186
hx70 140 2.20 42.80 500 5028
5x95 1.60 240 50.20 500 6854
5120 1.60 2.60 53.30 500 8022
5x150 180 2.10 58.60 250 9968
5185 2.00 290 66.20 250 12212
5x240 2.20 3.20 7460 250 15755
5%300 240 340 81.50 250 19219
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PVe iZI)lEl.i PVC KILIFLI 0.6/1 KV
KONSANTRIK YER ALTI KABLOLARI

TiP

YVCoV

STANDART

TS IEC 60502-1

YAPISI

1) iletken: EN 60228 Sinif 1-2

2) lzole: PVC IEC 60502-1 PVC/A

3) Dolgu: PVC

4) Bakir konsantrik iletken

5) Bakir koruma bandi

6) Kilif: PVC, IEC 60502-1 STI
KULLANIM

Enerji kablosu olarak endiistri, salt
yer alti tesisleri ile sehir sebekelerinde
kullanilir.

TEKNK BILGILER

Maksimum Calisma Sicakligi: +70°C
Anma Gerilimi: 0.6/1 KV

INSULATION

PVC INSULATED PVC SHEATHED ARMOURED
0.6/1 KV UNDERGROUND CABLES

TYPE

NYCY

STANDARDS

VDE 0276-603, IEC 60502-1
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: PVC IEC 60502-1 PVC/A

3) Filler: PVC

4) Concentric copper wire

5) Protective copper band

6) Sheath: PVC, IEC 60502-1 ST1
APPLICATIONS

In door installation, in ducts outdoor and
underground for power stations factories,
local supply systems if additional protection
is necessary against contact voltage.
TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 0.6/1 KV

APPROX. OVERALL

RATED CROSS SECTION HSATIA RPRL IR e DELIVERY LENGTH | APPROX. WEIGHT
215015 0.80 180 1290 1000 239
225125 0.80 180 13.70 1000 282

2x4f4 1.00 180 15.50 1000 319

2x6/6 1.00 180 16.50 1000 465

2x10/10 1.00 180 19.90 1000 678

2x16/16 1.00 180 2210 1000 928

225/16 1.20 180 24.70 1000 1251
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NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (INSLATION THICKNESS () | SHEATH THICKNESS (m) | PPRo RERALL | opvey Lewer | ApPRo. WEIGHT
235016 120 180 26.90 1000 1522
250/25 140 180 3010 1000 2014
270/35 140 190 33.70 1000 2677
2x95/50 1.60 2.00 3910 1000 3663
2x120/70 1.60 210 4180 500 4400
2x120/70 1.80 2.20 46.00 500 5331
2x150/70 2.00 240 52.30 500 6731
2x185/95 2.20 2.60 58.50 250 8617
22401120 240 2.10 64.70 250 10562
2x300/150 0.80 180 1340 1000 264
3515 0.80 180 1430 1000 317
325025 1.00 180 16.20 1000 433

3x4/4 1.00 180 1730 1000 538
3x10/10 1.00 180 2090 1000 786
3x16/16 1.00 180 2330 1000 1090
3x25/16 120 180 2610 1000 1502
3x35/16 120 180 2850 1000 1852
3x50/25 140 180 3190 1000 2447
3x70/35 140 2.00 36.00 1000 332
3x95/50 160 210 4180 1000 4549
3x120/70 1.60 2.20 44,60 500 5468
3x150/10 180 230 4910 500 6678
3x185/95 2.00 250 55.80 500 8381
3x2401120 2.20 2.10 62.70 250 10792
3x300/150 240 290 69.30 250 13261
4x15015 0.80 180 1420 1000 300
4x25/25 0.80 180 15.10 1000 368

4xd/4 1.00 180 1730 1000 506

4x6/6 1.00 180 18.50 1000 633
4x10/10 1.00 180 2240 1000 932
4x16/16 1.00 180 25.00 1000 1302
4x25/16 120 180 2820 1000 1823
4x35/16 1.20 1.80 31.00 1000 2288
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NDMiNAL’KESiT 1ZOLASYON ET KALINLIGI | IS KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm) (mm) (mm) (mm) (m) (L]
RATED CROSS SECTION  (INSULATION THICKNESS (mm) | SHEATH THICKNESS (mm) ‘”'5',’:,;,3,"{;‘“ DELIVERY LENGTH | ~ APPROX. WEIGHT
4x50/25 140 190 3480 1000 3021
4x70/35 140 210 39.30 1000 4120
4x95/50 160 2.20 4580 500 5659
4x120/70 160 230 4910 500 6822
4x150/70 180 250 5390 500 8322
4x185/95 2.00 2.10 6140 250 10475
4x240/120 2.0 290 69.00 250 13495
4x300/150 240 310 16.20 250 16595
www.kymkablo.com
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XLPE iZOI.E].i PVC KILIFLI 0.6/1 K
KONSANTRIK YER ALTI KABLOLARI

TiP

NZXCY (YXCY)

STANDART

IEC 60502-1 VDE 0276-603 TS IEC 60502-1
YAPISI

1) letken: EN 60228 Sinif 1-2

2) lzole: XLPE IEC 60502-1

3) Dolgu: PVC

4) Bakir iletken ve iizerini sarmal seklinde saran
bakir banttan olusan konsantrik bakir zirh.
5) Kilif: PVC, IEC 60502-1 STI

KULLANIM

Enerji kablosu olarak endistri, salt

yer alti tesisleri ile sehir sebekelerinde
kullanilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 0.6/1 KV

INSULATION

XLPE INSULATED PVC SHEATHED ARMOURED
0.6/1 KV UNDERGROUND CABLES

TYPE
N2XCY
STANDARDS
VDE 0276-603, IEC 60502-1
CONSTRUCTION
1) Conductor: EN 60228 Class 1-2
2) Insulation: XLPE IEC 60502-1

3) Filler: PVC

4) Galvanised flat steel wire armour

5) Galvanised steel tape armour

6) Sheath: PVC, IEC 60502-1 ST1
APPLICATIONS
In door installation, in ducts outdoor and
underground for power stations factories,
local supply systems if additional protection
is necessary against contact voltage.
TECHNICAL DATA
Max.Operating Temperature: +90°C
Rated Voltage: 0.6/1 KV

APPROX. OVERALL

RATED CROSS SECTION HSATIA RPRL IR e DELIVERY LENGTH | APPROX. WEIGHT
215015 01 180 1290 1000 22
225125 01 180 13.30 1000 262

2x4f4 071 180 14.30 1000 324

2x6/6 0.1 180 15.30 1000 406

2x10/10 071 180 18.70 1000 610

2x16/16 0.1 180 2090 1000 19

225/16 09 180 2350 1000 1155
www_kymkablo.com
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NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (INSLATION THICKNESS () | SHEATH THICKNESS (m) | PPRo RERALL | opvey Lewer | ApPRo. WEIGHT
235016 09 180 25.10 1000 1415
250/25 10 180 2830 1000 1841
270/35 1] 190 32.30 1000 2510
2x95/50 11 210 3710 1000 3409
2x120/70 12 230 40.02 500 4166
2x150/70 14 250 4420 500 5032
2x185/95 16 2.10 50.70 500 6409
2%240/120 17 2.80 56.50 250 8185
2x300/150 18 180 62.10 250 9978
3x15/15 071 180 13.00 1000 242
3x25/25 07 180 13.90 1000 293

3x4/4 071 180 1490 1000 310
3x6/6 07 180 16.00 1000 469
3x10/10 01 180 19.60 1000 105
3x16/16 07 180 22.00 1000 943
3x25/16 09 180 24.80 1000 1386
3x35/16 09 190 2120 1000 1722
3x50/25 10 2.00 3020 1000 2269
3x70/35 11 210 3450 1000 3115
3x95/50 11 230 39.40 1000 41
3x120/70 12 240 4290 500 5181
3x150/10 14 2.60 4720 500 6311
3x185/95 16 2.80 5410 500 7976
3x2401120 17 3.00 60.30 250 10215
3x300/150 18 180 66.50 250 12543
4x15015 01 180 13.70 1000 21
4x25/25 07 180 14.70 1000 338
4xd/4 07 180 15.80 1000 428
4x6/6 07 180 17.00 1000 548
4x10/10 01 180 2090 1000 831
4x16/16 07 180 23.60 1000 1133
4x25/16 09 180 26.70 1000 1617
4x35/16 09 1.80 2940 1000 2107
www.kymkablo.com
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NOMINAL KESIT 1ZOLASYON ET KALINLIGI | IS KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(') (mm) (mm) (mm) (m) (ky)
RATED CROSSSECTION (INSULATION THICKNES (mm) | SHERTH THcKess mm) | APPRUR. JERALL | opyyeRy T | approx. werohr
4x50/25 10 2.00 3290 1000 2192
470/35 11 210 3170 1000 3864
4x95/50 11 230 4340 500 5213
4x120/70 12 240 47.00 500 6427
4x150/70 14 2.60 5190 500 7909
4x185/95 16 2.10 59.30 250 9921
4x240/120 17 3.00 66.40 250 12167
4x300/150 18 3.20 7310 250 15689
www.kymkablo.com
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PVC iZOLELI PVC KILIFLI ZIRHLI
0.6/1 KV YER ALTI KABLOLARI

TiP

NYBY

STANDART

TS IEC 60502-1

YAPISI

1) Iletken: EN 60228 Sinif 1-2

2) izole: PVC IEC 60502-1 PVC/A

3) Dolgu: PVC

4) Birbirine bindirmeli 2 adet galvanizli
yassi celik bant.

5) Kilif: PVC, IEC 60502-1 STI

KULLANIM

Yapisindaki bant seklinde galvanizli celik

2irh sayesinde mekanik dis tesirlere kars

cok mukavemetlidir. Agir isletme sartlarina

uygundur.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C

Anma Gerilimi: 0.6/1 KV

INSULATION

PVC INSULATED PVC SHEATHED ARMOURED
0.6/1 KV UNDERGROUND CABLES

TYPE

NYBY

STANDARDS

VDE 0276-603, IEC 60502-1
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: PVC IEC 60502-1 PVC/A

3) Filler: PVC

4) Double galvanised steel tape armour
5) Sheath: PVC, IEC 60502-1 ST1

APPLICATIONS

For installations as underground, outdoor,
indoor in ducts and where mechanical protection
is required or for higher tensile stresses during
installation and operation.

TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 0.6/1KV

APPROX. OVERALL

RATED CROSS SECTION HSATIA RPRL IR e DELIVERY LENGTH | APPROX. WEIGHT
2x1.5 0.80 180 1290 1000 305
225 0.80 180 13.30 1000 353
x4 1.00 180 14.30 1000 446
26 1.00 180 15.30 1000 523
2x10 1.00 180 18.70 1000 [
2x16 1.00 180 2090 1000 921
2X25 1.20 180 2350 1000 1264
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NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (INSLATION THICKNESS () | SHEATH THICKNESS (m) | PPRo RERALL | opvey Lewer | ApPRo. WEIGHT
2x35 120 180 25.10 1000 1553
2x50 140 180 28.70 1000 1989
2x70 140 190 32.30 1000 2611
2X95 1.60 210 3190 1000 3532
2120 1.60 2.20 40.90 500 4340
2x150 1.80 230 4490 500 5326
2x185 2.00 240 5050 500 6565
2x240 2.20 2.60 56.70 250 8309
2x300 240 2.80 6190 250 10058
3x15 0.80 180 1340 1000 334
325 0.80 180 1430 1000 393

3x4 1.00 180 16.00 1000 504
3x6 1.00 180 1710 1000 600
3x10 1.00 180 19.70 1000 823
3x16 1.00 180 2210 1000 1093
3x2h 120 180 2490 1000 1521
3x35 120 180 2130 1000 1897
3x50 140 190 30.70 1000 2449
3x70 140 2.00 34.60 1000 3251
3x95 160 210 4120 1000 4686
3x120 1.60 2.20 4350 500 5448
3x150 180 240 48.00 500 6732
3x185 2.00 250 54.00 500 8266
3x240 2.20 2.10 60.70 250 10502
3x300 240 290 66.30 250 12175
3x16+10 1.00/1.00 180 2320 1000 1213
3x25+16 1.20/1.00 180 26.20 1000 1707
3x35+16 120/1.00 180 2820 1000 2053
3x50+25 140120 190 3190 1000 2700
3x70+35 140/1.20 2.00 35.80 1000 3607
3x95+50 160/140 2.20 42,60 500 5142
3x120+70 160/1.40 230 45.60 500 6128
3x150+70 1.80/140 240 49.30 500 7296
www.kymkablo.com
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NOMiNALZKESiT {Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMA DIS CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) ((0)]

RATED CROSSSECTION (INSULATION THCKNES () | SHEATH THcKess mm) | APPRUR. SERALL | g yegy exGTh | Aeemor. weishr
5%240 2.20 3.20 7440 250 15928
5x300 240 240 8130 250 19431

1x1.5 0.80 180 15.90 1000 554
x2.5 0.80 180 1710 1000 679
8x1.5 0.80 180 1730 1000 6l
8x2.5 0.80 180 18.70 1000 753
9x1.5 0.80 180 18.30 1000 660
9x2.5 0.80 180 19.90 1000 815
10x1.5 0.80 180 18.90 1000 700
10x2.5 0.80 180 2050 1000 867
12x15 0.80 180 19.40 1000 758
12x2.5 0.80 180 2110 1000 947
14x15 0.80 180 20.20 1000 824
14x2.5 0.80 180 2190 1000 1034
16x1.5 0.80 180 21.00 1000 890
16x2.5 0.80 180 2290 1000 1125
19x1.5 0.80 180 2190 1000 981
19x2.5 0.80 180 2390 1000 1250
21x15 0.80 180 2290 1000 1054
21x2.5 0.80 190 2510 1000 1347
24x15 0.80 180 2490 1000 173
24x2.5 0.80 180 2130 1000 1504
21x15 0.80 180 2540 1000 1256
21x25 0.80 180 2810 1000 1635
30x15 0.80 180 26.20 1000 1346
30x2.5 0.80 190 28.90 1000 1759
3115 0.80 180 2190 1000 1555
325 0.80 190 3090 1000 2052
40x15 0.80 190 29.10 1000 1668
40x2.5 0.80 2.00 32.30 1000 2204
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XLPE {ZOLELI PVC KILIFLI ZIRHLI
0.6/1 KV YER ALTI KABLOLARI

TiP

N2XBY

STANDART

IEC 60502-1, VDE 0276-603 TS IEC 60502-1

YAPISI

1) lletken: EN 60228 Sinif 1-2

2) lzole: XLPE IEC 60502-1

3) Dolgu: PVC

4) Birbirine bindirmeli 2 adet galvanizli
yassi celik bant.

5) Kilif: PVC, IEC 60502-1 STI

KULLANIM

Yapisindaki bant seklinde galvanizli gelik

2irh sayesinde mekanik dis tesirlere kars

cok mukavemetlidir. Agir isletme sartlarina

uygundur,

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi; 0.6/1 KV

INSULATION

XLPE INSULATED PVC SHEATHED ARMOURED
0.6/1 KV UNDERGROUND CABLES

TYPE

N2XBY

STANDARDS

VDE 0276-603, IEC 60502-1
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: XLPE IEC 60502-1

3) Filler: PVC

4) Double galvanised steel tape armour
5) Sheath: PVC, IEC 60502-1 ST1

APPLICATIONS

For installations as underground, outdoor,
indoor in ducts and where mechanical protection
is required or for higher tensile stresses during
installation and operation.

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 0.6/1 KV

APPROX. OVERALL

RATED CROSS SECTION HSATIA RPRL IR e DELIVERY LENGTH | APPROX. WEIGHT
2x1.5 071 180 1250 1000 283
225 01 180 13.30 1000 328
2x4 071 180 1410 1000 383
26 0.1 180 15.10 1000 455
2x10 071 180 1770 1000 625
2x16 0.1 180 19.70 1000 831
225 09 180 22.30 1000 1156
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NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (NSULATION THIKNESS ()| SHEATH THICKNESS (m) | *PPRo RERALL | opvey LeNGr | ApPRoX. WEIGHT
2x35 09 18 2450 1000 1434
2x50 10 18 2110 1000 1801
2x70 11 19 3110 1000 2430
2X95 11 20 3570 1000 3236
2120 12 2.2 39.30 500 4017
2x150 14 23 4330 500 4998
2x185 16 25 4910 500 6213
2x240 17 2.6 54.70 250 7807
2x300 18 2.8 59.50 250 9431
3x15 071 18 13.00 1000 310
325 01 18 13.90 1000 367

3x4 071 18 1470 1000 432
3x6 01 18 15.80 1000 524
3x10 01 18 18.60 1000 733
3x16 01 18 20.80 1000 994
3x2h 09 18 23.60 1000 1405
3x35 09 18 26.00 1000 1765
3x50 10 19 29.00 1000 2057
3x70 11 2.0 3330 1000 307
3x95 11 2.2 39.20 1000 4361
3x120 12 23 4200 500 5153
3x150 14 2.4 46.30 500 6392
3x185 16 2.6 5250 500 1866
3x240 17 2.8 58.70 250 9969
3x300 18 29 63.70 250 12076
3x16+10 07/07 18 18.50 1000 1089
3x25+16 09/07 18 2090 1000 1557
3x35+16 09/01 18 2290 1000 1889
3x50+25 10/09 19 2540 1000 2470
3x70+35 11/09 2.0 29.00 1000 3310
3x95+50 1110 22 3420 500 4714
3x120+70 12011 23 36.60 500 5744
3x150+70 14411 25 40.40 500 6917
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NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (INSLATION THICKNESS () | SHEATH THICKNESS (m) | PPRo RERALL | opvey Lewer | ApPRo. WEIGHT
3x185+95 16/11 2.6 4550 250 8611
3x240+120 1712 2.8 50.80 250 10837
3x300+150 18/14 30 55.20 250 13243
415 071 18 13.70 1000 346
425 01 18 14.70 1000 414
4x4 071 18 15.60 1000 498
4x6 01 18 16.80 1000 610
410 071 18 20.00 1000 866
4x16 01 18 2240 1000 1190
4x25 09 18 2550 1000 1704
4x35 09 18 2820 1000 2156
4x50 10 19 3150 1000 2176
470 11 21 3130 1000 4046
4x95 11 23 43.00 500 5425
4x120 12 24 46.10 500 6431
4x150 14 2.6 51.00 500 7980
4x185 16 21 5170 250 9844
4x240 17 29 64.60 250 12518
4300 18 31 70.30 250 15245
5x1.5 01 18 1450 1000 394
5%2.5 01 18 15.60 1000 417
5x4 01 18 16.70 1000 581
5x6 01 18 18.00 1000 9
510 01 18 2150 1000 1037
516 01 18 2420 1000 1438
5x25 09 18 2170 1000 2043
5x35 09 19 3090 1000 2620
5%50 10 21 34.80 1000 3402
5x70 11 23 4110 1000 4939
5%95 11 24 4130 500 6611
5x120 12 2.6 5090 500 7883
5x150 14 21 56.30 500 9763
hx185 1.6 29 63.80 250 12089
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NOMINAL KESIT {Z0LASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMA DI CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) ((0)]

RATED CROSSSECTION (INSULATION THICKNES () | SHEATH THcKess mm) | APPRUR. SERALL | opyeny T | appro. weishr
5%240 17 32 710 250 15439
5x300 18 34 78.00 250 18817
x1.5 01 18 15.30 1000 438
x2.5 01 18 16.50 1000 539
8x1.5 01 18 16.60 1000 493
8x2.5 01 18 18.00 1000 608
9x1.5 071 18 17.60 1000 536
9x2.5 01 18 19.10 1000 665
10x1.5 071 18 18.10 1000 569
10x2.5 01 18 19.70 1000 Il
12x15 071 18 18.60 1000 622
12x2.5 01 18 20.30 1000 784
14x15 071 18 19.30 1000 678
14x2.5 01 18 2110 1000 862
16x1.5 071 18 2010 1000 31
16x2.5 01 18 22.00 1000 943
19x1.5 071 18 20.90 1000 813
19x2.5 01 18 2290 1000 1050
21x15 071 18 2190 1000 81
21x2.5 01 18 24.00 1000 1136
24x15 071 18 23.10 1000 980
24x2.5 01 18 26.10 1000 1274
21x15 01 18 2420 1000 1045
21325 01 18 26.60 1000 1367
30x1.5 01 18 2490 1000 122
30x2.5 01 18 2150 1000 1479
31x15 01 18 26.50 1000 1293
325 01 18 29.30 1000 1721
40x1.5 01 18 2150 1000 1374
40x2.5 0.1 19 30.60 1000 1852
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XLPE iZOLELI PVC KILIFLI 0.6/1 KV

YUVARLAK GALVANIZ KAPLI GELIK ZIRHLI

YER ALTI KABLOLARI

@I(Y M

SWA, (N2XRY)

(2

TiP

YXz2v
STANDART

TS 1EC 60502-1
YAPISI

1) letken: BS 5467 BS EN 60228 Sinif 1-2

2) lz0le: XLPE Gp BS 7655-1-3

3) Dolgu: PVC

4) Yuvarlak galvanizli celik tel BS 5467

5) Kilif: PVC, Tip 9 BS 7655-4-2

KULLANIM

Bina icinde veya disinda , yer altinda, boru
icinde, acikta, mekanik koruma isteyen yada
yerlestirme ve calisma sirasinda maruz kalinan
daha yiiksek zorlanmalarin oldugu yerlerde
kullanim icindir. Yiiksek calisma sicakliklarina
uyum gosterir, kisa siireli ani sicaklik artislarina

dayaniklidir ve daha uzun omiirliidir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 0.6/1 KV

XLPE INSULATED PVC SHEATHED ARMOURED
0.6/1 KV UNDERGROUND CABLES (GALVANISED
STEEL WIRE ARMOURED)

TYPE

N2XRY, SWA

STANDARDS

BS 5467 (SWA), VDE 276 (N2XRY)

CONSTRUCTION

1) Conductor: BS 5467 BS EN 60228 Class 1-2

2) Insulation: XLPE Gp8 BS 7655-1-3

3) Filler: PVC

4) Galvanised round steel wire armour

5) Sheath: PVC, Type 9 BS 7655-4-2
APPLICATIONS

For indoor, outdoor and underground installation
in ducts and in the open where better mechanical
protection is required, or for higher tensile stress
during installation and operation. Suitable for
comparatively high ambient temperature due to
high maximum permissible conductor temperature.

TECHNICAL DATA
Max.Operating Temperature: +90°C
Rated Voltage: 0.6/1 KV

RATED CROSS SECTION e RTRIL IR APPROKTVERALL 1 pEweRY LENGTH | APPROX. WEIGHT
1X15 0.60 140 910 1000 162
x25 0.70 140 970 1000 189
1x4 0.70 140 10.20 1000 207
1X6 070 140 10.80 1000 252
1x10 0.70 140 11.60 1000 313
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SWA, (N2XRY)

NOMINAL KESIT 1Z0LASYON ET KALINLIGI | IS KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (NSULATION THIKNESS ()| SHEATH THICKNESS (m) | *PPRo RERALL | opvey LeNGr | ApPRoX. WEIGHT
1x16 0.70 140 12.10 1000 400
1x25 090 140 14.00 1000 535
1x35 0.90 140 15.10 1000 651
1x50 1.00 150 16.60 1000 813
1x70 110 150 19.20 1000 1157
1X95 110 1.60 2160 1000 1492
X120 120 160 22.80 1000 1731
1x150 140 170 2590 500 2275
1x185 1.60 180 28.60 500 2126
1x240 170 180 3130 500 3353
1x300 180 190 33.70 250 4006
1x400 2.00 2.00 3940 250 5330
1x500 2.20 210 44.00 250 6563
1x630 240 2.20 50.60 250 8260
2x1.5 0.60 130 12.10 1000 291
225 0.70 140 13.50 1000 367
2x4 0.70 140 1450 1000 432
26 0.70 140 15.70 1000 518
210 0.70 150 1750 1000 670
2x16 0.70 150 2040 1000 983
225 0.90 1.60 2320 1000 1351
2x35 0.90 170 26.60 1000 1842
2x50 1.00 180 29.00 1000 2274
270 110 190 33.00 1000 2970
3x1.5 0.60 130 12.60 1000 320
3x25 0.70 140 1410 1000 405
x4 0.70 140 15.20 1000 488
3x6 0.70 140 16.50 1000 591
3x10 0.70 150 19.10 1000 870
3x16 0.70 160 2110 1000 1165
325 0.90 170 25.10 1000 1784
3x35 0.90 180 28.30 1000 2208
3x50 1.00 1.80 3110 1000 2126
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SWA, (N2XRY)

NOMINALKESIT | iZOLASYON ET KALINLIEI | DISKILIF ET KAUNLISI | ORTALAMADISGAP | SEVKUZUNLUGU | YAKLASIK AGIRLIK
(mm’) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (NSULATION THIKNESS ()| SHEATH THICKNESS (m) | *PPRo RERALL | opvey LeNGr | ApPRoX. WEIGHT
3x70 110 190 3540 1000 3612
3x95 110 210 4170 500 5065
3x120 120 2.20 4450 500 5906
3x150 140 230 50.10 500 17640
3x185 1.60 240 55.70 250 9226
3x240 170 2.60 62.60 250 11802
3x300 180 2.10 6790 250 14284
3x10+6 0.70/0.70 1.60 2010 1000 9N
3x16+10 0.70/0.10 160 2260 1000 1292
3x25+16 0.90/0.70 170 2690 1000 1985
3x35+16 0.90/0.70 180 2910 1000 2387
3x50+25 1.00/0.90 190 3240 1000 3035
3x70+35 110/0.90 2.00 3190 1000 4300
3x95+50 110/1.00 210 42.80 500 5510
3x120+70 120110 2.20 46.40 500 6643
3x150+70 140/1.10 240 5150 500 8362
3x185+95 160/110 250 57150 250 10247
3x240+120 170A1.20 2.60 64.30 250 13066
3x300+150 180/140 2.60 69.90 250 15821
4x15 0.60 130 13.30 1000 362
425 0.70 140 15.00 1000 461
4x4 0.70 140 16.20 1000 560
4x6 0.70 150 18.50 1000 784
4x10 0.70 150 2050 1000 1019
4x16 0.70 1.60 2330 1000 1386
4x25 0.90 170 2160 1000 2131
4x35 0.90 180 3050 1000 2649
4x50 1.00 190 33.80 1000 3321
470 110 210 40.00 1000 4113
4x95 110 2.20 4550 500 6233
4x120 1.20 230 4990 500 1756
4x150 140 240 54.70 500 9425
4x185 1.60 2.60 6140 500 11558
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SWA, (N2XRY)

NOMINAL KESIT 1Z0LASYON ET KALINLIGI | IS KILIF ET KALINLIGI | ORTALAMA DI§ CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm’) (mm) (mm) (mm) (m) (kg)
RATED CROSS SECTION (NSULATION THIKNESS ()| SHEATH THICKNESS (m) | *PPRo RERALL | opvey LeNGr | ApPRoX. WEIGHT
4x240 170 2.10 69.20 1000 14899
4x300 1.80 290 7490 250 17865
5x1.5 0.60 140 1440 250 416
525 0.70 140 16.00 1000 521
5x4 0.70 150 1750 1000 650
56 0.70 150 19.90 1000 907
510 0.70 160 22.20 1000 195
5x16 0.70 170 26.40 1000 1175
5x25 0.90 180 3010 1000 2476
5x35 090 190 3330 1000 3097
5%50 1.00 2.00 38.20 1000 4188
X170 110 2.20 4370 1000 5588
1x1.5 0.60 140 15.20 1000 4n
7x2.5 0.70 140 17.00 1000 602
9x1.5 0.60 150 18.00 1000 683
9x2.5 0.70 160 2050 1000 882
10x1.5 0.60 150 18.90 1000 12
10x2.5 0.70 150 18.90 1000 932
12x15 0.60 150 19.40 1000 1716
12x2.5 0.70 160 2210 1000 10m
19x15 0.60 1.60 22.00 1000 1013
19x2.5 0.70 170 26.30 1000 1514
21x15 0.60 170 2430 1000 1252
21x2.5 0.70 180 2170 1000 1639
24x15 0.60 170 26.20 1000 1399
24x2.5 0.70 180 30.00 1000 1842
21x15 0.60 170 26.70 1000 1478
21x25 0.70 180 30.60 1000 1954
3x15 0.60 170 2910 1000 1792
31x2.5 0.70 180 3350 1000 2405
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N2XFGbY

XLPE iZOLELI PVC KILIFLI 0.6/1 KV
YASSI GALVANIZ ZIRH TELLI
YER ALTI KABLOLARI

TiP

YXZ3v

STANDART

TS IEC 605021

YAPISI

1) Iletken: EN 60228 Sinif 1-2

2) Izole: XLPE IEC 60502-1

3) Dolgu: PVC

4) Yassi qalvanizli celik tel ve iizeri galvanizli bant
5) Kilif: PVC, 60502-1 ST1

KULLANIM

Bina icinde veya disinda , yer altinda, boru
icinde, acikta, mekanik koruma isteyen yada
yerlestirme ve calisma sirasinda maruz kalinan
daha yiiksek zorlanmalarin oldugu yerlerde
kemirgen hayvanlarin bulundugu ortamlarda
kullamim icindir. Yiksek calisma sicakliklarina
uyum gdsterir. Kisa siireli ani sicaklik artislarina
dayaniklidir ve daha uzun dmiirlidir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 0.6/1 KV

©

XLPE INSULATED PVC SHEATHED 0.6/1 KV
UNDERGROUND ARMOURED CABLES

TYPE

N2XFGbY

STANDARDS

VDE 0276-603 IEC 60502-1

CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: XLPE IEC 60502-1

3) Filler: PVC

4) Galvanised flat steel wire/tape armour

5) Sheath: PVC, 60502-1 STI

APPLICATIONS

For indoor, outdoor and underground installation
in ducts and in the open where better mechanical
protection is required, or for higher tensile stress
during installation and operation. Suitable for
comparatively high ambient temperature due to
high maximum permissible conductor temperature.

TECHNICAL DATA
Max.Operating Temperature: +90°C
Rated Voltage: 0.6/1 KV

RATED CROSS SECTION e RTRIL IR APPROKTVERALL 1 pEweRY LENGTH | APPROX. WEIGHT
2x10 0.70 180 18.50 1000 612
2x16 0.70 180 2070 1000 891
225 0.90 180 2330 1000 1207
2x35 0.90 180 2550 1000 1483
2x50 1.00 180 28.10 1000 1856
www_kymkablo.com
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N2XFGbY

NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (NSULATION THIKNESS ()| SHEATH THICKNESS (m) | *PPRo RERALL | opvey LeNGr | ApPRoX. WEIGHT
2x70 110 190 3210 1000 2454
2x95 110 2.00 36.70 1000 3297
2120 120 210 39.30 500 3871
2x150 140 2.20 4330 500 4761
2x185 1.60 240 4910 500 5865
2x240 170 2.60 5490 500 [
2x300 180 2.10 59.50 500 9007
3x10 0.70 180 19.40 1000 182
3x16 0.70 180 2180 1000 1033
3x25 090 180 24.60 1000 1450
3x35 0.90 180 21.00 1000 1801
3x50 1.00 180 29.80 1000 2293
3x70 110 2.00 3430 1000 3085
3x90 110 210 39.20 1000 4110
3x120 120 2.20 42.00 500 4906
3x150 140 230 46.30 500 6045
3x185 1.60 250 5250 500 1473
3x240 170 2.10 58.70 250 9468
3x300 180 2.80 63.70 250 11513
3x16+10 0.70/0.70 180 22.10 1000 1152
3x25+16 0.90/0.70 180 25.10 1000 1608
3x35+16 0.90/0.70 180 2170 1000 1968
3x50+25 100/0.90 190 31.00 1000 2534
3x70+35 110/0.90 2.00 35.30 1000 3412
3x95+50 110/1.00 210 40.30 1000 4532
3x120+70 120110 230 44.00 500 5514
3x150+70 140110 240 4760 500 6600
3x185+95 160/1.10 250 5410 250 8259
3x240+120 170/120 2.10 60.10 250 10430
3x300+150 180/140 290 65.60 250 12748

410 0.70 180 20.70 1000 917

4x16 0.70 180 2340 1000 1230

4x25 0.90 1.80 26.50 1000 1144
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N2XFGbY

NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (NSULATION THIKNESS ()| SHEATH THICKNESS (m) | *PPRo RERALL | opvey LeNGr | ApPRoX. WEIGHT
4x35 0.90 180 2920 1000 2184
4x50 1.00 190 3250 1000 2811
470 110 210 3150 1000 3837
4x95 110 2.20 43.00 500 5174
4x120 120 230 46.10 500 6136
4125 140 250 51.00 500 7632
4x185 1.60 2.10 57190 250 9366
4x240 170 290 64.80 250 11941
4300 180 3.00 70.30 250 14651
5x10 0.70 180 2230 1000 1068
516 0.70 180 2520 1000 1425
5x2h 090 180 28.70 1000 2036
5x35 0.90 190 3190 1000 2600
5%50 1.00 2.00 35.60 1000 3314
5x70 110 2.20 4110 1000 4517
5%95 110 230 4130 500 6178
5x120 120 250 5090 500 13712
5x150 140 2.10 56.50 500 9162
5185 1.60 2.80 63.80 250 11270
5x240 170 310 n10 250 14470
5%300 180 330 78.00 250 177009
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450/750V HALOJENSIZ ALEV
ILETMEYEN KABLOLAR

H05/HO7Z-U/R

TiP
HOSZ-U/R, HOTZ-U/R
STANDART

CENELEC HD 22.9 TS HD 22.9-TS EN 50225-3-41

YAPISI

1) Iletken: EN 60228 Sinif 1-2

2) lzole: Termoset LSFOH Bilesik Ei5
CENELEC HD 22.1 TS 9762

KULLANIM

insanlarin yogun olarak bulundugu is
merkezleri, alisveris merkezleri, oteller,
okullar, tiineller ve bu gibi yangin
tehlikesi olan yerler.

TEKNIK BILGILER

Maksimum Calisma Sicakligr: +*90°C
Anma Gerilimi; 450/750 Volt

450/750V HALOGEN FREE FLAME
RETARDANT CABLES

TYPE

HO05Z-U/R HOT-U/R

STANDARDS

CENELEC HD 22.9 -TS EN 50225-3-41
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Thermoset Insulation: LSFOH leb
CELELEC HD 22.1

APPLICATIONS

Places where there is risk of fire and
crowded places like shopping malls,
business centers, hotels, schools,

tunnels, etc.
TECHNICAL DATA

Max.Operating Temperature: +90°C
Rated Voltage: 450/750 Volt

NOMNAL KEST | LOLASYON ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUEU | YAKLASIK AGIRLIK
(mm’) (mm') (mm) (W] (kg)
RATED CROSS SECTION LAY e L DELIVERYLENGTH |  APPROX. WEIGHT
H052-U 300/500 V
0.50 0.6 2.00 100 8.8
0.75 0.6 2.20 100 11
1 0.6 2.35 100 143
HO7Z-U 450/750 V
15 01 2.80 100 200
25 08 340 100 312
40 08 380 100 451
6.0 08 430 100 63.8
www_kymkablo.com
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H05/HO7Z-U/R

NOMINAL RESIT TZOLASYONET KALINIGL | ORTALAMADIS GAP | SEVKUZUNLUGU | YAKLASIKAGIRLIK
(mm’) (mm) (mm) (m) (ko)
RATED CROSS SECTION LT RTRILIEIE DELIVERY LENGTH | APPROX. WEIGHT
HO7Z-R 450/750 V
15 01 3.00 1000 215
25 08 3.60 100 329
4 08 410 100 47
6 08 470 100 678
10 10 590 1000 109.2
16 10 7.00 1000 167.6
25 12 840 1000 2623
3 12 940 1000 348.1
50 14 10.90 1000 4116
170 14 12.60 1000 666.1
95 16 15.20 1000 935.0
120 16 16.20 1000 129.7
150 18 18.10 1000 1431.0
185 2.0 20.60 1000 1768.2
240 22 2350 500 2304.0
300 24 25.90 500 2869.0
400 2.6 30.20 500 31216
www_kymkablo.com
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450/750V LSF ALEV
ILETMEYEN KABLOLAR

TiP

HOTZI-URR

STANDART

CENELEC HD 22.9

YAPISI

1) Iletken: EN 60228 Sinif 1-2

2) lzole: Termoset LSFOH Bilesik EI5
CENELEC HD 22.1 5 9762

KULLANIM

insanlarin yogun olarak bulundugu is
merkezleri, alisveris merkezleri, oteller,
okullar, tiineller ve bu gibi yangin
tehlikesi olan yerler.

TEKNK BILGILER

Maksimum Calisma Sicaklig. +70°C
Anma Gerilimi; 450/750 Volt

NOMINAL KESIT Z0LASYON ET KALINLIGI
(mm') (mm’)

ORTALAMA DIS CAP SEVK UZUNLUGU YAKLASIK AGIRLIK

450/750V LSF FLAME
RETARDANT CABLES

TYPE

HOTZI-U/R

STANDARDS

CENELEC HD 22.9

CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Thermoset Insulation: LSFOH El5
CELELEC HD 22.1

APPLICATIONS

Places where there is risk of fire and
crowded places like shopping malls,
business centers, hotels, schools,
tunnels, etc.

TECHNICAL DATA

Max.Operating Temperature: +70°C
Rated Voltage: 450/750 Volt

(m) (ko)

RATED CROSS SECTION INSULATION APPROX. OVERALL

THiCKNESS DUHETER DELIVERY LENGTH | APPROX. WEIGHT
HO7Z1-U 450/750 V

15 01 280 100 200

25 0.8 340 100 312

4 08 380 100 451

b 0.8 430 100 63.8

www.kymkablo.com
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Ho7ZI-U/R

NOMINAL KESIT TZOLASYON T KALINIGL | ORTALAMADIS GAP | SEVKUZUNLUGU | YAKLASIKAGIRLK
(mm’) (mm) (mm) (m) (kg)
RATED CROSS SECTION LAY RFHILIEA DELIVERY LENGTH | APPROX. WEIGHT
HO711-R 450/750 V
15 01 3.00 100 215
25 08 3.60 100 329
4 08 410 100 a7
6 08 470 100 678
10 10 590 1000 109.2
16 10 7.00 1000 167.6
25 12 8.40 1000 2623
3 12 940 1000 348.1
50 14 10.90 1000 416
170 14 12.60 1000 666.1
95 16 15.20 1000 935.0
120 16 16.20 1000 129.7
150 18 18.10 1000 1431.0
185 2.0 20.60 1000 1768.2
240 22 2350 1000 2304.0
300 24 25.90 500 2869.0
400 26 30.20 500 37216
www_kymkablo.com
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HO5/HOTZ-K

HAIJ_\_O.IENSiZ ALEV ILETMEYEN
BUKULGEN TEK DAMARLI KABLOLAR

TiP
HO5Z-K, HOTZ-K
STANDART
TS CENELEC HD 22.9 TS EN 50525-3-41
YAPISI
1) lletken: EN 60228 Sinif 1-2
2) lzole: Termoset LSFOH Bilesik EI5
CENELEC HD 22.1 TS 9762
KULLANIM
insanlarin yogun olarak bulundugu yangin
tehlikesi olan ve biikiilgenlik istenilen
ortamlarda kullanilir.
TEKNIK BILGILER
Maksimum Calisma Sicakligi: +90°C
Anma Gerilimi: 300/500 Volt

450/750 Volt

450/750V LSF FLAME
RETARDANT CABLES

TYPE

HO5Z-K, HO7Z-K

STANDARDS

CENELEC HD 22.9 BS EN 50525-3-41

CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Thermoset Insulation: LSFOH El5

CELELEC HD 22.1

APPLICATIONS

Places where there is risk of fire and

populated places and where flexibility

is needed.

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 300/500 Volt
450/750 Volt

NOMNAL KESTT TZOLASYON ET KALINLIGI | ORTALAMADIS GAP | SEVKUZUNLUEU | YAKLASIK AGIRLIK
(mm’) (mm') (mm) (m) (ko)
RATED CROSS SECTION LAY P L DELIVERY LENGTH |  APPROX. WEIGHT
H05Z-K 300/500 V
050 050 190 100 8
0.75 0.60 2.30 100 I
1 0.60 240 100 14
HO5Z-K 300/500 V
15 0.70 290 100 20
25 0.80 350 100 3l
www.kymkablo.com
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HO5/HOTZ-K

NOMNAL KEST TZOLASYONET KALINIGL | ORTALAMADIS GAP | SEVKUZUNLUGU | YAKLASIKAGIRLIK
(mm’) (mm) (mm) (m) (kg)
RATED CROSS SECTION LT RTRILIEIE DELIVERY LENGTH | APPROX. WEIGHT
4 0.80 410 100 46
6 0.80 480 100 65
10 1.00 6.00 1000 108
16 1.00 720 1000 167
2 120 8.80 1000 258
35 120 9.70 1000 341
50 140 1150 1000 496
170 140 13.30 1000 680
95 1.60 15.40 1000 919
120 1.60 17.20 1000 1146
150 180 18.60 1000 1385
185 2.00 21.00 1000 1763
240 2.20 2540 500 2253
300 240 2780 500 2170
www_kymkablo.com
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450/750 LSF ALEV ILETMEYEN
BUKULGEN TEK DAMARLI KABLOLAR

HO5/HO7Z1-

TiP

HO5Z1-K, HOTZ1-K

STANDART

TS CENELEC HD 22.9

YAPISI

1) lletken: EN 60228 Sinif 5

2) lzole: Termoset LSFOH Bilesik EI5

CENELEC HD 22.1 TS 9762

KULLANIM

insanlarin yogun olarak bulundugu yangin

tehlikesi olan ve biikiilgenlik istenilen

ortamlarda kullanilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C

Anma Gerilimi: 300/500 Volt (05)
450/750 Volt (07)

NOMINAL KESIT i
(mm’)

(mm')

IZOLASYON ET KALINLIGI

(mm)

ORTALAMA DI§ CAP

450/750V LSF FLAME
RETARDANT FLEXIBLE CABLES

TYPE

HO5Z1-K, HOTZ1-K

STANDARDS

CENELEC HD 22.9

CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Thermoset Insulation: LSFOH El5

CELELEC HD 22.1

APPLICATIONS

Places where there is risk of fire and

populated places and where flexibility

is needed.

TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 300/500 Volt (05)
450/750 Violt (07)

SEVK UZUNLUGU
(W]

YAKLASIK AGIRLIK
(kg)

INSULATION

RATED CROSS SECTION TS P L DELIVERY LENGTH |  APPROX. WEIGHT
HO5Z1-K 300/500 V
050 050 190 100 8
0.75 0.60 2.30 100 I
1 0.60 240 100 14
H05Z1-K 300/500 V
15 0.70 290 100 20
25 0.80 350 100 3l
www_kymkablo.com
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HO5/HOTZ1-K

NOMINAL KESIT | IZOLASYON ET KALINLIGI |  ORTALAMA DIS CAP SEVK UZUNLUGU | YAKLASIK AGIRLIK

(mm') (mar) (mm) (m) (ko)
RATED CROSS SECTION e e L DELIVERYLENGTH |  APPROX. WEIGHT
4 0.80 410 100 46
6 0.80 480 100 65
10 1.00 6.00 1000 108
16 1.00 120 1000 167
25 120 8.80 1000 258
3 120 9.70 1000 341
50 140 1150 1000 496
170 140 13.30 1000 680
95 1.60 15.40 1000 919
120 1.60 17.20 1000 1146
150 180 18.60 1000 1385
185 2.00 21.00 1000 1763
240 2.20 2540 500 2253
300 240 2780 500 2170
www_kymkablo.com
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300/500 HALOJENSIZ ALEV
ILETMEYEN KABLOLAR

TiP

NHMH

STANDART

DIN VDE 250/215

YAPISI

1) Iletken: EN 60228 Sinif 1-2

2) Izole: 9YI2 POLIPLOROPREN DIN
VIDE 0250-215

3) Dolgu: LSFOH

4) Kilif: LSFOH Hmb DIN VDE 0250-215
KULLANIM

insanlarin yogun olarak bulundugu is
merkezleri, aliveris merkezleri, oteller,
okullar, tiineller ve bu gibi yangin
tehlikesi olan yerler.

TEKNIK BILGILER

Maksimum Calisma Sicakligr. +70°C
Anma Gerilimi: 300/500 Volt

300/500V HALOGEN FREE FLAME
RETARDANT CABLES

TYPE

NHMH

STANDARDS

DIN VDE 250/215

CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: 9YI2 POLIPLOROPREN DIN
VIDE 0250-215

3) Filler: LSFOH

4) Sheath:LSFOH Hmb DIN VDE 0250-215
APPLICATIONS

Places where there is risk of fire and
crowded places like shopping malls,
business centers, hotels, schools,
tunnels, etc.

TECHNICAL DATA

Max.Operating Temperature: +70°C
Rated Voltage: 300/500 Volt

RATED CROSS SECTION [N AT P L APPROKVERALL | DELIVERY LENGTH | APPRO. WEIGHT
1X15 05 12 480 100 3
x25 05 12 5.20 100 48
x4 0.6 12 580 100 66
1x6 06 12 6.30 100 86
1X10 0.1 12 780 1000 138
1xl6 071 12 8.80 1000 199
215 05 12 110 100 88
225 05 12 8.50 100 116

www.kymkablo.com
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NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (NSULATION THIKNESS ()| SHEATH THICKNESS (m) | *PPRo RERALL | opvey LeNGr | ApPRoX. WEIGHT
2x4 0.6 12 9.80 100 162
2X6 06 12 10.80 100 21
2x10 01 14 1440 1000 310
2x16 071 14 16.40 1000 524
3x1.5 05 12 8.10 100 105
325 05 12 9.00 100 142
3x4 0.6 12 1040 100 202
36 06 14 1190 100 280
3x10 01 14 15.50 1000 41
3x16 071 14 1770 1000 681
415 05 12 8.70 100 126
425 05 12 910 100 112
4x4 06 14 11.60 100 258
4x6 06 14 12.80 100 346
4x10 071 14 16.90 1000 587
4x16 01 14 19.30 1000 854
5x1.5 05 12 950 100 152
5%2.5 05 12 10.60 100 210
5x4 0.6 14 12.80 100 317
56 0.6 14 1420 100 41
5%10 01 14 18.60 1000 120
516 0.7 16 2110 1000 1074

www.kymkablo.com
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450/750V HALOJENSIZ ALEV
ILETMEYEN KABLOLAR

TiP

NHXMH

STANDART

DIN VDE 250/214

YAPISI

1) lletken: EN 60228 Sinif 1-2

2) [zole: XLPE 2XI1 DIN VDE 0207-22
3) Dolgu: LSFOH

4) Kilif: LSFOH Hm2 DIN VDE 0250-214
KULLANIM

Insanlarin yogun olarak bulundugu is
merkezleri, alisveris merkezleri, oteller,
okullar, tiineller ve bu gibi yangin
tehlikesi olan yerler.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C
Anma Gerilimi: 300/500 Volt

450/750V HALOGEN FREE FLAME
RETARDANT CABLES

TYPE

NHXMH

STANDARDS

DIN VDE 250/214

CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: XLPE 2XI1 DIN VDE 0207-22
3) Filler: LSFOH

4) Sheath: LSFOH Hm2 DIN VDE 0250-214
APPLICATIONS

Places where there is risk of fire and
crowded places like shopping malls,
business centers, hotels, schools,
tunnels, etc.

TECHNICAL DATA

Max.Operating Temperature: +90°C
Rated Voltage: 300/500 Volt

RATED CROSS SECTION [N AT P L APPROKVERALL | DELIVERY LENGTH | APPRO. WEIGHT
1X15 05 14 550 100 4
x25 05 14 590 100 53
x4 0.6 14 6.50 100 n
1x6 06 14 7.00 100 92
1X10 0.1 14 840 1000 145
1xl6 071 14 950 1000 208
215 05 14 8.50 100 98
225 05 14 9.30 100 128
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NOMINAL KESIT IZOLASYON ET KALINLIGI | DIS KILIF ET KALINLIGI | ORTALAMADIS CAP |  SEVK UZUNLUGU | YAKLASIK AGIRLIK
(mm) (mm) (mm) (mm) (m) (kg)

RATED CROSS SECTION (NSULATION THIKNESS ()| SHEATH THICKNESS (m) | *PPRo RERALL | opvey LeNGr | ApPRoX. WEIGHT
2x4 0.6 14 10.60 100 177
2X6 06 14 1160 100 230
2x10 01 16 15.00 1000 394
2x16 071 16 1720 1000 561
3x1.5 05 14 8.90 100 116
325 05 14 980 100 155
3x4 0.6 14 1120 100 219
36 06 16 1270 100 300
3x10 01 16 16.10 1000 493
3x16 071 16 18.50 1000 2
415 05 14 9.60 100 139
425 05 14 10.50 100 187
4x4 0.6 16 1250 100 215
4x6 06 16 13.70 100 265
4x10 01 16 1750 1000 610
4x16 01 16 2010 1000 890
5x1.5 05 14 1040 100 166
5%2.5 05 14 1150 100 225
5x4 0.6 16 13.70 100 339
56 0.6 16 15.00 100 451
5%10 01 16 19.20 1000 43
516 0.7 18 2260 1000 1088
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BS TIPi HALOJENSIZ YASSI 450/750V HALOGEN FREE FLAME
TESISAT KABLOLARI RETARDANT CABLES
TiP TYPE
62428 62428
STANDART STANDARDS
BS 7211 BS 7211
YAPISI CONSTRUCTION

1) iletken: BS EN 60228 Sinif 1-2
2) lz0le: XLPE GP 8 BS 7655-1-3
3) Kilif: LSFOH LTS 2 BS 7655-6-1

KULLANIM

Kuru ve rutubetli yerlerde, sabit aydinlatma
tesisatlarinda, boru icerisinde. Toprak altina

ddsenmez. Sabit olarak siva izeri ve siva

altinda kullanilir.
TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C
Anma Gerilimi: 300/500 Volt

INSULATION

1) Conductor: BS EN 60228 Class 1-2

2) Insulation: XLPE GP 8 BS 7655-1-3

3) Sheath: LSFOH LTS 2 BS 7655-6-1
APPLICATIONS

In dry and damps rooms, locations and store rooms
where subject to fire and explosions hazards, but
not for underground laying. For permanent
installation clear from or in and under plaster
TECHNICAL DATA

Max.Operating Temperature: +70°C

Rated Voltage: 300/500 Volt

APPROX. OVERALL

RATED CROSS SECTION A e L R DELIVERY LENGTH | APPROX. WEIGHT
21+ 0.70 0.90 45x8.20 100 170
2X1.5+1 070 0.90 480x8.70 100 82
2x2.5+15 0.70 1.00 5.40x10.0 100 115
2x4+15 070 1.00 6.10x11.40 100 156
2X6+2.5 0.70 110 6.90x13.20 100 218
2x10+4 070 120 7.90x15.70 1000 336
2X16+6 0.70 130 9.20x18.70 1000 503
3x1+ 0.70 0.90 450x10.90 100 92
3x1.5+1 0.70 0.90 4.80x11.60 100 10
325+ 070 1.00 5.40x13.00 100 150
3x4+15 0.70 1.00 6.10x15.40 100 214
3X6+2.5 070 110 6.90x17.80 100 300
3x10+4 0.70 120 7.90x21.10 1000 459
3x16+6 0.70 130 9.20x25.50 1000 691
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LSFOH TEK DAMARLI KABLO

Tip

61818
STANDART
BS 7211
YAPISI

1) letken: BS EN 60228 Sinif 1-2
2) lzole: XLPE GP 8 BS 7655-1-3
3) Kilif: LSFOH LTS 4 BS 7655-6-1

KULLANIM

Tek izolasyonlu kablolarin mekanik
acidan sakincal oldugu yerlerde insanlarin
yogun olarak bulundugu alanlarda yangin

ve zehirli dumanin tehlikeli olacagr yerler.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C
Anma Gerilimi; 450/750 Volt

LSFOH SINGLE CORE DOUBLE INSULATED CABLE

TYPE

61818

STANDARDS

BS 7211

CONSTRUCTION

1) Conductor: BS EN 60228 Class 1-2

2) Insulation: XLPE GP 8 BS 7655-1-3

3) Sheath: LSFOH LTS 4 BS 7655-6-1

APPLICATIONS

For use Meter Tails or where single core cables are
to be run with no mechanical protection and in areas
where smoke and toxic fumes may cause a thraet
to life and equipment.

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 450/750 Volt

RATED CROSS SECTION [N AT, EETRL I APPROCTVERALL 1 DELIERY LENGTH | APPROL WEIGHT
X1 01 038 435 1000 26
1X15 01 08 460 1000 32
1x1.5 CLS2 01 038 480 1000 34
x25 071 08 5.00 1000 4
%25 CLS2 01 038 5.20 1000 44
x4 071 08 540 1000 51
1x4 CLS2 01 09 590 1000 62
1x6 071 09 6.10 1000 80
1x6 CLS2 0.1 09 6.50 1000 84
1x10 071 09 740 1000 126
1X16 0.1 09 840 1000 186
1x25 09 10 990 1000 286
1x35 09 11 11.20 1000 380
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H03/H05Z1Z1-F

300/500V HALOJENSIZ ALEV
ILETMEYEN BOKULGEN KABLOLAR

TP

HO3Z121-F HO5Z1Z1-F

STANDART

CENELEC HD 21.14 TS EN 50525-3-11
YAPISI

1) letken: BS EN 60228 Sinif 5

2) izole: LSFOH Termoplastik Bilesim:Tlé
CENELEC HD 21.14 TS HD CENELEC HD 21.14
3) Kilif: LSFOH Termoplastik Bilesim: Tm7
CENELEC HD 21.14 TS HD CENELEC HD 21.14
KULLANIM

insanlarin yogun olarak bulundugu yangin
tehlikesi olan ve biikiilgenlik istenilen
ortamlarda kullanilir.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +70°C
Anma Gerilimi: 300/500 Volt

300/500V HALOGEN FREE FLAME
RETARDANT FLEXIBLE CABLES

TYPE

HO3Z1Z1-F HOSZ1Z1-F

STANDARDS

CENELEC HD 21.14 BS EN 50525-3-11
CONSTRUCTION

1) Conductor: BS EN 60228 Class 5

2) Thermoplastic Ins.. LSFOH CENELEC HD 21.14
3) Thermoplastic Sheath: TMT CENELEC HD 2114

APPLICATIONS

Places where there is risk of fire and
populated places and where flexibility
is needed.

TECHNICAL DATA

Max.Operating Temperature: +70°C
Rated Voltage: 300/500 Volt

RATED CROSS SECTION o PP AL APPROKVERALL | DELIVERY LENGTH | APPROL. WEIGHT
HO3Z1Z1-F
300/500v
2x0.50 0.50 0.6 5.00 100 38
2X0.75 050 06 540 100 46
3x0.50 0.50 0.6 540 100 45
3x0.75 050 06 580 100 56
4x0.50 0.50 0.6 5.80 100 5
4x0.75 050 06 6.30 100 170
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HO3/HOSZIZI-F
— —
OMINA OLASYO A D ORTALAMA D
RATED CROSS SECTION o PP DAL APPROK VERALL | DELIVERY LENGTH | APPROL. WEIGHT
HO3Z1Z1-F
300/500v
2%0.75 0.60 038 6.20 100 51
X1 0.60 08 6.40 100 64
2xX1.5 0.70 038 740 100 85
225 0.80 10 9.00 100 128
2x4 0.80 11 10.40 100 179
26 0.80 14 1240 100 255
2x10 1.00 12 15.20 1000 423
2x16 1.00 12 17.60 1000 600
3%0.75 0.60 038 6.60 100 67
3x 0.60 08 6.80 100 76
3125 0.70 09 790 100 98
3x1.5 0.70 09 810 100 107
325 0.80 11 9.80 100 161
3x4 0.80 12 1130 100 225
3x6 0.80 14 1320 100 315
3x10 1.00 12 16.40 1000 529
3x16 1.00 14 19.40 1000 119
4x0.75 0.60 038 120 100 82
41 0.60 09 1.60 100 98
4x15 0.70 10 9.00 100 136
425 0.80 11 10.70 100 199
4x4 0.80 14 1210 100 292
4x6 0.80 14 1440 100 393
4x10 1.00 14 18.50 1000 687
4x16 1.00 14 2140 1000 986
5%0.75 0.60 09 810 100 99
X1 0.60 09 8.30 100 114
5%1.5 070 11 10.10 100 162
525 0.80 12 1190 100 239
5x4 0.80 14 1390 100 343
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HO3/HOSZIZI-F
— —
OMINA OLASYO A D ORTALAMA D
RATED CROSS SECTION o PP DAL APPROK VERALL | DELIVERY LENGTH | APPROL. WEIGHT
5%6 0.80 14 15.80 1000 464
5x10 1.00 14 20.20 1000 826
516 1.00 14 2350 1000 1166
6x0.75 0.60 09 8.10 1000 114
6x1 0.60 10 9.20 1000 135
6x1.5 0.70 11 10.90 1000 187
6x2.5 0.80 12 1290 1000 215
7x0.75 0.60 10 8.90 1000 129
Xl 0.60 10 9.20 1000 149
x15 0.70 12 1110 1000 212
x2.5 0.80 13 13.10 1000 312
8x0.75 0.60 10 10.00 1000 146
Bxl 0.60 10 10.30 1000 169
8x1.5 0.70 12 1250 1000 239
8x2.5 0.80 13 14.70 1000 353
10x0.75 0.60 11 1140 1000 185
10x1 0.60 11 11.80 1000 214
10x1.5 0.70 13 14.20 1000 302
10x2.5 0.80 15 17.00 1000 452
12%0.75 0.60 11 1180 1000 210
12x1 0.60 12 1240 1000 250
12x15 0.70 13 14.70 1000 345
12x2.5 0.80 15 17.60 1000 519
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0.6/1 KV HALOJENSZ ALEV
ILETMEYEN BUKULGEN KABLOLAR

TiP

N2XH

STANDART

DIN VDE 276-604, IEC 60502-1

YAPISI

1) letken: EN 60228 Sinif 1-2

2) lzole: XLPE 2XI1 DIN VDE 0276-604, HM4
3) Dolgu: LSFOH

4) Kilif: LSFOH DIN VDE 0276-604 HM4
KULLANIM

Insanlarin yogun olarak bulundugu is
merkezleri, alisveris merkezleri, oteller,
okullar, tiineller ve bu gibi yangin
tehlikesi olan yerler.

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C
Anma Gerilimi: 0.6/1 KV

300/500V HALOGEN FREE FLAME
RETARDANT FLEXIBLE CABLES

TYPE

N2XH

STANDARDS

VIDE 276-604 CENELEC HD 604, IEC 60502-1
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: XLPE 2XI1 DIN VDE 0276-604
3) Filler: LSFOH

4) Sheath: LSFOH DIN VDE 0276-604 HM4
APPLICATIONS

Places where there is risk of fire and
crowded places like shopping malls,
business centers, hotels, schools,
tunnels, etc.

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 0.6/1 KV

RATED CROSS SECTION [N TN PP AL APPROKVERALL | DELIVERY LENGTH | APPROL. WEIGHT
x5 01 14 570 1000 44
25 071 14 6.10 1000 56
x4 01 14 6.50 1000 [
1X6 071 14 7.00 1000 92
1x10 01 14 8.20 1000 142
1X16 071 14 930 1000 205
1x25 09 14 10.60 1000 303
1x35 09 14 1.70 1000 394
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RATED CROSS SECTION o PP DAL APPROK VERALL | DELIVERY LENGTH | APPROL. WEIGHT
1x50 10 14 13.00 1000 516
X170 11 14 1490 1000 Al
1x95 11 15 1730 1000 992
1x120 12 15 18.50 1000 1196
1x150 14 16 20.60 1000 1509
1x185 16 16 2310 1000 1850
1x240 17 17 26.00 500 2394
1x300 18 18 2840 500 2964
1x400 20 19 3290 500 3838
1x500 2.2 20 3150 250 4863
1x630 24 2.2 4430 250 6285
215 071 18 10.10 1000 126
225 07 18 1090 1000 157
2x4 071 18 11.80 1000 200
26 01 18 12.80 1000 253
2x10 071 18 15.40 1000 395
2x16 01 18 17.60 1000 558
225 09 18 2040 1000 81l
2x35 09 18 2260 1000 1038
2x50 1.0 18 25.20 1000 1341
270 11 18 29.00 1000 1850
2x95 11 2.0 34.00 1000 2556
2120 12 21 36.60 500 3066
2x150 14 2.2 40.60 500 3837
2x185 16 23 46.20 500 4788
2x240 17 25 52.00 250 6164
2x300 18 21 56.80 250 1573
3x1.5 01 18 10.60 1000 147
325 01 18 1150 1000 187
3x4 01 18 1240 1000 243
3x6 01 18 1350 1000 315
3x10 07 18 16.50 1000 495
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RATED CROSS SECTION o PP DAL APPROK VERALL | DELIVERY LENGTH | APPROL. WEIGHT
3x16 01 18 18.90 1000 2
3x25 09 18 2170 1000 1038
3x35 09 18 2410 1000 1342
3x50 1.0 18 2690 1000 1749
3x70 11 19 31.20 1000 2451
3x95 11 20 3630 1000 3368
3x120 12 21 39.10 500 4061
3x150 14 23 4710 500 5167
3x185 16 24 49.60 500 6363
3x240 17 26 55.90 250 8211
3x300 18 2.8 61.00 250 10122
3x16+10 0.7/07 18 2010 1000 817
3x25+16 09/07 18 2350 1000 1214

3x35+16 09/07 18 2550 1000 1507
3x50+25 10/09 18 28.60 1000 2006
3x70+35 1109 19 3590 1000 2834
3x95+50 11/10 21 41.00 500 3867
3x120+70 12/11 2.2 42.00 500 4140
3x150+70 1411 23 4710 500 5766
3x185+95 16/11 25 52.20 250 1258
3x240+120 17h2 21 58.20 250 921
3x300+150 18/16 29 63.80 250 141
415 01 18 1130 1000 173
425 01 18 12.30 1000 224
4x4 071 18 1340 1000 292
4x6 01 18 14.60 1000 382
4x10 07 18 17.90 1000 612
4x16 01 18 2050 1000 889
4x25 09 18 2420 1000 1328
4x35 09 18 26.90 1000 1123
4x50 1.0 19 30.20 1000 2267
470 11 2.0 3540 1000 3204
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RATED CROSS SECTION [N TN PP DAL APPROK VERALL | DELIVERY LENGTH | APPROL. WEIGHT
4x95 11 21 40.90 500 4380
4x120 12 23 420 500 5306
4x150 14 24 49.00 500 6657
4x185 16 26 55.80 250 8281
4x240 17 2.8 62.70 250 10677
4x300 18 30 68.40 250 13163
5%1.5 07 18 12.30 1000 205
525 071 18 1340 1000 267
5x4 01 18 14.60 1000 358
56 071 18 16.00 1000 in
5x10 01 18 19.60 1000 45
5x16 071 18 22.60 1000 1066
5x25 09 18 26.50 1000 1592
5x35 09 18 2950 1000 2012
5%50 1.0 2.0 3340 1000 2152
X170 11 21 39.10 1000 3890
5%95 11 2.3 4550 500 5349
5x120 12 24 4890 500 6453
5x150 14 2.6 5440 500 8131
5185 16 2.8 62.00 250 10098
5x240 17 30 69.70 250 13024
5x300 18 32 76.00 250 16064

www.kymkablo.com

. w3



@I(Y M

N2XFGbH

XLPE iZOI.EI.i, HALOJENSIZ ALEV ILETMEYEN
YASSI CELIK TEL ZIRHLI 0.6/1KV YER ALTI KABLOLARI

TiP
N2KFGbH
STANDART

DIN VDE 276-604, TS HD 604.51, IEC 60502-1

YAPISI

1) Iletken: EN 60228 Sinif 1-2

2) izole: XLPE 2XIT DIN VDE 0276-604
3) Dolgu: LSFOH

4) Yassi galvanizli celik tel ve iizeri
galvanizli yass celik bant

5) Kilif; LSFOH DIN VDE 0276-604 HM4
KULLANIM

Mekanik dayamimin haricinde yangin
ve zehirli dumanin insanlara tehlike
olusturacag yerlerde kullamilir.
Toprak altinda ve harici kullanimda
uygundur,

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C
Anma Gerilimi: 0.6/1 KV

300/500V HALOGEN FREE FLAME
RETARDANT FLEXIBLE CABLES

TYPE
N2XFGbH
STANDARDS
DIN VDE 276-604, IEC 60502-1
CONSTRUCTION
1) Conductor: EN 60228 Class 1-2
2) Insulation: XLPE 2XIT DIN VDE 0276-604
3) Filler: LSFOH
4) Galvanised flat steel wire/tape armour
5) Sheath: LSFOH DIN VDE 0276-604 HM4

APPLICATIONS

Indoor installation outdoor and underground
installation in ducts and in the open where better
mechanical protection is required places where
there is risk of fire. and if additional protection
is necessary against contact voltage.

TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 0.6/1 KV

e ——

RATED CROSS SECTION o PP AL APPROKVERALL | DELIVERY LENGTH | APPROL. WEIGHT
2x10 01 18 1790 1000 626
2x16 071 18 2010 1000 832
2x25 09 18 22.10 1000 1129
2x35 09 18 2490 1000 1389
2x50 10 18 2150 1000 1741
270 11 19 3150 1000 2304
2x95 11 21 36.30 1000 3097
2120 12 2.2 38.90 500 3642
www.kymkablo.com




@I(Y M

N2XFGbH
0 0 0 D 0 ) A
RATED CROSS SECTION o RPRL IR APPROK TVERALL 1 pEueRY LENGTH | APPROX. WEIGHT
2x150 14 23 4290 500 4488
2x185 16 24 4850 500 5505
2x240 17 26 54.30 250 6966
2x300 18 2.8 59.10 250 8473
3x10 071 18 18.80 1000 139
3x16 01 18 21.20 1000 979
3x25 09 18 24.00 1000 1379
3x35 09 18 26.40 1000 1716
3x50 10 19 2940 1000 2189
3x70 11 2.0 33.70 1000 2951
3x95 11 21 38.60 500 3936
3x120 12 2.3 4160 500 4106
3x150 14 24 4590 500 5804
3x185 16 2.6 5210 250 7158
3x240 17 21 58.10 250 9081
3x300 18 2.9 63.30 250 1057
3x16+10 07/01 18 2210 1000 1099
3x25+16 09/07 18 2510 1000 1538
3x35+16 09/07 18 2110 1000 1886
3x50+25 10/09 19 3040 1000 2433
3x70+35 11/09 21 3490 1000 3287
3x95+50 11/10 2.2 39.90 500 4313
3x120+70 12011 23 4340 500 5328
3x150+70 1411 24 47.00 500 6384
3x185+95 16/11 2.6 53.70 250 1976
3x240+120 17h2 2.8 59.70 250 10084
3x300+150 18/14 30 65.20 250 12339
410 01 18 2010 1000 812
4x16 01 18 2280 1000 113
4x25 09 18 2590 1000 1669
4x35 09 18 28.60 1000 2095
450 10 2.0 3210 1000 2106
470 11 21 3690 1000 3693
4x95 11 23 42,60 500 4986
4x120 12 24 4570 500 5921
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N2XFGbH

RATED CROSS SECTION [N TN PP DAL APPROK VERALL | DELIVERY LENGTH | APPROL. WEIGHT
4x150 14 2.6 50.60 500 31
4x185 16 21 5130 500 9030
4x240 17 29 64.20 250 11525
4x300 18 31 69.90 250 14161
5x10 01 18 2110 1000 1020
5x16 071 18 24.60 1000 1366
5x25 09 18 2810 1000 1958
5x35 09 19 3130 1000 2506
5%50 1.0 21 35.20 1000 3257
X170 11 2.2 4050 500 4428
5%95 11 24 46.90 500 5983
5120 12 26 5050 500 7148
5x150 14 21 55.90 250 8894
5185 16 29 6340 250 10923
5%240 17 31 17110 250 14043
5300 18 34 1160 250 17204
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XLPE iZOLELI LSFOH KILIFLI 0.6/1 KV
HALOJENSIZ ALEV ILETMEYEN KONSANTRIK
YERALTI KABLOLARI

TiP

N2XCH

STANDART

DIN VDE 0276-604 TS HD 604.51, IEC 60502-1
YAPISI

1) iletken: EN 60228 Sinif 1-2

2) Izole: XLPE 2XI1 DIN VDE 0276-604

3) Dolgu: LSFOH

4) Bakir iletken ve Gzerini sarmal sekilde saran
bakir banttan olusan konsanrtik bakir zirh.

5) Kilif: LSFOH DIN VDE 0276-604 HM4
KULLANIM

Enerji kablosu olarak endistri, salt yeralti tesisleri
ile sehir sebekelerinde yanqin ve zehirli dumanin
insanlara tehlike olusturabilecedi is ve alisveris
merkezleri, oteller, okullar ve bu gibi yerlerde
kullanilir. Toprak altinda ve harici kullanilir.
TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 0.6/1 KV

XLPE INSULATED LSFOH SHEATHED 0.6/1 KV
HALOGEN FREE FLAME RETARDANT CABLES WITH
CONCENTRIC COPPER CONDUCTOR

TYPE

N2XCH (Cu/XLPE/LSOH/CWS/LSOH)
STANDARDS

DIN VDE 0276-604 TS HD 604.51, IEC 60502-1
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: XLPE 2XI1 DIN VDE 0276-604
3) Filler: LSFOH
4)
5

Concentric copper screen.
Protective copper tape
6) Sheath: LSFOH Hm4 DIN VDE 0276-604

APPLICATIONS
Indoor installation outdoor and underground
installation in ducts and in the open where better
mechanical protection is required places where
there is risk of fire and crowded places like
shoping malls business centers, hotels, schools
tunnel etc. and if additional protection is
necessary against contact voltage
TECHNICAL DATA
Max.Operating Temperature: +90°C
Rated Voltage: 0.6/1 KV

RATED CROSS SECTION e RPRIL I APPROKTVERALL 1 pELERY LENGTH | APPROX. WEIGHT
21,5115 071 18 1250 1000 195
22,525 0.1 18 13.30 1000 233

2x4/4 071 18 14.30 1000 291

2x6/6 01 18 15.30 1000 368

2K10/10 071 18 18.70 1000 558

216/10 0.1 18 2090 1000 1730

2x25/16 09 18 2350 1000 1067

235/16 09 18 25.10 1000 1308
www.kymkablo.com

. ——



@I(Y M

RATED CROSS SECTION o RPRL IR APPROK TVERALL 1 pEueRY LENGTH | APPROX. WEIGHT
2x50/25 10 18 28.30 1000 170
270/35 11 19 32.30 1000 2338
2x95/50 11 21 3710 500 3181
2120/70 12 2.2 40.20 500 3903
2x150/70 14 23 420 500 42
2x185/95 16 25 50.70 250 5990
2x240/120 17 21 56.50 250 1662
2x300/150 18 2.8 62.10 250 9361
3x15/15 071 18 13.00 1000 27
325025 01 18 1390 1000 264

3x4/4 071 18 1490 1000 337
3x6/6 01 18 16.00 1000 432
3x10/10 01 18 19.60 1000 655
3x16+10 07 18 22.00 1000 880
3x25+16 09 18 2480 1000 1302
3x35+16 09 18 2120 1000 1622
3x50+25 10 19 30.20 1000 2ur
3x70+35 11 2.0 3450 1000 2956
3x95+50 11 21 39.40 500 401
3x120+70 12 23 4290 500 4942
3x150+70 14 24 4720 500 6023
3x185+95 16 2.6 5410 250 7599
3x240+120 17 2.8 60.30 250 9147
3x300+150 18 30 66.50 250 11991
4x15015 01 18 13.70 1000 245
4x25/25 01 18 14.70 1000 307
4x4/4 01 18 15.80 1000 393
4x6/6 01 18 17.00 1000 508
4x10/10 01 18 2090 1000 176
41610 01 18 2360 1000 1063
4x25/16 09 18 26.70 1000 1585
4x35/16 09 18 2940 1000 1997
4x50/25 10 2.0 3290 1000 2654
4x70/35 11 21 3170 500 3686
4x95/50 11 23 4340 500 5039
www_kymkablo.com

e ——



@I(Y M

RATED CROSS SECTION o RPRL IR APPROK TVERALL 1 pEueRY LENGTH | APPROX. WEIGHT
4120070 12 24 47.00 500 6159
4x150/70 14 2.6 5190 500 1583
4x185/95 16 21 59.30 250 9499
4x240/120 17 30 66.40 250 12240
4x300/150 18 32 1310 1000 15068
51,515 01 18 1450 1000 218
5x2,5/2.5 071 18 15.60 1000 351

oxd/4 01 18 16.90 1000 458
hX6/6 071 18 18.20 1000 594
5x10/10 01 18 2250 1000 908
Hx16/16 071 18 2540 1000 1236
5x25/16 09 18 2890 1000 1852
5x35/16 09 19 3210 1000 2359
5%50/25 10 21 36.00 1000 3146
5x70/35 11 2.2 4130 500 4317
5%95/50 11 24 4770 500 5991
Hx120/70 12 2.6 51.80 500 7340
5x150/70 14 21 57120 250 9039
5x185/95 16 29 65.40 250 11324
5x240/120 17 32 7330 250 14596
5x300/150 18 34 80.60 250 17978
X155 01 18 15.30 1000 320
Tx25/25 01 18 16.50 1000 414
9x1,5/15 07 18 17.60 1000 392
9%2,5/2.5 01 18 19.10 1000 511
10x15/15 071 18 18.10 1000 41
10x25/2.5 01 18 19.70 1000 552
12x15/15 01 18 18.60 1000 467
12x25/25 01 18 2030 1000 619
14¢15/15 01 18 19.30 1000 515
14x25/2.5 01 18 2110 1000 688
15¢15/15 01 18 2010 1000 545
15%2.5/2.5 01 18 22.00 1000 129
19x15/15 01 18 2090 1000 635
19x2.5/2,5 07 18 2290 1000 861
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RATED CROSS SECTION [N TN PP DAL APPROK VERALL | DELIVERY LENGTH | APPROL. WEIGHT
20x1,5015 01 18 2190 1000 690
2Ix2.5/25 071 18 24.00 1000 936
2x15/15 01 18 23.10 1000 174
252525 071 18 26.10 1000 1054
2015015 01 18 2420 1000 837
20%2.5/2.5 071 18 26.60 1000 1146
30x1,5/15 07 18 2490 1000 908
30x2.5/25 071 18 2150 1000 1250
40x1.5115 01 18 2150 1000 1143
40x25/25 01 18 30.60 1000 1592
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XLPE {ZOLEL PVC KILIFLI ZIRHLI 0.6/1 KV
HALOJENSIZ YERALTI KABLOLARI

TiP

N2XBH

STANDART

DIN VDE 0276-604 TS HD 604.51 IEC 60502-1
YAPISI

1) letken: EN 60228 Sinif 1-2

2) 1zole: XLPE 2XI1 DIN VDE 0276-604

3) Dolgu: LSFOH

4) Birbirine bindirmeli 2 adet galvanizli
yass celik bant.

5) Kilif: LSFOH Hm4 DIN VDE 0276-604
KULLANIM

Yapisindaki bant seklinde galvanizli celik
2irh sayesinde mekanik dis tesirlere kars
cok mukavemetlidir. Agir isletme sartlarina
uygundur,

TEKNIK BILGILER

Maksimum Calisma Sicakligi: +90°C

Anma Gerilimi: 0.6/1 KV

XLPE INSULATED PVC SHEATHED ARMOURED
0.6/1 KV LSFOH UNDERGROUND CABLES

TYPE

N2XBH

STANDARDS

DIN VDE 0276-604 IEC 60502-1
CONSTRUCTION

1) Conductor: EN 60228 Class 1-2

2) Insulation: XLPE 2XIT DIN VDE 0276-604
3) Filler: LSFOH

4) Double galvanized steel tape armour
5) Sheath: LSFOH HM4 DIN VDE 0276-604

APPLICATIONS

For installations as underground, outdooor,
indoor in ducts and where mechanical
protection is required or for higher tensile
stresses during installation and operation
TECHNICAL DATA

Max.Operating Temperature: +90°C

Rated Voltage: 0.6/1 KV

RATED CROSS SECTION e RPRIL I APPROKTVERALL 1 pELERY LENGTH | APPROX. WEIGHT
215 071 18 1250 1000 258
225 0.1 18 13.30 1000 299
2x4 071 18 1410 1000 350
2X6 0.1 18 15.10 1000 418
210 071 18 1750 1000 514
2x16 0.1 18 19.70 1000 765
2x25 09 18 22.30 1000 1068
2x35 09 18 2450 1000 1328
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RATED CROSS SECTION o RPRL IR APPROK TVERALL 1 pEueRY LENGTH | APPROX. WEIGHT
2x50 10 18 2110 1000 1671
2x70 11 19 3110 1000 2260
2x95 11 21 35.70 1000 301
24120 12 2.2 39,30 1000 3816
2x150 14 23 4330 500 4680
2x185 16 25 4910 500 5197
2x240 17 21 5470 250 1289
2x300 18 2.8 59,50 250 8619
3x15 071 18 13,00 1000 284
325 01 18 1390 1000 337
3x4 071 18 1470 1000 400
3x6 01 18 15,80 1000 486
3x10 01 18 18,40 1000 683
3x16 07 18 20,80 1000 929
3x25 09 18 23,60 1000 1321
3x35 09 18 26,00 1000 1664
3x50 10 19 29,00 1000 2132
3x70 11 2.0 3330 1000 2908
3x95 11 2.2 3920 500 4148
3x120 12 23 42,00 500 4909
3x150 14 24 46,30 500 6097
3x185 16 2.6 5250 250 7482
3x240 17 2.8 58,70 250 9493
3x300 18 29 63,70 250 11516
3x16+10 0707 18 2110 1000 1029
3x25+16 09/0.7 18 2470 1000 1417
3x35+16 09/07 18 26,10 1000 197

3x50+25 10/09 19 30,00 1000 2356
3x70+35 11/09 2.0 34,30 1000 3225
3x95+50 1110 22 4030 500 4584
3x120+70 12011 2.3 4380 500 5520
3x150+70 1401 25 47,60 500 6654
3x185+95 16/11 2.6 5410 250 8269
3x240+120 17h2 28 60,10 250 10419
3x300+150 18/14 30 65,60 250 12749
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RATED CROSS SECTION o RPRL IR APPROK TVERALL 1 pEueRY LENGTH | APPROX. WEIGHT
4x15 071 18 13.70 1000 318
425 07 18 14.70 1000 382
4x4 071 18 15.60 1000 463
4x6 01 18 16.80 1000 569
410 071 18 19.70 1000 812
4x16 01 18 2240 1000 n21
4x25 09 18 2550 1000 1613
4x35 09 18 2820 1000 2047
4x50 10 19 3150 1000 2642
470 11 21 3130 1000 3869
4x95 11 23 43.00 500 5191
4x120 12 24 46.10 500 6165
4x150 14 26 51.00 500 7655
4x185 16 21 51.70 250 9425
4x240 17 29 64.60 250 11998
4x300 18 31 7030 250 14633
5%1.5 071 18 1450 1000 363
52,5 07 18 15.60 1000 442
x4 01 18 16.70 1000 h41
5%6 01 18 18.00 1000 673
510 01 18 2130 1000 974
516 01 18 2420 1000 1359
5x25 09 18 2110 1000 1937
5x35 09 19 3090 1000 2490
5%50 10 21 34.80 1000 3240
5x70 11 23 4110 500 4725
5%95 11 24 4730 500 6332
5x120 12 2.6 5090 500 7561
5x150 14 21 56.30 500 93713
5185 16 29 63.80 250 11582
5x240 17 32 710 250 14804
5x300 17 34 78.00 250 18070
x15 01 18 15.30 1000 394
25 01 18 16.50 1000 487
8x1,5 07 18 16.60 1000 443
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RATED CROSS SECTION LTS AT IIE APPROKTVERALL 1 DELIERY LENGTH | APPROX WEIGHT
8x2,5 071 18 18.00 1000 548
9x1,5 01 18 17.60 1000 484
92,5 01 18 19.10 1000 603
10x1,5 01 18 18.10 1000 513
10x2,5 01 18 19.70 1000 643
12x15 01 18 18.60 1000 561
12x2.5 01 18 2030 1000 Il
14x15 01 18 19.30 1000 613
14x25 01 18 2110 1000 183
16x15 07 18 2010 1000 667
16x2,5 01 18 22.00 1000 858
19x15 01 18 2090 1000 139
19x2,5 01 18 2290 1000 960
21x15 071 18 2190 1000 97
2125 01 18 24.00 1000 1039
24x15 01 18 23.10 1000 892
24x2.5 01 18 26.10 1000 1169
21x15 01 18 2420 1000 956
21x2.5 01 18 26.60 1000 1260
30x15 01 18 2490 1000 1026
30x2.5 01 18 2150 1000 1362
3x15 01 18 26.50 1000 1187
3Mx25 01 18 29.30 1000 1592
40x15 01 18 2150 1000 1263
40x2.5 07 18 30.60 1000 1715
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YUVARLAK CELIK TEL ZIRHLI XLPE INSULATED PVC SHEATHED ARMOURED

YERALTI KABLOLARI 0.6/1 KV LSFOH UNDERGROUND CABLES

TiP TYPE

LSFSWA LSFSWA

STANDART STANDARDS

BS 6724 IEC 60502-1 BS 6724 IEC 60502-1

YAPISI CONSTRUCTION

1) lletken: BS 6724 BS EN 60228 Sinif 1-2 1) Conductor: EN 60228 Class 1-2

2) izole: XLPE Gp8 BS 7655-1-3 2) Insulation: XLPE Gp8 BS 7655-1-3

3) Dolgu: LSFOH 3) Filler: LSFOH

4) Yuvarlak galvanizli celik tel BS 6724 4) Galvanised round steel wire armour BS 6724

5) Kilif: LSFOH LTS1BS 7655 6.1 5) Sheath: LSFOH LTSI BS 7655 6.1

KULLANIM APPLICATIONS

Mekanik dayamimin haricinde yangin ve For use in mains supply electricity in

zehirli dumanin insanlara tahlike environments where fire dense smoke and toxic

olusturaca yerlerde kullamilir. Toprak fumes could cause a danger mechanical protection

altinda ve harici kullanimda uygundur. suitable for external use and direct burial.

TEKNIK BILGILER TECHNICAL DATA

Maksimum Calisma Sicakligr: +90°C Max.Operating Temperature: +90°C

Anma Gerilimi: 0.6/1 KV Rated Voltage: 0.6/1 KV

OMINA OLASYO A D ORTALAMA D

RATED CROSS SECTION e RPRIL I APPROKTVERALL 1 pELERY LENGTH | APPROX. WEIGHT
1x15 0.6 14 9.10 1000 166
x25 0.1 14 9.10 1000 191
Ix4 01 14 10.20 1000 29
1x6 0.1 14 10.80 1000 254
1x10 01 14 11.60 1000 314
1x16 0.1 14 12.70 1000 400
1x25 09 14 14.00 1000 532
1x35 09 14 1510 1000 647
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RATED CROSS SECTION AT, RrRIL I APPROKTVERALL 1 DELIERY LENGTH | APPROX WEIGHT
1x50 1.0 15 16.60 1000 807
1X70 11 15 19.20 1000 1157
1x95 11 16 21.60 1000 1488
1x120 12 16 22.80 1000 1726
1x150 14 17 2590 1000 2275
1x185 16 18 28.60 1000 2121
1x240 17 18 3130 1000 3344
1x300 18 19 33.70 1000 3992
1x400 20 2.0 3940 500 5321
1x500 2.2 21 4400 500 6544
1x630 24 2.2 50.60 500 8221
215 06 13 1210 1000 283
225 01 14 13.50 1000 355
2x4 071 14 1450 1000 422
26 01 14 15.70 1000 505
2x10 071 15 1750 1000 652
2x16 01 15 2040 1000 967
225 09 16 2320 1000 1322
2x35 09 17 26.60 1000 1810
3x15 06 13 12.60 1000 312
325 07 14 1410 1000 393
3x4 071 14 15.20 1000 478
3x6 01 14 16.50 1000 579
3x10 071 15 19.10 1000 861
3x16 07 16 2110 1000 1148
3x25 09 17 25.10 1000 1763
3x35 09 18 28.30 1000 M
4x15 06 13 13.30 1000 353
425 01 14 15.00 1000 47
4x4 01 14 16.20 1000 549
4x6 01 15 18.50 1000 1
4x10 01 15 2550 1000 1007
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RATED CROSS SECTION LTS RPRI ORI APPROCTVERALL 1 pELIERY LENGTH | APPROX. WEIGHT
4x16 071 16 2330 1000 1366
4x25 09 17 2160 1000 2105
4x35 09 18 3050 1000 2612
5%1.5 06 14 1440 1000 409
5%2,5 071 14 16.00 1000 511
5x4 01 15 1750 1000 636
5%6 01 15 19.90 1000 898
510 01 16 22.20 1000 179
5x16 01 17 26.40 1000 1761
5x25 09 18 3010 1000 2446
5x35 09 19 3330 1000 3055
5%50 1.0 2.0 38.20 1000 4143
5x70 11 2.2 4370 1000 5516
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YUVARLAK CELIK TEL ZIRHLI BOOKLET ARMOURED

YERALTI KABLOLARI CABLES

TiP TYPE

N2XRH N2XRH

STANDART STANDARDS

VDE 0276-604 TS HD 604.511EC 60502-1 VDE 0276-604 TS HD 604.51 1EC 60502-1

YAPISI CONSTRUCTION

1) Iletken: EN 60228 Sinif 1-2 1) Conductor: EN 60228 Class 1-2

2) izole: XLPE 2XI1 DIN VDE 0276-604 2) Insulation: XLPE 2XIT DIN VDE 0276-604

3) Dolgu: LSFOH 3) Filler: LSFOH

4) galvanizli yuvarlak celik telden zirh 4) Galvanised round steel wire armour

5) Kilif: LSFOH Hmé DIN VDE 0276-604 5) Sheath: LSFOH Hmd4 DIN VDE 0276-604

KULLANIM APPLICATIONS

Mekanik dayamimin haricinde yangin ve For use in mains supply electricity in

zehirli dumanin insanlara tahlike environments where fire dense smoke and toxic

olusturaca yerlerde kullamilir. Toprak fumes could cause a danger mechanical protection

altinda ve harici kullanimda uygundur. suitable for external use and direct burial.

TEKNIK BILGILER TECHNICAL DATA

Maksimum Calisma Sicakligr: +90°C Max.Operating Temperature: +90°C

Anma Gerilimi: 0.6/1 KV Rated Voltage: 0.6/1 KV

OMINA OLASY0 A D ORTALAMA D

RATED CROSS SECTION e RPRIL I APPROKTVERALL 1 pELERY LENGTH | APPROX. WEIGHT
1x1.5 06 18 9.80 1000 1
125 0.1 18 10,20 1000 195
Ixd 07 18 10,60 1000 22
1x6 01 18 1110 1000 255
1x10 07 18 1230 1000 323
1x16 0.1 18 1340 1000 406
1x25 09 18 1470 1000 531
1x35 09 18 17,00 1000 151
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RATED CROSS SECTION e RTRL I APPROK TVERALL 1 pEweRY LENGTH | APPROX. WEIGHT
1x50 1.0 18 18.00 1000 904
1X70 11 18 19.90 1000 167
1x95 11 18 22.10 1000 1606
1x120 12 18 2390 1000 1847
1x150 14 18 26.20 1000 2258
1x185 16 18 28.70 1000 2689
1x240 17 19 31.60 1000 3326
1x300 18 2.0 34.80 500 4190
2X1.5 01 18 12.10 1000 300
225 01 18 13.50 1000 347
2x4 071 18 1430 1000 404
26 01 18 16.20 1000 566
2x10 01 18 18.60 1000 164
2x16 01 18 20.80 1000 992
2x25 09 18 24.00 1000 1428
2x35 09 18 2120 1000 1828
3x15 071 18 13.20 1000 329
325 01 18 1410 1000 384
3x4 071 18 1490 1000 453
3x6 07 18 16.90 1000 643
3x10 071 18 19.50 1000 886
3x16 01 18 2190 1000 1163
3x25 09 18 25.70 1000 1737
3x35 09 18 28.70 1000 2114
3X50 1.0 19 3110 1000 2659
3X70 11 21 36.40 1000 3761
3X95 11 22 4170 500 4951
3X120 12 23 4450 500 5173
3X150 14 25 5030 500 7508
3X185 16 21 56.10 250 9085
3X240 17 29 63.00 250 11623
3X300 18 30 68.70 250 14141
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RATED CROSS SECTION AT, RrRIL I APPROKTVERALL 1 DELIERY LENGTH | APPROX WEIGHT
3x16+10 0707 18 2390 1000 1442
3x25+16 09/07 18 26.90 1000 1935
3x35+16 09/07 18 2940 1000 2349
3x50+25 10/09 2.0 3240 1000 2960
3x70+35 11/09 21 38.10 500 4212
3x95+50 1110 23 43.00 500 h472
3x120+70 12011 2.4 4750 500 6913
3x150+70 1401 26 51.70 250 8219
3x185+95 16/11 21 51.70 250 10065

3x240+120 1712 29 65.30 250 13207
3x300+150 18/14 31 7090 250 15803
4x15 071 18 13.90 1000 364
425 01 18 1490 1000 440
4x4 071 18 16.80 1000 629
4x6 01 18 18.00 1000 755
4x10 071 18 20.90 1000 1037
4x16 01 18 2410 1000 1507
4x25 09 18 2160 1000 2063
4x35 09 19 31.20 1000 2625
4x50 1.0 21 34.80 1000 3483
470 11 2.2 40.00 500 4645
4x95 11 23 4550 500 6099
4x120 12 25 5010 500 1631
4x150 14 21 5510 250 9259
4x185 16 2.8 62.50 250 11826
4x240 17 30 69.80 250 14806
4x300 18 32 7550 250 18035
5%1.5 071 18 14.80 1000 4
52,5 01 18 16.80 1000 596
x4 01 18 17.80 1000 704
5%6 01 18 19.20 1000 862
510 01 18 23.00 1000 1304
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RATED CROSS SECTION [N TN PP DAL APPROK VERALL | DELIVERY LENGTH | APPROL. WEIGHT
5x16 01 18 26.40 1000 1175
5%25 09 19 30.10 1000 2415
5x35 09 2.0 3410 1000 3066
5%50 1.0 22 3840 500 4120
5x70 11 2.3 4370 500 5470
5%95 11 25 50.20 500 7485
5x120 12 21 53.80 500 8789
5x150 14 2.8 59.10 250 10706
5185 16 30 6750 250 13714
5x240 17 33 7540 250 17157
5x300 18 35 82.10 250 20753
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TAHTA SEVK MAKARALARI
WOODEN DRUMS
DRUM DIAMETER (A) mm DRUM WIDTH (€) mm APPROX. DRUM WEIGHT (kg)
550 470 20
950 600 2
600 600 28
700 600 30
700 650 3
800 600 40
900 600 4
1000 700 50
1100 700 10
1150 870 90
1200 870 100
1300 870 130
1400 890 150
1500 1060 180
1600 1060 200
1700 1140 300
1800 1140 320
2000 1180 430
2200 1300 600
2400 1520 800
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9B oM M 65 % i %3 GERILN DD SR
Boowow w0 4 T4 0
0 W T 22 413 65 008
2% BT M6 S84 10
BT w B2 M T 0%
N6 B 29 B0 G W B
o6 9 W M W65 M0
NS 8 wom W3 SM T6 1008
% 8 MM T 4 65 s 120
B 9 B ow W T 105
oS om o mo25 % 40 G W
CON I O T T 2 I T )
Bo% 9 oM 3 o4 6T 99 g
B0 W oW m 4B S5 T %8 10
A M om oW M M 6T By
0 9 B A M 43 55T 0T g
8% BB %9 N6 S0 65 806 9%
mowow M W40 576 85
6 W WA MM M K5 T 90
B W 3o W 45 58 89 89 1N
oM WA W 4S9 16 9
Yo 2 W A T 65 806
B w0 W B M0 % M S 6
oW M w33 60s
W AT 29 % 45 58
WeOmoow 33 4
AKIM TASIMA ISINMA SINIRI 18 161 202 249 323 403
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GERILIM DUSUMU MAX. %3 VE GERILIM 3 FAZ 380 V COS 0=0.9 ALINDI...
VOLTAGE DROP MAX. 3% VOLTAGE THREE PHASE 380 V COS 0=0.9 TAKEN...
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CENELEC YENI DAMAR RENKLERi

TABLO 1- Sar1 / Yesil damari olan kablo kordonlar

DAMAR SAYISI

DAMAR RENKLERI

P S Y

SARI / YESIL MAVI KAHVERENGI
SARI / YESIL - KAHVERENGI
SARI / YESIL MAVI KAHVERENGI
SARI / YESIL MAVI KAHVERENGI

SIYAH
SIYAH
SIYAH

GRI

GRI

TABLO 2 - Sari / Yesil damar olmayan kablo kordonlar

DAMAR SAYISI

DAMAR RENKLERi

s o o o

MAVI KAHVERENGI

KAHVERENGI SIVAH
MAVI KAHVERENGI SIVAH
MAVI KAHVERENGI SIVAH
MAVI KAHVERENGI SIVAH

GRI

GRI
GRI

SIYAH

CENELEC NEW CORE COLOURS

CHART 1- Cables and cords with green / yellow core

DAMAR SAYISI

DAMAR RENKLERi

o s s

GREEN/YELLOW BLUE BROWN
GREEN/YELLOW - BROWN
GREEN/YELLOW BLUE BROWN
GREEN/YELLOW BLUE BROWN

BLACK
BLACK
BLACK

GREY

GREY

CHART2 - Cables and cords with green / yellow core

DAMAR SAYISI

DAMAR RENKLERI
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